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PREFACE

This guide focuses on the technical areas of the Los Alamos National Laboratory and the facilities
and/or buildings at each technical area that have been assigned a hazard category. The docu-
ment is a compilation of information from a variety of sources that go back to 1990. Although there
has been an effort to update and add to the information that already existed, the reader should
not consider this guide to be the final word on potentially hazardous operations at Los Alamos
National Laboratory. Changes in operations at Los Alamos that can change the categorization of a
facility occur frequently. The official sources of information used in this guide are the Facility Risk
Management Group, the various facility managers who are responsible for the facilities discussed,
and DOE-AL-STD 1001-95, Nuclear Facilities List, dated November 1995.

This guide is built upon a variety of Laboratory documents. The cornerstone is the Facility Hazard
Classification for Los Alamos—Preliminary Report, 1991. Other building blocks for this effort were
the Laboratory’s As-Built Structure Location Maps, 1996; the 1990 Site Development Plan (LA-
CP-90-45); the environmental surveillance reports for Los Alamos during 1993 and 1995; the
Capital Asset Management Process, FY97 (LA-UR-95-1187); and the Laboratory’s Institutional
Plan FY1997-FY2002 (LALP-96-77).
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1.0 INTRODUCTION

Los Alamos National Laboratory (LANL or the Laboratory) was established in 1943 as Project Y of
the Manhattan Engineer District to develop the world’s first nuclear weapons. In just 26 months,
the wartime Laboratory produced the atomic bombs that had a major role in ending World War .
After the second world war, the ensuing Cold War and associated competition with the Soviet
Union to develop nuclear weapons led to establishment of a permanent laboratory at Los Alamos.

The Laboratory’s original mission—to design, develop, and test nuclear weapons—has broaden-
ed and evolved as technologies, US priorities, and the world community have changed. Today,
the Laboratory supports its core mission—stewardship and management of nuclear weapons and
reducing the global nuclear danger—with the technical competencies developed for national se-
curity and other programs. These competencies, in turn, allow the Laboratory to contribute to ci-
vilian and conventional defense needs (e.g., performing large-scale interdisciplinary research and
development).

Today’s Laboratory is a multidisciplinary research facility engaged in a variety of programs for the
Department of Energy (DOE) and other government agencies. The scientists and engineers at
Los Alamos conduct research and development (R&D) in the basic sciences, mathematics, and
computing to develop applications that support stockpile stewardship and management and a
broad range of other programs, including non-nuclear defense and nonproliferation; nuclear and
non-nuclear energy; atmospheric, space, and geology sciences; bioscience and biotechnology;
and the environment.

Although the purpose of this guide is to focus on the various technical areas (TAs) and their speci-
alized facilities, it is important that the reader be somewhat familiar with the work that is done at the
various locations before they are discussed. Therefore, the information provided in this introduc-
tory section is intended to acquaint the reader with the broad range of R&D activities carried out at
Los Alamos. More detailed information on the Laboratory’s R&D activities may be found in the
most recent version of the Laboratory’s institutional plan.

Typically, DOE and other federal agencies ask the Laboratory to undertake projects having some
or all of the following characteristics:

 be large in scale of time, space, size, or complexity;

* require a strong science base;

* require engineering, teamwork, and special facilities;

benefit from a multidisciplinary approach and continuity of effort; and/or
 serve a public purpose.

The Laboratory is currently charged with addressing problems in the following areas:

« scientific and engineering support of national nuclear defense activities, including R&D acti-
vities for

- nuclear weapons stewardship and management (ensuring the safety, reliability, and per-
formance of the US nuclear stockpile);

- safe and efficient dismantlement of weapons;

- international arms control, nonproliferation, detection, and verification;

- nuclear material processing, storage, recycling, and disposal;

- accelerator production of tritium; and

- preservation of core competencies related to nuclear weapons technology;
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» R&D activities for non-nuclear defense. Specific activities evolve according to the needs of
the Department of Defense (DoD); however, ongoing activities include investigations in

advanced munitions and energetic materials,
materials science and armor/antiarmor applications,
analysis and computer simulation, and
non-nuclear strategic defense initiatives;

» nondefense R&D in support of federal research in areas such as

- high-performance computing, including national and industrial applications;

- advanced materials processing;

- operation of large facilities for the R&D activities of universities and other collaborators
(“user” facilities, such as the Los Alamos Neutron Science Center (LANSCE) and the
Materials Science Center);

- nuclear and high-energy physics, such as research into neutrino oscillations;

- basic energy science, such as development of advanced materials;

- fusion energy, as an alternate source of electrical power;

- biological and environmental research, including human genome studies;

- environmental remediation, restoration, and preservation, including waste management
technology;

- energy and renewable energy research, such as high-temperature superconductivity,
proton-exchange membrane for fuel cells, and advanced computer programs for de-
signing cleaner combustion systems;

- energy technologies, such as simulation of transportation systems, air quality, nuclear
waste management, and medical isotope production; and

- support to science and math education.

Generally, the Laboratory’s R&D efforts focus on areas in which the Laboratory has developed a
high degree of competency and the specialized facilities required for the type of work to be done.
The following are some of the areas on which the Laboratory currently focuses its R&D activities:

* Nuclear and Advanced Materials—The Laboratory synthesizes, processes, and develops
applications for nuclear and advanced materials through its capabilities in metals, ceramics,
polymers, and electronic materials of many types in both bulk and thin-film forms. It also has
the ability to cast, forge, extrude, draw, form, and machine such materials into complex
shapes over a range of sizes from microscopic to massive.

* Nuclear Weapons Science and Technology—For 50 years, Los Alamos has provided scien-
tific and engineering leadership in support of the US nuclear deterrent.

 Earth and Environmental Systems—The Laboratory integrates research in the earth, envi-
ronmental, space, chemical, biological, physical, and engineering sciences with skills in
theory, modeling, and measurement. The intent is to further strengthen the Laboratory’s
ability to provide new scientific information and to create new technologies that will help
DOE and other federal agencies solve the environmental, energy, and national security
problems facing the nation.

» Bioscience and Biotechnology—The Laboratory conducts R&D in areas from human ge-
nome studies to biomedical research.

* Nuclear Science, Plasmas, and Beams—Laboratory research encompasses nuclear and
particle physics, astrophysics, nuclear chemistry, plasma physics, accelerator technology,
laser science, and beam physics, as well as a wide range of applications such as neutron
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scattering, transmutation technologies, plasma processing, radiography, microlithography,
inertial fusion, and defense applications.

The following section describes where R&D efforts are physically carried out and associated po-
tential hazards.

1.1 The Laboratory

The Laboratory occupies 43 mi# (111 km?) of land owned by the DOE, which is divided into 47
separate, currently active TAs. TA-3 is the main technical area, where almost half of the Labora-
tory’s personnel are located. TA-0, the townsite, contains leased facilities located on Los Alamos
County land. Only one TA—TA-57, the Fenton Hil Site, which lies approximately 28 mi (45 km)
west of Los Alamos—is noncontiguous.

The Laboratory currently consists of approximately 2,043 structures. Of these, 1,835 are build-
ings, which contain 7.3 million square feet (2.225 million square meters). The other structures
consist of meteorological towers, water tanks, manholes, small storage sheds, electrical transform-
ers, etc. As explained above, part of the Laboratory’s resources are the specialized facilities that
have been built and maintained at Los Alamos over the last 50 years. Most of these facilities have
been designed and built to handle hazardous energy sources. The following section discusses
how the Laboratory categorizes the levels of potential hazard that a facility is allowed to house.

1.2 Hazards and Risk Management

The Laboratory’s role in supporting the nation’s nuclear weapons program often overshadows the
other work done at Los Alamos. The Laboratory’s operations are a mixture of many work proces-
ses that call upon the skills of a variety of people and specialized facilities. Some of these proces-
ses involve unusual energy sources, which, if uncontrolled, have the potential to harm workers,
the general public, or the environment. However, most processes involve energy sources that
may also be encountered by members of the general public as they go about their daily routines.

Given the diversity of the R&D activities at Los Alamos, it is reasonable for a person who is not
knowledgeable about the risks associated with an activity to believe that these risks are greater or
smaller than in fact they are. The information contained in this guide should aid in developing a
better understanding of the risks associated with the work performed at the Laboratory.

The task of communicating risk is not easy. For DOE, this effort is complicated by a common per-
ception of the public that radioactive materials are inherently more dangerous than other types of
hazardous materials or hazardous energy sources. This perception could lead one to miss the
fact that other risks need to be evaluated and appropriately controlled.

Over the years, a risk management approach has evolved that the DOE and the Laboratory use to
categorize the risks associated with work processes having the potential to adversely impact Lab-
oratory workers, the public, the environment, and/or the Laboratory’s capability to carry out its as-
signed missions. Unfortunately the approach, as it has evolved and continues to evolve, is not
easily explained to someone not associated with its evolution or application.

The difficulty in explaining the approach begins with DOE jargon. Words can have different mean-
ings for different people; for example, when talking about a building where work is carried out, the
Laboratory normally calls it a facility. (An example of a building referred to as a facility is the Plutoni-
um-Processing Facility located at TA-55.) The word “facility,” however, can have a number of
meanings. As used in the DOE complex, the word facility is used to denote systems, buildings,
utilities, services, and related activities whose use is directed to a common purpose at a single lo-
cation. Examples of facilities include accelerators, storage areas, test loops, nuclear reactors, coal
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conversion plants, magnetohydrodynamics experiments, windmills, radioactive waste disposal
systems and burial grounds, testing laboratories, research laboratories, and accommodations for
analytical examinations or irradiated and unirradiated components. For the purposes of this guide,
the term facility is used to indicate some specific location where a particular type of work process is
carried out.

To identify and control those work processes with the greatest potential risks, the Laboratory uses
a grouping and screening methodology. The first step divides the various facilities into groups
based on the type of work processes (or operations) carried out in the facility. These groups are
defined below:

Administrative/Technical—facilities used for Laboratory support functions that include the Direc-
tor's Office; Comptroller; Human Resources; Business; Facilities, Security, and Safeguards Divi-
sion (FSS); Environment, Safety, and Health Division (ESH); and communications.

Public/Corporate Access—facilities, both restricted and unrestricted, that allow public and corpor-
ate access and use, including such facilities as the Oppenheimer Study Center and Library build-
ing, Bradbury Science Museum, and special research centers.

Theoretical/Computational—facilities such as computer centers used for theoretical and computa-
tional functions, for both classified and unclassified work.

Experimental Science—facilities used for such experimental functions as accelerator, fusion, and
laser research and development and testing, and multiuse experiments.

Waste Management (WM)—facilities used for WM activities such as storage, treatment, and/or dis-
posal of low-level, transuranic, hazardous, and mixed wastes.

Special Nuclear Materials (SNM)—facilities used for SNM functions, including storage and re-
search and development involving SNM. For the purposes of this document, the term SNM also
covers tritium.

High Explosives (HE)—facilities used for HE functions, including storage and research and de-
velopment.

Physical Support—facilities such as warehouses, general storage buildings, utilities, and waste
water treatment.

Vacant/Unoccupied—facilities currently vacant or unoccupied that could be rendered suitable for
certain operations.

Decontamination and Decommissioning (D&D)—facilities that are currently in or are scheduled for

decontamination and/or decommissioning.

Abandoned/Closed—facilities that are unoccupied and have been abandoned or closed and will
not be occupied in the future.

Environmental Restoration—facilities or areas that are being restored under the Resource Con-
servation and Recovery Act, including landfills and burn pits.

Facilities that do not involve unusual hazards (i.e., hazards not routinely encountered by the gen-
eral public) are eliminated from further consideration. Such facilities include facilities categorized
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as entirely administrative/technical, public/corporate access, theoretical/computational, vacant/
unoccupied, and abandoned/closed.

The next step is to screen facilities in the remaining categories that contain a source of danger
(i.e., a hazardous material, energy source, or operation) with the potential to cause illness, injury,
or death to personnel or damage to a facility or to the environment (without regard for the likeli-
hood or credibility of accident scenarios or consequence mitigation). DOE has identified two
major hazards—those with a potential nuclear (radiation) hazard (called nuclear facilities) and those
with non-nuclear hazard potential (called non-nuclear facilities). Once a facility has been cate-
gorized as either nuclear or non-nuclear, it is further categorized as to the consequences of an
unmitigated accident or release. Additional information on this categorization is provided later in
this guide.

Once a decision has been made on the hazard potential, the process of controlling the perceived
risk is begun to ensure comprehensive, integrated, and balanced risk management of all safety
and environmental hazards posed by these facilities and operations. This task is accomplished by
providing engineering controls, administrative controls, and skilled workers. When possible, po-
tentially unacceptable risks are eliminated altogether. In the case of a highly toxic chemical, elimi-
nating risk may simply require substituting a less toxic chemical.
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2.0 ORGANIZATION OF INFORMATION

This guide is limited to identifying the various specialized facilities where potentially hazardous op-
erations are located at the Laboratory. For those facilities with greater hazard potentials, the read-
er will also find a brief description of the facility. The intent is to present a picture of the Laboratory
that will allow the reader to have a better understanding of where the Laboratory’s work processes
are conducted and to identify which work processes have been determined to have a potential to
adversely affect workers, the general public, or the environment. The intent is not to describe the
details of how the analyses are done. For those readers who need this type of information, the
following references are provided as a starting point:

» DOE Order 5480.23, “Nuclear Safety Analysis Reports” (DOE 1992a);
» DOE Order 5481.1B, “Safety Analysis and Review System” (DOE 1986a);

 DOE-STD-1027-92, “Hazard Categorization and Accident Analysis Techniques for Com-
pliance with DOE Order 5480.23—Nuclear Safety Analysis Reports” (DOE 1992b); and

» DOE-STD-EM-5502, “Hazard Baseline Documentation” (DOE 1994b).

The fact that something is categorized as having the potential to cause an adverse effect does not
mean that the adverse effect will occur. In categorizing work processes, the various safety sys-
tems, administrative controls, or emergency response associated with the work were not consid-
ered in determining whether the accident could occur. To fully understand whether the worst-
case consequences of an accident could occur requires a much more involved analysis that
brings into play the probability of occurrence and the severity of the consequence.

This guide describes the general operations (i.e., work processes) carried out at all active TAs
(Figure 2-1) at the Laboratory. Additionally, it identifies facilities at each TA where work processes
exist that have been categorized as potentially hazardous according to the criteria outlined in
various DOE orders and standards.

Maps of each TA show the locations of the various facilities categorized as having potentially haz-
ardous work processes. These maps can be used for evaluating how new or proposed facilities or
new processes would impact existing processes at a TA.

Descriptions are provided of the more significant facilities in which potentially hazardous work oc-
curs. The descriptions of these facilities include foreseeable expanded work or proposed work
that has a probability of occurring in the next 5 to 10 years.

All facilities (proposed, under construction, preoperational, operational or idle, DOE-owned or
leased, temporary or permanent, occupied or unoccupied) at the Laboratory have been cate-
gorized according to hazards intrinsic to their actual work processes or planned use. Laboratory
operations and activities not directly associated with a structure have also been categorized.

To use the maps, the reader needs to have some further definition of what the two categories of

facilities (i.e., nuclear and non-nuclear) are and what their subcategories mean. The following dis-
cussion is provided to assist the reader in understanding the categorizations.
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3.0 HAZARD CATEGORIES
3.1 Categories of Nuclear Facility Hazards

DOE Order 5480.23 (DOE 1992a) categorizes nuclear hazards as Category 1, Category 2, or
Category 3, which are defined as follows:

The analysis for a Category 1 hazard is based on the potential for significant offsite conse-
guences. Based on total curie content, potential material forms, and maximum energy for disper-
sion available, one class of DOE facilities that possesses this hazard potential is DOE Class A nu-
clear reactors as defined by DOE Order 5480.6 (DOE 1986b). In addition, DOE may designate
other facilities as Category 1 if it is determined that there exists the potential for significant offsite

consequences. There are currently no Category 1 nuclear facilities or operations at the Labora-
tory.

The analysis for a Category 2 hazard is based on the potential for significant onsite conse-
guences. DOE constructed the approach for designating Category 2 hazards from existing regu-
lations that define minimum thresholds for many radionuclides based on the consequences of
these hazards in the immediate vicinity of a facility. DOE-STD-1027-92 (DOE 1992b) provides the
resulting threshold quantities for radioactive materials that define a Category 2 facility. Such an ap-
proach is consistent with the intent of DOE Order 5480.23 to categorize at the second level
those facilities with the potential for significant onsite consequences.

The analysis for a Category 3 hazard is based on the potential for only significant, localized conse-
guences. Category 3 is designed to capture facilities that largely include lab operations, low-level-
waste-handling facilities, and research machines that possess less than Category 2 quantities of
material and are considered to represent alow hazard. DOE Order 5480.23 states that facilities
should be categorized as Level 3 if there is only the potential for “significant localized conse-
guences.” Essentially all industrial facilities have a potential for significant localized conse-
guences because the potential for worker injuries from typical industrial accidents is always pre-
sent. However, Category 3 facilities pose additional hazards resulting from the presence of radio-
nuclides. DOE-STD-1027-92 provides the Category 3 thresholds for radionuclides.

Facilities that do not meet or exceed the Category 3 threshold criteria discussed above but that
still contain some amount of radioactive material are called radiological facilities. These facilities
have administrative controls in place to ensure that the minimum threshold values are not exceed-
ed through the introduction of new radiological materials. Radiological facilities may be categor-
ized under the non-nuclear facility categories, which are low-hazard radioactive (L/RAD) or mod-
erate hazard radioactive (M/RAD).

3.2 Non-Nuclear Facility Hazard Categories

DOE Order 5481.1B categorizes non-nuclear hazards as low (L), moderate (M), or high (H). The
order defines these categories as follows:

 low hazards are those hazards that present minor onsite and negligible offsite impacts on
people or the environment;

» moderate hazards are those hazards that present considerable potential onsite impacts on
people or the environment but, at most, result in only minor offsite impacts; and

« high hazards are those hazards that have the potential for onsite or offsite impacts on large
numbers of persons or major impacts on the environment.
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3.3 Groupings of Non-Nuclear Facility Hazard Sources

The Laboratory has further categorized hazards as fitting into the following groupings: hazardous
energy sources (ENS), hazardous chemical sources (CHEM), hazardous radiation sources (RAD),
and hazardous environmental sources (ENV). A fourth grouping, identified as “no hazards,” in-
cludes activities that involve only hazards normally encountered by the public in day-to-day activi-
ties, such as those typically encountered in a machine shop.

3.3.1 Hazardous Energy Sources
The following hazardous energy sources are found at the Laboratory:

» High Explosives—Any facility that processes, handles, or stores more than 2.2 Ib (1 kg) of
HE is categorized as a low-hazard facility (Section 3.2) because of the localized conse-
quences of detonation events. All HE for which a credible direct or sympathetic detonation
could be postulated are included as possible sources of hazard. Low-order detonation or
deflagration of HE or insensitive HE is evaluated on a case-by-case basis. (“Deflagration”
refers to the situation in which part of the HE detonates and the remainder is scattered.)

» Lasers—Facilities containing lasers that have the capability of causing harm beyond a dis-
tance similar to the normal warning area described in the requirements for American Nation-
al Standards Institute (ANSI) Class IV lasers (LANL 1997; ANSI, current version) have been
categorized as low hazard. Other ANSI class lasers are categorized as no hazard.

» Other Energy Sources—A facility containing electrical, motion, gravity-mass, pressure,
chemical, heat/fire, cold, or radiant energy sources capable of causing irreversible health
effects for more than two operating personnel or causing any injury to onsite personnel
outside the facility, or any injury to a person offsite, are categorized as low hazard.

3.3.2 Nonradiological Material Hazards

Facilities that store, process, or handle significant quantities of nonradiological hazardous materi-
als (chemicals and biohazards) are categorized according to criteria developed by the Laboratory
that use guidance outlined in several DOE documents and professional guides, including DOE
Order 6430.1A (DOE 1989), the American Industrial Hygiene Association’s emergency response
planning guides (AIHA 1997), and DOE’s Subcommittee on Consequence Assessment &
Protective Actions (DOE 1997b). The materials include toxic chemicals, harmful biological agents,
carcinogens, and other materials that might expose workers, members of the public, or the envi-
ronment to an unusual hazard if the materials were to be released from primary confinement by
any credible means.

3.3.3 Hazardous Radiation Sources

Hazardous radiation sources are described in the last paragraph of Section 3.1.

3.3.4 Description of Technical Areas and Facilities

Each TA description in this guide includes maps that show existing potentially hazardous facilities.
Each of the hazard categories for the facilities is conveyed by a different shading, as indicated in
the key on each map.

The subsections below, one for each active TA at the Laboratory, describe the potentially hazard-

ous facilities located in the individual TAs according to hazard category, beginning with Category 2
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nuclear facilities and continuing through the non-nuclear hazard facilities. Generally, the higher
the hazard categorization, the more information is provided in the text.

The text descriptions of low-hazard facilities contain varying amounts of detail. The material pre-
sented here was gathered from an assortment of documents prepared between 1990 and 1996.
In some cases, the descriptive information available was limited and in other cases fairly extensive.
The authors decided to include as much information as is available, even though some low-hazard
facilities are described in more detail than others.

In some cases, buildings have more than one hazard category. In these cases, the table and map
show the building under the more significant hazard category. For example, if a building is a low-
hazard chemical facility and also a Category 3 nuclear facility, it is shown as a Category 3 nuclear
facility.

In most cases, the text provides some information regarding the types of nonhazardous activities
located in a TA. For the purposes of this document, nonhazardous activities involve only hazards
routinely encountered by the public involved in similar activities. For example, the hazards as-
sociated with operating a small public airport are no different from the hazards associated with the
DOE’s airport at TA-73. Another example is a small electronics repair shop at the Laboratory,
which does not necessarily have hazards that are different from those at the local computer or
small-appliance repair shop.

Each of the TAs is accompanied by an index map that shows the complete TA and the location of
the TA in relationship to the rest of the Laboratory. If necessary, the index map is accompanied by
more detailed maps of the TA, and, in those cases, the index map also shows the boundaries of
the more detailed maps. The key in the maps shows the texture used to indicate the hazard
category of potentially hazardous facilities (Figure 3-1). Each TA is also accompanied by a table
that indicates the hazard category of each potentially hazardous building and the type of opera-
tion or activity the hazardous facility supports. In some cases, building numbers appear in the
table that do not appear on the map. These facilities are usually underground passageways.

Building/structure and structure number Patterns for buildings with hazard designations:

" Underground building/structure CAT 2 Nuclear

Paved road CAT 3 Nuclear

7777777777 Dirt road or trail
M/RAD 10  Structure number for

building with hazard
M/CHEM designation

Industrial fence

Security fence

L/RAD 10-L/ENS When building is too
L/ENS small to recognize
pattern, the structure
L/CHEM number is followed
by the hazard
abbreviation

= = = = TA boundary for TA featured

—— — — —TA boundary for all other TAs on map
e LANL boundary

L/ENV

A 1N
2 |
28I

Scale in feet:
0 500 1000
I ]

L

T

|
FEET
cARTography by A. Kron 2/11/98 [creator of Adobe lllustrator map and date of latest revision]

(data from FIMAD G104811 6/24/96) [source of digital ARC INFO data, file number, and date of map creation]

Figure 3-1. Key to maps of technical areas and facilities
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4.0 DESCRIPTION OF TECHNICAL AREAS AND IDENTIFICATION OF FACILI-
TIES THAT FALL INTO A HAZARD CATEGORY

4.1 TA-0, Offsite Facilities
4.1.1 Site Description

TA-0 [Table 4-1 and Figure 4-1 (index map for TA-0)] is the Laboratory’s designator for facilities
owned or leased by the DOE that are not located inside the Laboratory’s boundaries. These
facilities, which accommodate a variety of physical support, public access, and administrative/
technical activities, are either owned by the DOE or leased from private property owners.

4.1.2 Facilities Description

TA-0 encompasses approximately 58 Laboratory facilities, owned or leased, which contain around
235,000 ft? (71,628 m?) of space. Examples of the types of facilities leased by the Laboratory are
the local office of the University of California/Community Reading Room; the Bradbury Science
Museum; the White Rock ES&H Training Center; the Protective Force Training Center; and vari-
ous office areas in White Rock and the Los Alamos townsite. Examples of DOE-owned facilities
located in TA-O are water wells in Guaje and Rendija canyons, various water tanks and pump
houses throughout Los Alamos County, and the radio tower on Pajarito Mountain.

4.1.2.1 Facility Hazard Categories

Table 4-1 identifies the facilities in TA-O that fall into a facility hazard category because of the type
of operations performed in the facility.

4.1.2.1.1 Nuclear Facility Hazard Categories
No buildings located in TA-0 are categorized as nuclear facilities.
4.1.2.1.2 Non-Nuclear Facility Hazard Categories

Four physical support facilities at TA-0—Buildings 1109, 1110, 1113, and 1114—are categorized
M/CHEM. These buildings house equipment that chlorinates the water supply for the County of
Los Alamos and the Laboratory (Figure 4-1, Sheets 1, 2, 3, and 4). The DOE is currently negoti-
ating turning the water system over to the County of Los Alamos. These facilities would then be
owned and operated by the county.

4.1.2.2 Nonhazardous Facilities

Sixteen of the 58 buildings at TA-0, representing approximately 169,000 ft? (51,511 m?), are used
for administration or public access and are not considered to contain any unusual hazards that are
not routinely encountered by the general public involved in similar activities. Most of these build-
ings are leased. They include the local office of the University of California/Community Reading
Room, the Bradbury Science Museum, and the ES&H Training Center.

Support facilities contain utilities such as water, gas, electric, and sewer. They include pump
houses that bring potable water up to the townsite from wells in nearby canyons, pump houses
that pump sewage to the treatment plant in TA-46, metering stations, and transmitters. Most of
this support space is managed for the Laboratory by the Laboratory’s support contractor [cur-
rently, Johnson Controls, Inc., of Northern New Mexico (JCINNM)].
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-1

TA-0, OFFSITE FACILITIES

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1109 Chlorination Station Physical Support X
1110 Chlorination Station Physical Support X
1113 Chlorination Station Physical Support X
1114 Chlorination Station Physical Support X
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4.2 TA-2, Omega West Reactor
4.2.1 Site Description

TA-2 [Table 4-2 and Figure 4-2 (index map for TA-2)] is a relatively small site that encompasses ap-
proximately 4 acres (1.62 ha) in Los Alamos Canyon and contains 8 buildings. An 8-MW nuclear
research reactor, which is awaiting D&D, is located at this site.

4.2.2 Facilities Description

Completed in 1956, the Omega West Reactor (Building 1) operated until 1992, producing radio-
isotopes for experimental uses at the Laboratory. The reactor is currently in safe-shutdown mode,
awaiting final D&D. The decommissioning process will produce contaminated and uncontaminat-
ed concrete, steel, and asbestos, as well as contaminated wood and other materials.

All of the other structures at TA-2 supported reactor operations. Except for the office, none of the
structures is currently in use. Three underground storage tanks were used for storing radioactive
liquid waste, which was periodically pumped via pipeline or shipped in trucks to the Radioactive Li-
quid Waste Treatment Facility (RLWTF) at TA-50. In 1992, a leak was detected in an underground
cooling line, the defective portion of the line was removed, and the ends were sealed.

4.2.2.1 Facility Hazard Categories

Table 4-2 identifies the facilities in TA-2 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.2.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-2 are currently categorized as nuclear. Part of the process of putting the reac-
tor into safe shutdown was removing the fuel elements from the reactor. These elements were
moved to the Chemistry and Metallurgy Research (CMR) Building, Wing 9 (TA-3-29), to await ship-
ment to a long-term storage facility.

4.2.2.1.2 Non-Nuclear Facility Hazard Categories

Since 1994 when all of the fuel elements were removed, the reactor has been downgraded from a
Hazard Category 3 nuclear facility to L/RAD (Figure 4-2, Sheet 1). Although all nuclear materials
have been removed, the facility is categorized as L/RAD because of the possibility that radioactive
contamination remains. Buildings 4, 44, and 50 (two storage buildings and a cooling system build-
ing, respectively) are also categorized L/RAD.

4.2.2.2 Nonhazardous Facilities

Support facilities at the site include a guard tower (Building 69) and equipment buildings (Build-
ings 21, 57, and 63). These facilities are not considered to contain any unusual hazards.
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TABLE 4-2

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-2, OMEGA WEST REACTOR

Facility Building Operations Category Nuclear Non-Nuclear Facility Hazard Categories
Number Name Facilities
Hazard
Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV

1 Omega West Reactor | D&D X
4 Laboratory Building D&D X
44 Equipment Building D&D X
50 Storage Building D&D X
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4.3 TA-3, South Mesa Site
4.3.1 Site Description

TA-3 is the Laboratory’s main technical area [Table 4-3 and Figure 4-3 (index map for TA-3)], which
houses approximately half of the Laboratory’s employees and contains about half of the total Lab-
oratory floor space. It is the entry point to the Laboratory, and most of the administrative and pub-
lic-access activities are located within its boundaries. The site also contains a mixture of the Labor-
atory’s activities, which include experimental sciences, SNM, administrative, public and corporate
access, theoretical/computations, and physical support operations. Security requirements at TA-
3 range from buildings open to the general public to buildings that have the strictest security. The
latter buildings are provided with fences, guards, electronic surveillance, and other security meas-
ures, as necessary, and personnel must have appropriate security clearances to enter.

4.3.2 Facilities Description

The facilities at TA-3 are as varied as the activities. The Administration Building (Building 43) con-
tains the Director’s Office, many of the offices of the Laboratory’s program directors, and the main
auditorium (where classified and unclassified meetings are held). The Otowi Building (Building
261) contains the Human Resources Division offices, most Business Operations Division offices,
and the main cafeteria. Other major office buildings located in this TA are the Sherwood Building
(Building 105), the Syllac Building (Building 287, which contains a very large high-bay area that
has been used as an experimental research area), the JCINNM Facilities Building (Building 38),
and Buildings 28, 123, and 200. The main library, part of which is open to the public, is located in
the J. Robert Oppenheimer Study Center (Building 207). The Laboratory’s major computing and
data communications centers are located in Buildings 132 and 1498, respectively. These two fa-
cilities house some of the world's largest and fastest computers, which are critical tools in meeting
the scientific goals of the Laboratory’s assigned missions.

Many of the Laboratory’s major facilities for providing physical support in the form of utilities and
maintenance are located in TA-3. Much like a university campus, research facilities are scattered
throughout the area. These range from small laboratories with bench-scale operations to activities
involving radioactive materials carried out in the CMR Facility (Building 29). Many of the TA-3 re-
search facilities are described below.

4.3.2.1 Facility Hazard Categories

Table 4-3 identifies the facilities in TA-3 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.3.2.1.1 Nuclear Facility Hazard Categories

Within the boundaries of TA-3, six facilities are currently categorized as nuclear facilities; two are
categorized as Hazard Category 2, and four are categorized as Hazard Category 3.

4.3.2.1.1.1 Hazard Category 2 Nuclear Facilities

4.3.2.1.1.1.1 Chemistry and Metallurgy Research Facility

The CMR Building (Building 29, Figure 4-3, Sheet 2) was completed in the early 1950s to house
research and experimental facilities for analytical chemistry, plutonium and uranium chemistry, and

metallurgy, as well as some engineering design and support functions. In 1960, an addition (Wing
9) was constructed to support programs requiring hot-cell facilities.
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The building is a three-story, reinforced-concrete structure that contains approximately 550,000
ft> (167,640 m?) of floor space. The building has seven laboratory wings and one administration
wing, all connected to a central (spinal) corridor. Each wing is designed to operate independently,
and each has its own electrical power substation and ventilation system. The first floor of each lab-
oratory wing contains approximately 48,000 ft*> (14,630 m? of laboratory space and an equal
amount of office space. The basement and second-floor spaces were designed to provide utility
services for the first-floor laboratories and offices.

Wings 2, 3, 4, 5, and 7 extend from the spinal corridor and are identical in design and construc-
tion. Wings 6 and 8 were planned but never constructed. The main floor of each wing has
change rooms at the entrance and offices along the outside walls. Two corridors separate the of-
fices from laboratories. At the end of each wing are filter towers, which house the filter plenums
and other large mechanical equipment for the exhaust ventilation system. Nuclear materials stor-
age vaults are located on the main floors in Wings 2, 3, 4, 5, and 7. The basements of some wings
house laboratory and office areas; the second floors of the wings are large, open areas with some
building support equipment and storage areas.

Wings 1, 9, and the Administration Wing are unique. Wing 1 contains offices and inactive labora-
tories and does not have a filter tower. Wing 9 is a large bay area containing hot cells with remote
handling capabilities and other support laboratories; men’s and women’s change rooms are lo-
cated at the interior access to the wing. The Administration Wing houses offices and conference
rooms.

The CMR Building was constructed to comply with the 1949 Uniform Building Code. The DOE
has upgraded and maintained the facility over the years to ensure safe operation in support of
programmatic missions. A major project is currently under way to further upgrade the facility.
Additional information regarding the upgrade project can be found in the Final Environmental
Assessment for the Proposed CMR Building upgrades (DOE 1997a). The R&D tasks and other
operations carried out in the building are varied; the types and numbers of projects change fre-
guently and may involve nuclear materials. Projects take advantage of the special capabilities of
the facility, including those involving safety, security, ventilation, and special processes. User or-
ganizations and specific tasks typically differ between from wing to wing and within wings.

The facility has housed analytical chemistry functions since it was constructed. Process chemistry
and metallurgy R&D operations involving plutonium and other actinides have been performed
continuously. These activities support many LANL and other DOE programs conducted primarily
at other facilities, such as plutonium-processing and uranium-related activities.

Because many activities conducted in the building are potentially hazardous, controls and pro-
cedures have been adopted to protect workers from chemical, electrical, mechanical, and radio-
active hazards. Hoods and gloveboxes are used in laboratories where chemical and radioactive
materials are handled, and personnel are trained to use them safely. Other safety measures in-
clude restricted entry, hazard warning signs, protective clothing, and containerization of hazard-
ous materials. Laboratory criticality safety personnel review areas that contain significant quantities
of nuclear materials to identify safe operating limits.

CMR’s main vault is one of three Category 1 SNM storage vaults at the Laboratory available for
nuclear material storage. This vault currently contains a variety of enriched-uranium materials,
uranium feed material for manufacturing operations that occur in the Sigma Building, and samples
from analytical chemistry operations. The use of the vault is not expected to change significantly
in the future.

The term “Category 1 SNM storage vault” as used here does not refer to the hazard categorization
process but to DOE’s designation of how much SNM a storage vault is authorized to hold based
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on its design and its ability to meet specific security requirements. Further information on this
subject is provided in DOE Order 5633.3B, “Control & Accountability of Nuclear Materials” (DOE
1994a).

4.3.2.1.1.1.2 Sealed Source Building

The Sealed Source Building (Building 65, Figure 4-3, Sheet 2) is categorized as a Hazard Cate-
gory 2 nuclear facility because it contains encapsulated radioactive materials and SNM used in
health physics measurements research. This building is located inside a fenced area on the south
side of Pajarito Road and Diamond Drive. The radioactive sources and SNM are sealed in steel
containers, which are kept in a vault equipped with a steel door and combination lock. Only
source custodians have access to the vault. The materials are used only inside appropriate shield-

ing.

The term “encapsulated” refers to radioactive material that is totally encased by a container. En-
capsulation greatly reduces the likelihood that normal use will result in loss of radioactive material
or dispersal. The emissions of the radioactive material are typically intended for continued or repe-
titive use as a known source of radiation for health physics measurements.

4.3.2.1.1.2 Hazard Category 3 Nuclear Facilities
4.3.2.1.1.2.1 Health Physics Instrumentation Calibration Facility

The Laboratory’s Health Physics Instrumentation Calibration Facility (West Wing, Building 40, Fig-
ure 4-3, Sheet 1), a controlled-access area, is located in the west wing of the Physics Building,
which is the only part of this building designated as a Hazard Category 3 nuclear facility. The rest
of the building is considered to have only hazards routinely encountered by members of the pub-
lic involved in activities similar to those conducted in the Physics Building outside the west wing.
The functions conducted in the calibration facility are calibrating and evaluating all types of radia-
tion detection instrumentation used throughout the Laboratory. This instrumentation includes
alpha, beta-gamma, neutron, and tritium gas detectors.

Calibrating the various radiation detection instruments requires using sources of radiation appro-
priate to the instrument. An instrument that measures alpha radiation needs to be calibrated
against a source whose level of alpha radiation is known. In the descriptions that follow, the
sources referred to are these sources of known radiation.

Three operating laboratories (W-4, W-120/120-A, and W-10) and two radioactive material source
storage vaults (W-133 and W-8B) in the west wing support this activity. Two of the laboratories are
used for calibrating and evaluating radiation detection instruments and detectors. The third labor-
atory is used to determine neutron emission rates from neutron sources. Only one of the storage
vaults (W-133) is authorized to store sources containing SNM.

W-120/120A and W-133 are located on the first floor of the west wing. W-120 is approximately
200 ft? (61 n) and is constructed of both reinforced concrete and concrete block. W-120A is a
metal-fabricated structure in W-120 that contains the actual calibration range. The range consists
of tubes constructed of steel encased in concrete, which are used to house the various radio-
active calibration sources.

W-133, a storage vault of approximately 160 ft* (49 m?), is constructed of reinforced concrete and

contains radioactive material transfer containers and metal cabinets. Steel tubes inserted in the
concrete floor of the vault for source storage occupy most of the floor space.
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W-4, W-8B, and W-10 are located in the basement of the west wing. Access to these rooms is by
elevator or stairwell. All of the rooms are constructed of reinforced concrete. W-4 is a laboratory
used primarily for calibrating neutron-emitting sources for determining neutron emissions. W-8B,
the other vault, is a secondary radioactive materials storage vault in which radioactive materials
used in W-4 and W-10 are stored. No SNM storage is authorized for this vault. W-10 is used for
calibrating tritium instrumentation. This room is equipped with a laboratory fume hood in case
tritium is released during calibration.

4.3.2.1.1.2.2 Sigma Complex

The Sigma Building (Building 66, Figure 4-3, Sheet 2) and three other main buildings [Building 35
(Press Building), Building 141 (Rolling Mill Building), and Building 159 (Thorium Storage Build-
ing)] make up the Sigma Complex, which is enclosed by a security fence and to which access is
controlled by a guard station. The complex, which encompasses over 200,000 ft* (60,960 m?),
was constructed in increments during the 1950s and 1960s and has been used for a variety of
nuclear materials missions. Today, the facility is primarily used for synthesizing materials and for
processing, characterizing, and fabricating metallic and ceramic items, including items made of de-
pleted uranium (DU). In the past, Sigma Complex processed all isotopes of uranium; therefore,
much of the equipment is radioactively contaminated at very low levels. Nonradioactive hazardous
materials used included a number of chemicals and metals such as beryllium.

The Sigma Building is categorized as a Hazard Category 3 nuclear facility. Constructed in 1958
and 1959, the building has approximately 168,200 ft* (51,267 nv) of floor space spread over 4
levels. Most of the space is occupied by laboratories for metallurgical and ceramics projects,
offices and administrative space, and storage areas for hazardous chemicals (such as concen-
trated acids and caustic solutions). The rest of the space, about 55,000 ft* (16,764 m?), is devot-
ed to various mechanical systems that provide for ventilation and other equipment required for
protecting the facility and workers. Building and process air is exhausted from the building
through five major stacks and numerous small roof stacks.

Today, the Sigma Building is primarily used for materials synthesis and for processing and char-
acterizing and fabricating metallic and ceramic items, including DU items used in the Stockpile
Stewardship and Management Program. Bulk DU is stored in the Sigma Building as supply and
feed stock. Current activities in the Sigma Building focus on test hardware, prototype fabrication,
and materials research for the DOE’s Nuclear Weapons Program, but they also include activities
related to energy, environment, industrial competitiveness, and strategic research.

Information on the rest of the Sigma Complex can be found in Section 4.3.2.1.2.2.2, Press Build-
ing; Section 4.3.2.1.2.4.5, The Rolling Mill Building; and Section 4.3.2.1.1.2.4, Thorium Storage
Building.

4.3.2.1.1.2.3 Calibration Building

The Calibration Building (Building 130, Figure 4-3, Sheet 2) is categorized as a Hazard Category
3 nuclear facility because it contains radioactive sources. The sources are used to calibrate instru-
ments for evaluating the response of various detectors to x-ray, gamma, beta, and neutron emis-
sions. The building is made up of two structures—the main building and an annex attached to its
southeast end. It is located inside the same fenced area as the Sealed Source Building (Section
4.3.2.1.1.1.2).

To prevent contamination of facility workers under normal operating conditions, all radioactive

sources and SNM are encapsulated or sealed in containers, including during the time they are
being used for instrument evaluations. (No processing of nuclear material takes place in the Cali-
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bration Building.) Only Laboratory research staff and designated custodians handle the radioac-
tive sources and SNM.

4.3.2.1.1.2.4 Thorium Storage Building

The Thorium Storage Building (Building 159, Figure 4-3, Sheet 2), part of the Sigma Complex
(Section 4.3.2.1.1.2.2), is a Hazard Category 3 nuclear facility because it is used for storing thor-
ium in both ingot and oxide forms. To ensure material accountability and to limit radiation doses to
personnel, Building 159 is surrounded by fencing and has its own controlled access.

4.3.2.1.2 Non-Nuclear Facility Hazard Categories

Within the boundaries of TA-3 are one M/CHEM facility, four L/RAD facilities, one L/ENS facility,
and eight L/CHEM facilities.

4.3.2.1.2.1 Building Categorized M/CHEM

The Liquid and Compressed Gas Facility (Building 170, Figure 4-3, Sheet 2) is the Laboratory’s
receiving and distribution point for bulk quantities of specialized gases used in R&D activities.
Cylinders of various sizes, as well as trailers, are staged at this facility.

4.3.2.1.2.2 Buildings Categorized L/RAD
4.3.2.1.2.2.1 lon Beam Building

The lon Beam Building (Building 16, Figure 4-3, Sheet 1) consists of approximately 58,000 ft
(17, 678 m?) of usable space. The building houses an accelerator capable of energies from 250
keV to 150 MeV, which can provide pulsed ion beams to 0.5 ns. The accelerator is capable of ac-
celerating microparticles at >62 mi/s (>100 km/s). The facility is currently in safe-shutdown mode.
All sources have been removed. Current plans are to convert the entire building to office space.

4.3.2.1.2.2.2 Press Building

The Press Building (Building 35, Figure 4-3, Sheet 2), built in 1953, is part of the Sigma Complex.
It contains approximately 9,860 ft? (3,005 m?) of space on one floor and a partial basement. The
only activity there is the operation of a 5,000-ton (4,536,000-kg) hydraulic press used for work
with DU.

4.3.2.1.2.2.3 The Tech Shops Addition

The Tech Shops Addition, also called the Uranium Shop (Building 102, Figure 4-3, Sheet 1), was
constructed in 1957 and consists of approximately 23,000 ft? (7,010 m?), including a 125-ft- (38-
m-) long corridor that connects it with the main shops (Section 4.3.2.1.2.4.4). Its construction is
similar to that of the main shops. The building houses the uranium shop, which is ventilated
through a portable high-efficiency particulate air (HEPA) filtration system. This facility, like the main
shops, contains a variety of metal-forming machines. Although DU represents the bulk of the ma-
terials used in parts fabrication, many other potentially hazardous materials are used in this facility.

4.3.2.1.2.2.4 High-Voltage-Test Facility
Physics research is conducted in the High-Voltage-Test Facility (Building 316, Figure 4-3, Sheet

2). Current activities at this facility are below threshold levels for the L/IRAD category. Past activi-
ties at the facility exceeded the threshold.
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4.3.2.1.2.3 Building Categorized L/ENS
4.3.2.1.2.3.1 The Weapons Test Support Facility

The Weapons Test Support Facility (Building 216, Figure 4-3, Sheets 1 and 2) is a physics re-
search and design facility. All research using lasers and x-rays is conducted in shielded areas in
accordance with standard operating procedures.

4.3.2.1.2.4 Buildings Categorized L/CHEM

Several of the buildings below categorized as L/ICHEM represent significant Laboratory resources
and are therefore described in some detail.

4,3.2.1.2.4.1 Water Treatment House

The Water Treatment House (Building 24, Figure 4-3, Sheet 2) contains a gas chlorination unit. It
is used to treat cooling tower water during the production of steam at the TA-3 Steam Plant (Build-
ing 22).

4.3.2.1.2.4.2 Warehouses

The Laboratory’s main general warehouse (Building 30) and chemical warehouse (Building 31,
Figure 4-3, Sheet 1), both of which can store limited quantities of hazardous chemicals, are cate-
gorized L/ICHEM. The chemical warehouse is managed by a subcontractor.

4.3.2.1.2.4.3 Laboratories

Building 32, the Center for Material Science (also called the Cryogenics Building A), and Building
34, the Cryogenics Building B (also called the Condensed Matter and Thermal Physics Labora-
tory) (Figure 4-3, Sheet 2), are used for materials research. Although Building 32 is known as the
Center for Material Science (Figure 4-3, Sheet 2), the building is one of several that serve a Labor-
atory program focusing on material sciences [e.g., Buildings 32 and 34, and the Materials Science
Laboratory (MSL) (Building 1698, Section 4.3.2.1.2.4.6)]. Scientists at the center are involved in
developing and bringing material science work to the Laboratory. Building 32, used for cryogen-
ics research, uses liquid nitrogen. Building 34’s ground-floor laboratories are used for condensed
matter and thermal physics research. Downstairs is the lon Beam Materials Laboratory. Although
the rest of Building 34 is categorized L/ICHEM, the lon Beam Materials Laboratory is categorized
L/ENS.

4.3.2.1.2.4.4 The Tech Shops

LANL’s main shops (Building 39, Figure 4-3, Sheet 1) are located in the southwestern quadrant
of TA-3. The shops consist of two buildings—the main shops in Building 39 and the Tech Shops
Addition (also called the Uranium Shop) in Building 102. Building 39 is constructed of poured
concrete and cinder block and has a flat tar/gravel roof. The approximately 138,000-ft*> (42,062-
m?) building, including a 13,500-ft? (4,115-m?) administrative office area, was constructed in 1953.
The building contains a variety of lathes, mills, and other metal-forming equipment.

Building 39 also houses the beryllium shop (not limited to beryllium), which is ventilated through a
HEPA filtration system. Although small, selected areas of the building are air-conditioned to pro-
vide an environment that allows parts to be fabricated accurately, most of the building space is not
air-conditioned. Other small areas with special ventilation include painting, welding, and grinding
areas.
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4.3.2.1.2.4.5 The Rolling Mill Building

The Rolling Mill Building (Building 141, Figure 4-3, Sheet 2), which was built in the early 1960s
and is part of the Sigma Complex, is categorized as L/ICHEM. lts three levels encompass approx-
imately 20,213 ft? (6,161 m?) of space that houses powder metallurgy activities, filament welding,
ceramics research and development, rapid-solidification research, and work with beryllium and
uranium/graphite fuels. The beryllium area has a permitted, monitored stack equipped with a
HEPA filter. Rooms 142, 148, 150, and 144 are vented through a bag-filtered exhaust system
designed to remove carbon and graphite dust. The other parts of the building are vented through
unfiltered vents and stacks.

4.3.2.1.2.4.6 The Materials Science Laboratory

The Materials Science Laboratory (Building 1698, Figure 4-3, Sheet 2) is used for processing ma-
terials, studying mechanical behavior in extreme environments, developing advanced materials,
and characterizing materials. The MSL is bounded on the west by Diamond Drive, on the north by
Buildings 32 and 34 (Section 4.2.3.1.2.4.3), on the east by the security fencing that surrounds
the Sigma Complex (Section 4.3.2.1.1.2.2), and on the south by Pajarito Road. The MSL build-
ing and its corresponding access roads, parking lots, and landscape areas cover a site of approxi-
mately 7 acres (2.8 ha).

This facility is a two-story laboratory of approximately 55,360 ft? (16,874 m?) arranged in the shape
of an H. The MSL is constructed of precast concrete panels sealed to a structural steel framework,
concrete floors, drywall interior, casework, hoods, and a utility infrastructure. Safety controls
throughout the building include a wet-pipe sprinkler system; automatic fire alarms; chemical fume
hoods; gloveboxes; HEPA-filtered heating, ventilation, and air conditioning (HVAC); and safety
showers.

MSL contains 27 laboratories and 21 distinct materials research areas, which can be categorized
as 4 major materials science experimental areas: materials processing, mechanical behavior in ex-
treme environments, advanced materials development, and materials characterization. These 4
areas contain over 20 operational capabilities that support materials research activities related to
energy, environment, nuclear weapons, and industrial competitiveness. In addition, the facility
contains 60 offices; 15 support rooms; and conference rooms used by technical staff, visiting
scientists and engineers, administrative staff, and building support personnel.

The first floor contains a high bay and materials characterization and processing laboratories in the
east wing; materials synthesis, characterization, and processing laboratories in the west wing; and
administrative and personnel interaction areas in the center. The second floor contains computer
rooms in the east wing; additional materials synthesis, characterization, and processing labora-
tories in the west wing; and building services and additional personnel interaction areas in the
center. Small offices are located along the exterior walls throughout most of the building.

Appropriate safety systems are designed into the building for those laboratories in which poten-
tially hazardous activities occur. These systems include detection systems, warning lights, phys-
ical barriers, and appropriate exhaust ventilation systems. The building is configured so that ser-
vice corridors connect the laboratories, allowing materials to be transported, stored, and used in a
ventilation zone separated from pedestrian corridors and staff offices. Some of the laboratories
are provided with special features such as vibration isolation, electromagnetic shielding, and
HEPA filters. All laboratories contain a variable-air-volume ventilation system, as well as process
cooling water, large-capacity electrical circuits, and vacuum pump exhaust systems. The exhaust
ventilation system is provided with an automated alarm system to indicate offnormal conditions.
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The MSL was designed to accommodate a wide variety of chemicals used in small amounts that
are typical of many university and industrial materials research facilities. Some of these chemicals
are hazardous, toxic, and/or radioactive. The various laboratories in MSL produce four liquid
wastes: (1) sanitary, (2) acid/caustic, (3) nonflammable organic, and (4) flammable organic.

The MSL is located in an unsecured area adjacent to secured facilities that house most of the
Laboratory’s materials scientists and engineers. The building is not a production facility but a
facility dedicated to the types of materials research conducted in a university and in industry.

4.3.2.2 Nonhazardous Facilities

Three hundred sixty-six administrative, technical, physical support, and other buildings and struc-
tures at TA-3 (Figure 4-3) contain operations that are not considered to involve unusual hazards.

Some of the major nonhazardous facilities contained in TA-3 are the Laboratory’s main office
building (Building 43), which contains the Director’s Office, most of the offices of the Laboratory’s
program directors, and the main auditorium. The Otowi Building (Building 261) houses the Hu-
man Resources (HR) Division offices, as well as the main cafeteria. Other major office buildings lo-
cated in this area are the Sherwood Building (Building 105), the Syllac Building (Building 287), the
Laboratory Support Contractor Building (Building 38), and Buildings 28, 123, 200, and 410. The
Laboratory’s major computing and data communications centers are located in Buildings 132 and
1498, respectively. The main library is located in the J. Robert Oppenheimer Study Center (Build-
ing 207). The Wellness Center (Building 1663), Fire Station #1 (Building 41), and the Occupa-
tional Medicine Facility (Building 409) are also located at TA-3.

Several of the Laboratory’s major facilities for utilities and general grounds upkeep are located in
TA-3. Steam required for operations is provided by the steam plant (Building 22). The Laborato-
ry’s utility control center and main substation are located in Buildings 223 and 233, respectively.
The Parks and Refuse Office is located in Building 70. Other important structures located at TA-3
include switch-gear stations (Buildings 23 and 1682), cooling towers (Buildings 25 and 58), and
the asphalt concrete plant (Building 173).
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TABLE 4-3

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-3, SOUTH MESA SITE

0€

suonduasaq saiiioe pue vi

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
16 lon Beam Building Experimental Science X
24 Water Treatment Physical Support X
House
29 CMR SNM X
30 General Warehouse Physical Support X
31 Chemical Warehouse | Physical Support X
32 Center for Material Experimental Science X
Science
34 Cryogenics Building B | Experimental Science X
35 Press Building Experimental Science X
39 Tech Shops Experimental Science X
40 Physics Building SNM X
65 Source Storage SNM X
66 Sigma Building SNM X
102 Tech Shops Addition Experimental Science X
130 Calibration Building SNM X
141 Rolling Mill Experimental Science X
159 Thorium Storage SNM X
170 Liquid and Com- Physical Support X
pressed Gas Facility
216 Weapons Test Experimental Science X
Support
316 High-Voltage Test Experimental Science X
Facility
1698 Materials Science Lab | Experimental Science X
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4.4 TA-5, Beta Site

4.4.1 Site Description

TA-5 [Figure 4-4 (index map for TA-5)] is located between East Jemez Road and the San lide-
fonso Indian Reservation. The site contains three physical support facilities such as an electrical
substation, test wells, several archaeological sites, and environmental monitoring and buffer
areas.

4.4.2 Facilities Description

4.4.2.1 Facility Hazard Categories

4.4.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-5 are categorized as nuclear facilities.

4.4.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-5 are categorized as non-nuclear facilities.

4.4.2.2 Nonhazardous Facilities

Figure 4-4, Sheet 1, shows six structures (Buildings 23, 24, 25, 26, 39, and 40) located at TA-5.

All are physical support facilities that house operations that are not considered to involve unusual
hazards.
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45 TA-6, Two Mile Mesa Site
4.5.1 Site Description

TA-6 [Figure 4-5 (index map of TA-6)] is mostly undeveloped and contains gas-cylinder-staging
and vacant buildings pending authorization for disposal.

4.5.2 Facilities Description

4.5.2.1 Facility Hazard Categories

4.5.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-6 are categorized as nuclear facilities.

4.5.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-6 are categorized as non-nuclear facilities.

4.5.2.2 Nonhazardous Facilities

The approximately 20 structures at the site include shops, laboratories, sheds, and transportain-

ers (Figure 4-5, Sheets 1 and 2). None of these buildings contains operations that are consider-
ed to involve unusual hazards.
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4.6 TA-8, GT Site (Anchor Site West)
4.6.1 Site Description

TA-8, also known as GT Site or Anchor Site West [Table 4-4 and Figure 4-6 (index map for TA-8)],
is a dynamic testing site that serves the entire Laboratory. Capability is maintained in all modern
nondestructive testing techniques for ensuring the quality of material in items ranging from test
weapons components to high-pressure dies and molds. The principal techniques used at this
site include radiographic techniques (x-ray machines with potential up to 1,000,000 V and a 24-
MeV betatron), radioisotope techniques, ultrasonic and penetrant testing, and electromagnetic
test methods.

4.6.2 Facilities Description
4.6.2.1 Facility Hazard Categories

Table 4-4 identifies the facilities in TA-8 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.6.2.1.1 Nuclear Facility Hazard Categories

The Radiographic Testing Facility (consisting of Buildings 22, 23, 24, and 70; Figure 4-6, Sheet 1)
is categorized as a Hazard Category 2 nuclear facility because these buildings occasionally house
nuclear materials in sufficient quantities to qualify it as a Category 2 nuclear facilities. Based on
safety analyses, the necessary controls are in place when nuclear materials are being handled.
For all other operations, these buildings are considered non-nuclear. The facility has transient rad-
iological hazards presented by high-energy x-ray generators, a ®°Co source, and a portable linear
accelerator. The facility offers nondestructive radiography as a Laboratory-wide service, which is
used to inspect weapons components (mainly HE parts for high- and low-density inclusions,
cracks and voids, improper assembly, uneven density, and various other flaws).

The buildings’ protection systems include shielding, double containment for radioactive compo-
nents, and interlocking radiation machines and doors to the radiation cells so that the cells are
tightly closed before the machinery can be operated. When equipment is operating, warning
signals and warning lights are activated. In addition, scram buttons are activated by unusual oc-
currences. Workers use dosimeters and portable gamma-measuring instruments to monitor radi-
ation levels. Fences control access to exterior areas that may have elevated radiation levels dur-
ing operations. Administrative safeguards include routine inspection and maintenance sched-
ules, personnel training, required knowledge of relevant standard operating procedures, and
safety training.

4.6.2.1.2 Non-Nuclear Facility Hazard Categories

Five buildings (Buildings 1, 2, 3, 31, and 32; Figure 4-6, Sheet 1) are categorized L/ENS because
of the presence of HE and high-voltage equipment. Buildings 1, 2, and 3 are nonoperational or
abandoned, and all three are contaminated by HE. Buildings 31 and 32 are magazines.

4.6.2.2 Nonhazardous Facilities

TA-8 encompasses 13 administrative, technical, laboratory, and physical support buildings and
structures, which contain operations that are not considered to involve unusual hazards.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-8, GT SITE (ANCHOR SITE WEST)

TABLE 4-4

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Laboratory and Shop | Abandoned/Closed X
2 Shop and Storage Abandoned/Closed X
3 Laboratory Abandoned/Closed X
22* X-Ray Building Experimental Science X
23* Betatron Building Experimental Science X
24* Isotope Building Experimental Science X
31 Magazine High Explosives X
32 Magazine High Explosives X
70* Nondestructive Experimental Science X
Test Facility

*These facilities occasionally house nuclear materials in sufficient quantities to qualify them as Category 2 nuclear facilities. Based on safety analyses, the
necessary controls are in place when nuclear materials are being handled. For all other operations, these facilities are considered non-nuclear.
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4.7 TA-9, Anchor Site East
4.7.1 Site Description

TA-9, Anchor Site East [Table 4-5 and Figure 4-7 (index map of TA-9)], is located on the western
edge of the Laboratory. Access to the site is controlled. Scientists at this site explore fabrication
feasibility and the physical properties of explosives and investigate new organic compounds for
possible use as explosives. Storage and stability problems are also studied.

4.7.2 Facilities Description

TA-9 has 45 structures, whose total area is 62,166 ft* (18,948 m?). Although the buildings are de-
signed for explosives research, no explosives testing occurs at TA-9.

4.7.2.1 Facility Hazard Categories

Table 4-5 identifies the facilities at TA-9 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.7.2.1.1 Nuclear Facility Hazard Categories

No facilities at TA-9 are categorized as nuclear facilities.
4.7.2.1.2 Non-Nuclear Facility Hazard Categories
4.7.2.1.2.1 Facilities Categorized L/ENS

Thirty-two of the 45 structures at TA-9 (Figure 4-7, Sheet 1)—magazines, lab buildings, and pro-
cess labs—are categorized L/ENS. Some of the laboratories are equipped with hoods, and some
hoods are specially equipped for handling radioactive materials. Building 21 contains offices, lab-
oratories, and space for storing chemicals. Six buildings (Buildings 22-27) are small, reinforced-
concrete structures used to store small, frequently used samples. Building 32 contains two labo-
ratories and a mass spectrometer used to analyze gas samples. Its laboratories drain into an HE
sump outside the building. Ten buildings (Buildings 34, 35, 37, 38, 40, 42, 43, 45, 46, and 48)
are reinforced-concrete structures with process rooms and bays that have blow-out walls design-
ed to release pressure in the event of an explosion. Building 40 is partially underground to pro-
vide extra protection in the event of an accidental explosion. Building 42 is located near the road
but is separated from the road by an earthen barricade. The remaining buildings are miscellane-
ous storage buildings, shops, and shelters.

HE waste from the sump is pumped out and flash-burned at burn pads located at TA-16, and the
residues are disposed at Area J. Supernatant water from the sump is discharged to the environ-
ment.

4.7.2.1.2.2 Facilities Categorized L/CHEM

Two buildings (Figure 4-7, Sheet 1), a gas storage building and a stock and equipment building
(Buildings 29 and 31), are categorized L/ICHEM.

4.7.2.2 Nonhazardous Facilities

The remaining buildings contain operations that are not considered to involve unusual hazards.
Building 20 is an office building.
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TABLE 4-5

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TA-9, ANCHOR SITE EAST

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
21 Lab and Office High Explosives X
Building
22 Magazine High Explosives X
23 Magazine High Explosives X
24 Magazine High Explosives X
25 Magazine High Explosives X
26 Magazine High Explosives X
27 Magazine High Explosives X
29 Stock and Equipment | High Explosives X
Building
31 Solvent Storage High Explosives X
32 Lab Building High Explosives X
33 Lab Building High Explosives X
34 Process Lab High Explosives X
35 Process Lab High Explosives X
36 Magazine High Explosives X
37 Process Lab High Explosives X
38 Process Lab High Explosives X
39 Magazine High Explosives X
40 Environmental High Explosives X
Chambers
42 Process Lab High Explosives X
43 Process Lab High Explosives X
44 Magazine High Explosives X
45 Process Lab High Explosives X
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-5 (Concluded)

TA-9, ANCHOR SITE EAST

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
46 Process Lab High Explosives X
47 Magazine High Explosives X
48 Machining Building High Explosives X
49 Magazine High Explosives X
50 Receiving and High Explosives X
Shipping
51 Environmental Test High Explosives X
Chamber
52 Magazine High Explosives X
53 Magazine High Explosives X
54 Magazine High Explosives X
55 Magazine High Explosives X
204 Refrigerator Shelter High Explosives X
208 Day Magazine High Explosives X
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4.8 TA-11, K Site
4.8.1 Site Description

TA-11 [Table 4-6 and Figure 4-8 (index map of TA-11)] is the location of the Laboratory’s en-
vironmental testing facilities. TA-11 is a remote site accessed only through the HE area at TA-16
(S Site) via the K Site Road. Access to TA-16, and hence to TA-11, is controlled for security and
safety purposes.

4.8.2 Facilities Description

Activities at TA-11 involve testing explosives and other material components and systems, which
includes vibration analysis and drop testing under a variety of extreme physical environments.
The facilities are arranged so that testing may be controlled and observed remotely, allowing de-
vices that contain explosives, radioactive materials, and nonhazardous materials to be tested and
observed safely. Components and assemblies undergo vibration, shock, and thermal testing in
these facilities, the only such facilities available at Los Alamos. The facilities contain two electrody-
namics shakers; the hangar has a 36,000-Ib force capacity. Tests can be done vertically and hori-
zontally. Data acquisition equipment for up to 100 channels of accelerometer signals is available,
as well as equipment for performing model tests. Drop impact testing machines and an outdoor
150-ft- (46-m-) high drop tower are used in shock tests. A burn pit (tank) is available for fuel fire
tests.

4.8.2.1 Facility Hazard Categories

Table 4-6 identifies the facilities in TA-11 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.8.2.1.1 Nuclear Facility Hazard Categories

No facilities at TA-11 are categorized as nuclear facilities.

4.8.2.1.2 Non-Nuclear Facility Hazard Categories

TA-11 has four facilities (Buildings 0, 25, 30, and 36; Figure 4-8, Sheet 1) categorized as L/ENS.
The primary hazard from operations at TA-11 is the accidental detonation of one or more of the
test specimens. No unexpected events or detonations have occurred during any testing con-
ducted during the past 30 years. Industrial hazards associated with hydraulic systems, cryogenic
cooling systems, and the incidental uses of solvents, adhesives, and other chemicals can occur.

4.8.2.1.2.1 Burn Pit

The burn pit or burn tank (Building 0) is used for tests to determine the effects of fire on a compo-
nent or assembly.

4.8.2.1.2.2 Drop Tower

The drop tower (Building 25) is used for tests to determine the effects of dropping a component
or assembly from a height of 150 ft (46 m).

4.8.2.1.2.3 Vibration Test Building

The Vibration Test Building (Building 30) houses equipment used to determine the effects of vi-
brations on a component or assembly under various conditions.
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4.8.2.1.2.4 Magazine

The magazine (Building 36) is used for storing explosives.

4.8.2.2 Nonhazardous Facilities

The remaining 11 facilities are used for activities that are not considered to represent a hazard to

the general public. These buildings are used for storing explosives components, explosives con-
trol, and general storage.
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TABLE 4-6

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-11, K SITE
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Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
0 Burn Pit High Explosives and X
Experimental Science
25 Drop Tower High Explosives and X
Experimental Science
30 Vibration Test High Explosives and X
Building Experimental Science
36 Magazine High Explosives X
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4.9 TA-14, Q Site
4.9.1 Site Description

TA-14 [Table 4-7 and Figure 4-9 (index map of TA-14)], which is used for HE testing, is one of five
major firing areas at the Laboratory. The site is used for remote operations involving detonation,
certain types of HE machining, permitted incineration, and novel, potentially dangerous opera-
tions. The site’s major use is testing HE in quantities that exceed safe limits for indoor laborato-
ries. Standard operations consist of various tests on small explosives charges to investigate frag-
mentation impact, explosives sensitivity, thermal responses, and destruction of HE and HE-con-
taminated waste generated during these operations. The site is patrolled, and access to the site
is controlled. No offices are located at the site, and personnel are present only during testing.

4.9.2 Facilities Description

TA-14 contains 14 structures and 5 firing mounds, most of which are part of what is known as the
Outdoor Chemical Laboratory. Most operations conducted here consist of testing new high ex-
plosives for performance and sensitivity and include destroying HE and HE-contaminated waste
generated during testing.

The laboratory contains 5 firing pits that support 5 firing mounds. These mounds are located at
various distances from the Control Building (Building 23) and range from 30 ft (9 m) (Mound 1) to
360 ft (110 m) (Mound 5) away from the Control Building. Greater amounts of HE can be fired in
the mounds farther from the Control Building. A protective barrier is located between Mound 1,
where most of the firings occur, and the Control Building to prevent damage to the Control Build-
ing. HE waste is destroyed at Mound 3.

4.9.2.1 Facility Hazard Categories

Table 4-7 identifies the facilities in TA-14 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.9.2.1.1 Nuclear Facility Hazard Categories
No buildings at TA-14 are categorized as nuclear facilities.
4.9.2.1.2 Non-Nuclear Facility Hazard Categories

Seven of the facilities located at TA-14 are categorized L/ENS (Buildings 5, 6, 22, 23, 24, 34, 39;
Figure 4-9, Sheet 1).

4.9.2.1.2.1 Toxic Gas Storage

The Toxic Gas Storage Building (Building 5) is a 375-ft* (114-m?) structure used for storing toxic
gases used in experiments. No other materials are stored in this facility.

4.9.2.1.2.2 Warehouse Building
The 666-ft> (203-m?) warehouse building (Building 6) is a one-story frame structure in which mate-
rials necessary for setting up experiments are stored. No explosives are allowed in this building;

however, it can store equipment that is contaminated by or suspected of being contaminated by
HE.
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4.9.2.1.2.3 Explosives Magazine

This 36-ft? (11-m?) magazine (Building 22) is an earth-covered structure with thick walls construc-
ted of reinforced concrete. Only high-explosives materials are stored in this magazine; no
detonators are allowed to be stored at this location.

4.9.2.1.2.4 Control Building

The 5,755-ft? (1,754-m?) Control Building (Building 23) is one story and has thick, reinforced-con-
crete exterior walls. It has four rooms: an instrument/control room, laboratory room, utility room,
and a makeup room. Only the explosives and materials necessary to prepare the test to be con-
ducted on a given day are permitted in Rooms 103 and 104, and no explosives are permitted in
the other two rooms. Ventilation hoods in Room 103 allow work with explosives and toxic or haz-
ardous materials.

4.9.2.1.2.5 Explosives Magazine

This 8-ft* (2.4-m?) explosives magazine (Building 24) is a small building with thick reinforced-con-
crete walls, which is used primarily to store explosives, booster pellets, and detonators. A list of
allowable materials, with maximum limits, is posted at this facility.

4.9.2.1.2.6 Bullet Test Facility

This facility (Building 34) is used for tests involving HE.

4.9.2.1.2.7 Steel Tube Facility

This facility (Building 39) is used for tests involving HE.

4.9.2.2 Nonhazardous Facilities

The seven remaining buildings are used for technical, instrumentation, physical support, and
general storage purposes.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-14, Q SITE

TABLE 4-7

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
5 Toxic Gas Storage High Explosives X
6 Storage Building High Explosives X
22 Magazine High Explosives X
23 Control Building High Explosives X
24 Magazine High Explosives X
34 Bullet Test Facility High Explosives X
39 Steel Tube Facility High Explosives X
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4.10 TA-15, R Site
4.10.1 Site Description

Activities at TA-15 [Table 4-8 and Figure 4-10 (index map of TA-15)] consist of HE research, de-
velopment, and testing, mainly through hydrodynamic testing and dynamic experimentation. TA-
15 is the location of three firing sites, the Pulsed High-Energy Radiographic Machine Emitting X-
Rays (PHERMEX), and the Dual-Axis Radiographic Hydrotest Facility (DARHT), all of which are
used for testing weapons under development. Personnel at R Site also investigate weapons
functioning and systems behavior in non-nuclear testing. TA-15 is a controlled-access area.

4.10.2 Facilities Description
4.10.2.1 Facility Hazard Categories

Table 4-8 identifies the facilities at TA-15 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.10.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-15 are categorized as nuclear facilities.
4.10.2.1.2 Non-Nuclear Facility Hazard Categories
4.10.2.1.2.1 Buildings Categorized L/RAD

TA-15 contains three facilities (Buildings 184, 203, and 313) categorized as L/RAD. When it
becomes operational, the DARHT Facility (Building 312) will also fall into this category.

4.10.2.1.2.1.1 Pulsed High-Energy Radiographic Machine Emitting X-Rays

PHERMEX (Building 184, Figure 4-10, Sheet 4) is a multiple-cavity electron accelerator that pro-
vides the intense x-rays used for high-resolution flash radiography. The facility is capable of pro-
ducing high-resolution x-ray pictures of very dense, fast-moving materials and is used primarily for
studies to investigate weapons functions and systems behavior during non-nuclear tests. It is
used both for full-scale, multidiagnostic hydrodynamic tests and for smaller-scale experiments,
such as the study of high explosives or materials driven by high explosives that might require fast,
high-resolution, high-intensity radiography.

The PHERMEX beam, which is produced by a radiofrequency linear accelerator, is the intense x-
ray source of choice when high-resolution flash radiography is a principal diagnostic goal, especi-
ally when the test involves dense, fast-moving materials such as those in explosively collapsed pit
mockups. The 30-MeV electron accelerator is housed in a blast-proof structure at Building 184
and is controlled from the adjacent two-story Building 185. As the primary weapons hydrotesting
area at TA-15, the PHERMEX firing site can handle up to 154 Ib (70 kg) of explosives on the firing
runway in front of machines. A “bull nose” of blast-shielding material protects the x-ray converter
target of tungsten at the output end of the accelerator. Charge masses up to 882 Ib (400 kg) and
more can be detonated at points east of the runway. Immediately to the south of the runway is the
Multidiagnostic Operations Center (Building 310). This blast-proof structure offers protected
space for a variety of fast diagnostics featuring signal-recording equipment, such as transient
waveform digitizers and time interval meters, and serves as the timing and firing control room. Dur-
ing testing, only Buildings 185, 186, and 310 are occupied. All of the buildings adjacent to the
firing site are constructed of heavily reinforced concrete.
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4.10.2.1.2.1.2 Relativistic Electron Beam Experiment

Building 203 (Figure 4-10, Sheet 1) houses the Relativistic Electron Beam Experiment, which is
conducted by means of an electron injector machine. The machine, which is the engineering
model upon which DARHT’s accelerators are based, is a radiation source surrounded by magnet-
ite-loaded concrete blocks for shielding.

4.10.2.1.2.1.3 Dual-Axis Radiographic Hydrotest Facility

DARHT (Building 312, Figure 4-10, Sheet 5) is currently under construction near the PHERMEX
firing site. The environmental impacts and alternatives have been addressed in a final environ-
mental impact statement (DOE 1995). When completed, the DARHT Facility will provide dual-axis,
multiple-exposure radiographs at state-of-the-art penetration and resolution for studying devices
and materials under hydrodynamic conditions.

4.10.2.1.2.1.4 Radiographic Support Laboratory

The existing Radiographic Support Laboratory (Building 313, Figure 4-10, Sheet 3) is the initial
stage of the DARHT Facility. The main functions performed here are developing, calibrating, test-
ing, and repairing high-energy flash x-ray machines. In addition to supporting ongoing radio-
graphic testing at PHERMEX, the laboratory is used for developing accelerator technology.

4.10.2.1.2.2 Buildings Categorized L/ENS

TA-15 contains 11 facilities (Buildings 41, 42, 43, 183, 241, 242, 243, 263, 285, 306, and 314;
Figure 4-10, Sheets 2 and 3) categorized as L/ENS.

4.10.2.1.2.2.1 HE Magazines and Makeup Buildings

The HE magazines and makeup buildings (Buildings 41-43, Figure 4-10, Sheets 1 and 2) are
small, reinforced-concrete facilities located in TA-15. The Makeup Building (Building 41) is used
for power-loading operations and preparing propellants and ammunition. Buildings 42 and 43 are
used for storing HE charges and assemblies.

4.10.2.1.2.2.2 Laboratory and Office Building

Building 183 (Figure 4-10, Sheet 3), the main office and laboratory structure for TA-15, contains
an access control office, digitizer calibration lab, electronics lab and parts bin, pin fabrication area,
SNM vault, optics lab, an x-ray-film-processing lab, and offices. The basement of this building
houses a laser lab plus a large stock of optical supplies and accessories.

4.10.2.1.2.2.3 HE Magazines and Makeup Building

Buildings 241-243 (Figure 4-10, Sheet 3) are small, cinder block facilities located in Area Il of TA-
15. Building 242, a makeup building, can also be used for HE storage and short-term storage of
finished assemblies. Buildings 241 and 243 are used for storing various charges and detonators.
4.10.2.1.2.2.4 Gas Gun Facility

Building 263 (Figure 4-10, Sheet 2), also known as the Gas Gun Facility, houses a high-pressure
gas gun, a target chamber and catch tank, and a velocity interferometer. The high-pressure gun

launches projectiles at stationary target samples, which are instrumented with pins or a velocity in-
terferometer.

March 1998 60 TA and Facilities Descriptions



4.10.2.1.2.2.5 Power Control Building

Building 285 (Figure 4-10, Sheet 3) is the control facility for PHERMEX.

4.10.2.1.2.2.6 Ector Multidiagnostic Hydrotest Facility

The Ector device (Building 306, Figure 4-10, Sheet 2) is a 30-MeV diagnostic x-ray machine used
when medium-resolution flash radiography is required. Building 306 is used as the weapons-test-
ing backup facility for PHERMEX. The curved diagnostic room provides nearly a full quadrant of
optical access to Ector's firing runway and houses microwave and laser interferometers, as well as
fast cameras. The Ector device is scheduled to be relocated at the PHERMEX firing site.
4.10.2.1.2.2.7 Metal Shed

At the time hazard categories were assigned, Building 314 (Figure 4-10, Sheet 3) housed a laser.

4.10.2.2 Nonhazardous Facilities

Ninety-one other facilities at TA-15 listed as nonhazardous include administrative and technical fa-
cilities, experimental laboratories, HE storage, general warehouse, and general storage facilities.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-8

TA-15, R SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
41 Makeup Building High Explosives X
42 Magazine High Explosives X
43 Magazine High Explosives X
183 Lab and Office High Explosives X
Building
184 PHERMEX Chamber High Explosives X
203 PHERMEX Cavity High Explosives X
Shelter
241 Ready Magazine High Explosives X
242 Makeup Building High Explosives X
243 Main Magazine High Explosives X
263 Gas Gun Facility High Explosives X
285 Control Facility High Explosives X
306 Ector Multidiagnostic | High Explosives X
Hydrotest Facility
312* DARHT Facility High Explosives X
313 Radiographic Support | High Explosives X
314 Metal Shed High Explosives X

*The DAHRT facility is not yet operational.
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4.11 TA-16, S Site
4.11.1 Site Description

TA-16 [Table 4-9 and Figure 4-11 (index map of TA-16)] is the location of extensive HE facilities
and the Laboratory’s state-of-the-art tritium facility. HE activities that take place at TA-16 are devel-
oping and testing HE, plastics, and adhesives and conducting research in process development
for manufacturing items that use these and other materials. Tritium activities include repackaging
tritium, chemical purification of ®He, mixing tritium with other gases, analyzing gas mixtures, repack-
aging tritium to user-specified pressures, reclaiming tritium, and conducting applied R&D for boost
systems.

4.11.2 Facilities Description

Seventy-eight HE-processing buildings at TA-16 provide 280,000 ft* (85,344 nv) of space. The
research, development, and testing capabilities provided at these facilities include large-scale HE
processing; manufacturing HE powders; casting, machining, and pressing HE components; in-
spection and radiography of HE components to guarantee integrity and ensure quality control for
design intent; hydrotesting and assembling test devices; and chemical analysis of HE. Some of
these buildings are used for storing SNM and for storing, treating, and disposing of HE. Two
buildings are currently being used for tritium operations. An additional building is being modified
for tritium work at TA-16.

4.11.2.1 Facility Hazard Categories

Table 4-9 identifies the facilities at TA-16 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.11.2.1.1 Nuclear Facility Hazard Categories
4,11.2.1.1.1 Hazard Category 2 Nuclear Facilities

TA-16 contains two Hazard Category 2 nuclear facilities: the Weapons Engineering Tritium Facility
(WETF) (Buildings 205 and 205A; Figure 4-11, Sheet 2) and the Rest House (Building 411).

4.11.2.1.1.1.1 Weapons Engineering Tritium Facility

WETEF is located in Buildings 205 and 205A in the southeast section of TA-16 outside the explo-
sives area. WETF is in a secured area patrolled by armed guards.

Building 205 is specifically designed and built to process tritium safely and to meet user needs
and specifications. Planning for WETF began in 1981 to replace an aging tritium-processing
facility located at TA-33. Construction began in 1982 and was completed in 1984. The operation-
al readiness review of WETF was performed by DOE-Albuquerque in three phases, which corre-
sponded to various systems being ready for use. Phases | and Il were completed in 1987, and
Phase Il was completed in 1988. WETF began operation in 1989.

Current DOE-approved operational safety requirements (OSRs) limit to 100 g the total “at-risk” tri-
tium inventory in the facility at any given time. The OSRs define the at-risk inventory as that por-
tion of the tritium inventory not in a secondary confinement vessel that would mitigate a release if
the primary confinement vessel were compromised. The purpose of this limit is minimizing the
source term for potential release during an event that could lead to a credible accident while pro-
viding the necessary flexibility for processing tritium. The quantity of tritium that can be stored in
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approved storage containers providing secondary confinement is unlimited; however, the area
available for storing tritium containers is small.

Building 205 is a single-level structure except for a mezzanine area. The structure consists of
reinforced, cemented, mortar unit walls set on reinforced-concrete footings. The walls are also
reinforced at corners, joints, windows, and doors. The foundation is reinforced-concrete floor
slab set on compacted fill. A precast, prestressed concrete, double T-beam roof is supported by
reinforced concrete beams, columns, and cemented mortar unit walls.

An exterior steel stairway located at the west wall of Building 205A, an addition to Building 205,
provides access to the roof. Effluents from the ventilation and cleanup systems in the tritium-
handling areas are exhausted through a 60-ft- (18-m-) high steel stack mounted on a concrete
base. WETF has six entrances/exits and three exterior windows located in the two offices of
Building 205. The total floor area is approximately 7,885 ft* (2,403 m?) and is divided into multiple
areas that include the control room, the tritium-handling areas, and the support areas.

Wall partitions and doors divide the tritium-handling areas into five rooms that contain the equip-
ment used to handle and process tritium. Tritium may also be stored in containers in these rooms.
Tritium-handling areas are separated from the rest of the facility by walls, doors, windows, air locks,
and a zoned ventilation system. Personnel access to the radiologically controlled area is control-
led through an air lock entry located at the control room. There is a staging area for shipments en-
tering or leaving the tritium-handling area. The exterior metal doors to this area can only be open-
ed from the interior and are used to provide access to the exterior loading dock during shipping
and receiving.

Shipments containing tritum are admitted to WETF through a staging room that functions as a
shipping and receiving area. Once receiving activities are complete, an item is moved into the
tritium-handling area, where it is unpackaged. Unpackaging involves removing shipping contain-
ers from their protective overpacks and checking for leaks. If the contents are destined for pro-
cessing by the tritium-gas-handling system (TGHS), the container is connected to the TGHS, and
the required tritium-processing manipulations are performed by the TGHS equipment. At the
completion of the processing activity, the tritium is off-loaded into an appropriate container, seal-
ed, and then disconnected from the TGHS. Tritium may also be temporarily stored in vessels con-
nected to the TGHS or in a metal hydride bed, known as a getter bed.

These areas are monitored for tritium and are controlled to a slightly negative pressure relative to
atmosphere by a dedicated once-through ventilation system that exhausts to a 60-ft (18-m) stack.
A separate ventilation system maintains the control room, which is also monitored for tritium, at a
positive pressure relative to atmosphere and within a temperature range for proper operation of
electronic equipment in the room. The control room is the operations focus for activities that mon-
itor, control, and operate the facility systems. The control room is entered from the main entry foy-
er and is separated from the tritium-handling areas by walls, windows, and an air lock.

Construction of Building 205A started in 1993 and was completed in 1994. The addition was de-
signed and built to provide more space for the same type of activities performed in the original
building.

The operations at WETF are divided into two categories: tritium processing and activities that sup-
port tritium processing. Operations at WETF are described briefly in the following paragraphs.

Tritium-processing operations include

* repackaging tritium into smaller quantities,
« removing the *He decay product and other contaminants,
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 mixing tritium with other gases,

« analyzing gaseous tritium and gas mixtures,

 repackaging tritium and other gases to user-specified pressures,
 performing various user-defined experiments that use tritium,

« unloading containers of tritium,

« performing function tests of components and apparatus containing tritium,
e reacting tritium with other materials to form compounds,

« fusion target and neutron tube target loading, and

 analyzing the effects of tritium.

WETF is designed to process tritium in quantities consistent with present and anticipated future
needs while providing reliability and protection for workers, the public, and the environment. The
tritium-processing activities occur in the tritium-handling areas and are typically performed in a
TGHS, which is enclosed in glove boxes. The TGHS contains a variety of components that users
require for manipulating tritium. Gloveboxes may stand alone or be joined together to form a
glovebox line.

An inert atmosphere (typically nitrogen gas) in the gloveboxes reduces the potential for fire and
for formation of tritium oxide, should tritium be released to a glovebox. The oxygen concentration
in the glovebox is monitored and controlled through the facility computer system. The oxygen
and hydrogen content of the tritium waste treatment system low-pressure receiver is also monitor-
ed and controlled to prevent flammable concentrations from accumulating. Fire protection (sup-
pression and detection) in the facility consists of a full-coverage wet-pipe sprinkler network, fire
detection devices, alarms, and pull stations. The control room has the additional protection of a
Halon system.

To reduce the potential for inadvertent release, most processes, experiments, and storage con-
figurations involving tritium typically use double containment. Operations in the TGHS compo-
nents that provide primary confinement are housed in gloveboxes that provide secondary con-
finement. TGHS piping outside of gloveboxes is enclosed in a large-diameter pipe that provides
secondary confinement for the tritium. Most tritium storage configurations include both a primary
and secondary confinement barrier. The facility building structure, along with the ventilation isola-
tion, forms the outermost confinement barrier against any tritium releases.

Strategically located tritium monitors provide computer signals and alert workers of tritium release
concentrations above alarm set-point values. Each glovebox has a tritium monitor that initiates tri-
tium gas cleanup system (TGCS) actions when a set point is exceeded. Room tritium monitors in
the tritium-handling areas and in the control room and a tritium stack monitor alert workers of re-
leased tritium through alarms and other indicators. The stack monitor provides backup for the
room monitors in the tritium-handling areas and monitors process effluents that are routed directly
to the stack. These effluents are also monitored in the emergency tritium cleanup system and tri-
tium waste treatment system before being routed to the stack. When certain alarm set points are
exceeded, the tritium room monitors and stack monitor also initiate signals that lead to isolating the
ventilation systems of the tritium-handling areas and sound the evacuation alarm. Tritium released
to the tritium-handling areas is either cleaned up by the emergency tritium cleanup system before
discharge through the stack or is discharged directly to the atmosphere through the stack in a
manner that allows for a controlled release so as not to exceed allowable limits, as appropriate.

4.11.2.1.1.1.2 Rest House
A number of buildings in TA-16 are referred to as rest houses. The term “rest house” basically
refers to a safe place to temporarily store something until needed. Building 411 (Figure 4-11,

Sheet 2), along with Building 410 (Section 4.11.2.1.3.8), is used for assembling devices.
Building 411 is occasionally used to warehouse nuclear material and classified parts in sufficient
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guantities to qualify it as a Category 2 nuclear facility. On these occasions, the building is consid-
ered to be a Hazard Category 2 nuclear facility. Based on safety analyses, the necessary controls
are in place when nuclear materials are being handled. For all other operations, the building is
considered non-nuclear. Many of the remaining rest houses at TA-16 are used as explosives
magazines.

4.11.2.1.2 Non-Nuclear Facility Hazard Categories

4.11.2.1.2.1 Building Categorized M/CHEM

Building 560 (Figure 4-11, Sheet 2) houses a drinking water chlorination station.
4.11.2.1.3 Buildings Categorized L/ENS

Sixty-one facilities located in TA-16 are categorized L/ENS. Eighteen of the buildings identified in
Table 4-9 as L/IENS are passageways between facilities. These passageways are not shown on
Figure 4-11, nor are they discussed below. The descriptions below identify some building num-
bers that do not show on the maps. These structures do not currently have a hazard category.

4.11.2.1.3.1 Large-Scale Explosives Formulation and Fabrication Plant

The Large-Scale Explosives Formulation and Fabrication Plant (Buildings 58, 340-343, and 345;
Figure 4-11, Sheets 2 and 3) has large-scale, HE-processing capabilities for manufacturing and
processing HE powders, micronizing HE powders, pressing formulated powders into structured
pieces, performing strength-of-materials testing on HE components, and conducting loading
operations for some specialty explosives. Some small, special-test devices are also assembled
here.

4.11.2.1.3.2 High-Explosives Inspection and Component Radiography

In the high-explosives inspection and component radiography facilities (Buildings 220, 221, 223-
226, 280, 281, 283, and 285; Figure 4-11, Sheets 2 and 3), HE is inspected and components un-
dergo radiography as part of the quality control process to guarantee integrity for design intent.
Quality assurance includes using coordinate-measuring equipment and industrial x-ray devices to
obtain dimensional and density measurements of HE components and test devices. Radiography
takes place in Building 220; however, radiography operations will be consolidated and relocated
in Building 260.

4.11.2.1.3.3 High-Explosives Fabrication

The high-explosives fabrication facilities (Buildings 260, 261, 263, 265, 301, 302, 380, 430, 435,
and 437; Figure 4-11, Sheets 2 and 3) house HE fabrication processes. Machined components
needed for weapons research and development and full weapons test assemblies are fabricated
to specifications. Casting operations provide cast HE components for testing, as well as mock HE
to be used in weapons systems training and in tests that use mockups of components as substi-
tutes for actual HE components. HE-pressing operations consolidate plastic-bonded explosives
into solid charges and into stock pieces for machining components for hydrotests and other HE
testing.

4,11.2.1.3.4 Rest House

The rest house (Building 303; Figure 4-11, Sheet 3) is used for HE environmental testing.
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4.11.2.1.3.5 Plastics Operations

Buildings 307 and 308 (Figure 4-11, Sheet 3) house plastics operations.

4.11.2.1.3.6 High-Explosives Receiving and Storage

To comply with DoD and DOE regulations, all HE and energetic materials shipped to the Labora-
tory must be received at the HE-Receiving Facility (Building 280, Figure 4-11, Sheet 2). Build-
ings 281-285 (Figure 4-11, Sheets 2 and 3) are used as magazines that store bulk HE and some
limited HE components until they are needed for future processing.

4.11.2.1.3.7 High-Explosives Disposal and Treatment

The High-Explosives Disposal and Treatment Facility (Buildings 388-389, 399, 401, and 406;
Figure 4-11, Sheet 3) disposes of HE and HE-contaminated wastes generated at the Laboratory.
Current disposal techniques include open-air burning for solid HE and incineration for combusti-
ble HE-contaminated waste. HE-contaminated water, solvents, and oil are also treated in this pro-
cessing area. All treated effluent is sampled and analyzed to be sure that it meets regulatory re-
quirements. Buildings 399, 401, and 406 are not really buildings—Building 399 is a burn pad for
disposal of HE, and Buildings 401 and 406 are sand filter vessels.

4.11.2.1.3.8 Test Device Assembly

Local hydrotesting and pre-Nevada-Test-Site device assembly are performed in Buildings 410
(Figure 4-11, Sheet 3) and 411 (Figure 4-11, Sheet 2). The facility has two large walk-in vaults that
sometimes warehouse nuclear material and classified parts. Building 411 can also be used for
SNM storage when extra security is provided, and Building 410 can accommodate a safe secure
transport overnight. Buildings 413-415 are used as staging magazines.

4.11.2.1.3.9 Explosives Analytical Chemistry

The explosives analytical chemistry buildings (Buildings 460, 462, and 463; Figure 4-11, Sheet 2)
are currently being used by the Laboratory’s biochemistry group rather than for explosives analyti-
cal chemistry. They are included here to identify their current use.

4.11.2.1.3.10 Laboratory Building/Rest House

This facility (Building 477, Figure 4-11, Sheet 3) is used for HE storage.

4.11.2.1.3.11 High-Speed Machine Shop

The high-speed machine shop (Building 478, Figure 4-11, Sheet 3) is used for remote HE ma-
chining.

4.11.2.1.4 Buildings Categorized L/CHEM

Three buildings in TA-16 are categorized as L/ICHEM.

4.11.2.1.4.1 Casting Rest House

Building 88, also called the Casting Rest House (Figure 4-11, Sheet 2), currently houses a “mu-

seum” containing several previously tested mock weapons assemblies. Although no HE or HE
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operations are conducted in the building, it does contain depleted uranium, beryllium, and other
weapons materials.

4.11.2.1.4.2 Storage Building

Flammable materials are stored in Building 339 (Figure 4-11, Sheet 3).
4.11.2.1.4.3 Drum Storage

Flammable materials are stored in Building 344 (Figure 4-11, Sheet 3).
4.11.2.2 Nonhazardous Facilities

A number of administrative/technical and physical support activities that do not involve any un-
usual hazards are located in various buildings at TA-16.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-16, S SITE

TABLE 4-9

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
58 Magazine High Explosives X
88 Casting Rest House High Explosives X
205 Weapons Engineering | SNM X
Tritium Facility
(WETF)
205A WETF Addition SNM X
220 X-Ray Building High Explosives X
221 Rest House High Explosives X
223 Rest House High Explosives X
224 X-Ray Building High Explosives X
225 Rest House High Explosives X
226 X-Ray Building High Explosives X
236% Passageway High Explosives X
260 Process Building High Explosives X
261 Rest House High Explosives X
263 Rest House High Explosives X
265 Rest House High Explosives X
280 HE-Receiving Facility | High Explosives X
281 Rest House High Explosives X
2822 Passageway High Explosives X
283 Rest House High Explosives X
2842 Passageway High Explosives X
285 Rest House Hig_;h Explosives X
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TABLE 4-9 (Continued)

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TA-16, S SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
2872 Passageway High Explosives X
2882 Passageway High Explosives X
301 Rest House High Explosives X
302 Process Building High Explosives X
303 Rest House High Explosives X
307 Plastics High Explosives X
308 Process Building High Explosives X
3132 Passageway High Explosives X
339 Storage Building High Explosives X
340 Explosives Synthesis | High Explosives X
341 Rest House High Explosives X
342 Blending Building High Explosives X
343 Rest House High Explosives X
344 Drum Storage High Explosives X
345 Rest House High Explosives X
350% Passageway High Explosives X
3512 Passageway High Explosives X
3522 Passageway High Explosives X
353% Passageway High Explosives X
354 Passageway High Explosives X
360 Storage Building High Explosives X
380 Process Building High Explosives X
388 Burn Pad High Explosives X
389 Control Shelter High Explosives X
399 Burn Pad High Explosives X
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TA-16, S SITE

TABLE 4-9 (Concluded)

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. | Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
401 Pressure Tank High Explosives X
406 Pressure Tank High Explosives X
410 Assembly Building High Explosives X
411° Rest House High Explosives X
413 Rest House High Explosives X
415 Rest House High Explosives X
416° Passageway High Explosives X
4182 Passageway High Explosives X
4192 Passageway High Explosives X
430 HE Pressing Building | High Explosives X
435 Rest House High Explosives X
437 Rest House High Explosives X
4422 Passageway High Explosives X
4432 Passageway High Explosives X
4442 Passageway High Explosives X
460 Laboratory Building Experimental Science X
461° Passageway High Explosives X
462 Storage Building Experimental Science X
463 Rest House Experimental Science X
477 Rest House High Explosives X
478 High-Speed Machine High Explosives X

Shop

560 Chlorination Station Physical Support X

a. These facilities do not show up on the maps.
b. This facility occasionally houses nuclear materials in sufficient quantities to qualify it as a Category 2 nuclear facility. Based on safety analyses, the
necessary controls are in place when nuclear materials are being handled. For all other operations, the facility is considered non-nuclear.
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4.12 TA-18, Pajarito Laboratory
4.12.1 Site Description

TA-18 [Table 4-10 and Figure 4-12 (index map of TA-18)] is located in an arid canyon (Pajarito
Canyon) about 4 mi (6.4 km) southeast of TA-3 on a DOE-owned and -controlled roadway (Pajarito
Road). This roadway is normally open to the public but may be closed while hazardous materials
are being moved or for other security or safety reasons. TA-18 is referred to as the Los Alamos
Critical Experiments Facility (LACEF). Itis also known as Pajarito Laboratory or Pajarito Site. The
TA is a restricted area surrounded by a security fence with several additional layers of security and
safeguards.

LACEF, which has operated since 1946, is the last general-purpose nuclear experiments facility in
the US. It supports a variety of programs that range from national security programs, such as the
Nuclear Emergency Search Team, Strategic Defense Initiative research, and Strategic Arms Re-
duction Treaty verification research, to development of instrumentation for nuclear waste assay
and high-explosives detection. Currently, the primary purposes of LACEF are the design, con-
struction, research, development, and application of critical experiments. In addition to criticality
work, activities at LACEF include teaching and training related to criticality safety and applications
of radiation detection and instrumentation.

4.12.2 Facilities Description

At present, the LACEF complex consists of 10 operating machines that fall into roughly five types
of assemblies:

» benchmark critical assemblies,

» assembly machines used to remotely assemble critical experiments,

* solution assemblies in which the fuel is a fissile solution,

* prototype reactor assemblies that operate at low power without the need for heat rejection
systems, and

« fast-burst assemblies for producing fast neutron pulses.

A significant feature of critical assemblies is that they are designed to operate at low power and at
temperatures well below phase temperatures. This key feature sets critical assemblies apart from
normal reactors. Critical assemblies therefore require no forced-convection cooling; thus, a po-
tential source of stored energy is eliminated, as is the potential for the spread of fission products.

4.12.2.1 Facility Hazard Categories

Table 4-10 identifies the facilities at TA-18 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.12.2.1.1 Nuclear Facility Hazard Categories

Four buildings in TA-18 are categorized as Hazard Category 2 nuclear facilities (Figure 4-12,
Sheet 1). These buildings are the Kiva 1 (Building 23), Kiva 2 (Building 32), and Kiva 3 (Building
116)—all of which are critical assembly buildings—and the Hillside Vault (Building 26). Each kiva is
surrounded by a security fence, and entrance to the kivas is controlled by several layers of secur-
ity and safeguards. Each kiva contains its own storage vault equipped with metal lockers for stor-
ing SNM containers. Permissible load limits are posted at the vaults. Because the vaults have no
outside entrances, personnel must enter through the kiva building.
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The kivas are constructed of reinforced concrete and masonry block and are designed to minimize
fire risks. Each kiva is equipped with atraveling crane in the main assembly area. Gas-fired fur-
naces are used for heating, and the building is equipped with forced-draft ventilation. Each kiva
has rooms for storing SNM, which are locked and show posted load limits. Fire-fighting equip-
ment, consisting of an automatic sprinkler system and a fire alarm system, is provided in the control
rooms.

Electrical power, water, and sewer are the only systems shared by the kivas. Loss of power to
LACEF deenergizes all control circuits, aborting the operation and thereby preventing startup or
shutdown of the reactor or experiment. Sharing common systems cannot result in a critical assem-
bly incident. Because critical assemblies do not need to be cooled, no emergency power is need-
ed to prevent exceeding fuel temperatures at which damage occurs.

Each kiva is surrounded by a physical security boundary. The area inside the security boundaries
is evacuated before remote operation begins, and automatic signal alarms forewarn anyone who
is overlooked.

4.12.2.1.1.1 Kiva 1

Kiva 1 (Building 23, Figure 4-12, Sheet 1) is approximately 1,440 ft’ (439 m?). Its primary safety
feature is its remoteness from the nearest occupied facility. A control gate prevents access to the
area when critical experiments are under way. The gate and the alarms are tied to a serial interlock
safety system. Kiva 1 houses four general-purpose machines for remotely assembling critical ex-
periments. These machines contain no permanently mounted nuclear fuel. Critical experiments
involving enriched uranium solutions are routinely conducted in Kiva 1. The control system in
Control Room 1 (located in Building 30) consists of a standardized interlock and protection sys-
tem with a digital machine control system. Energizing the machine activates the control system.
Power to the assembly is supplied when all inputs to the Kiva 1 serial interlock have been verified.

One additional critical assembly building, the Sheba Building (Building 168), is located inside the
Kiva 1 security perimeter. Although the Sheba Building provides a weatherproof shelter for critical
experiment assemblies, no radiation shielding is afforded by the structure. This allows radiation
dose measurements to be taken and radiation instruments to be placed around the critical assem-
blies in the enclosure without the interference of shielding or building scatter.

4.12.2.1.1.2 Kiva 2

The floor space at Kiva 2 (Building 32, Figure 4-12, Sheet 1) is approximately 1,740 ft? (530 m?).
The construction and primary safety features at Kiva 2 are similar to those of Kiva 1. Kiva 2 houses
two benchmark assemblies and one general-purpose assembly machine.

The three assemblies manipulated from Control Room 2 (located in Building 30) have similar but
independent control systems. The control systems use conventional analog control technology
with direct-wired electrical switches and panel indicators. Selection of a machine energizes the
appropriate control system. Power to the assembly is supplied after verification of the Kiva 2 serial
interlock.

4.12.2.1.1.3 Kiva 3
The floor space at Kiva 3 (Building 116, Figure 4-12, Sheet 1) is approximately 5,184 ft* (1,580

m?). The construction of Kiva 3 is similar to that of Kivas 1 and 2, except that Kiva 3 has significant
shielding because it is closer to the nearest occupied building than the other two kivas.
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For producing fast-neutron pulses, Kiva 3 has two fast-burst assemblies operated from Control
Room 3 (located in Building 30). The assemblies have control systems similar to those in Control
Room 2. The control system is energized, and power is supplied to the assembly only after the
proper settings of the Kiva 3 serial interlock have been verified.

4.12.2.1.1.4 Hillside Vault

The Hillside Vault at TA-18 (Building 26, Figure 4-12, Sheet 1) consists of two rooms whose over-
all floor space is 216 ft* (66 m?). The vault, which is used to store SNM and fissile components of
various assembly devices, is unheated and is usually unoccupied. The walls, floor, and ceiling are
constructed of reinforced concrete, and the interior is lined with heavy steel shelves solidly an-
chored to the walls. The shelves are subdivided into storage locations, each of which holds a
defined limit of SNM in sealed storage containers. Each container is stored in a designated loca-
tion. The containers are transported to other locations at TA-18 for use in experiments and radia-
tion measurements. The vault is equipped with heat and smoke detectors, which are connected
to a central alarm station offsite. When locked, the vaults are monitored by alarm systems. The
vaults are under the control of the Laboratory's protective force.

The Hillside Vault also stores fissile components of the various assembly devices. A wide range of
assembly components is maintained at the site to ensure flexibility in conducting experiments. All
fuels at LACEF have radiation levels that allow monitored handling. Only authorized personnel
have routine access to this vault.

4.12.2.1.2 Non-Nuclear Facility Hazard Categories
Five facilities are categorized L/RAD (Figure 4-12, Sheet 1).
4.12.2.1.2.1 Pulsed Accelerator Building

The Pulsed Accelerator Building (Building 127), also known as the High Bay, is located next to the
canyon wall at the north side of the site. It consists of a large room under which is a basement that
contains an office complex. The experimental bay features a false floor and low-density walls to
minimize radiation scatter. This feature has led to the use of the facility for measurements that re-
quire a “clean” radiation environment. A two-story-high shield wall separates the experimental bay
from the rest of the site.

4.12.2.1.2.2 Reactor Subassembly Building

The Reactor Subassembly Building (Building 129) is located at the northeast end of the site. It
consists of one large room and several compartmentalized office/laboratory spaces. Both neutron
and gamma-ray sources are used for detector development and calibration procedures. “Reactor
Subassembly Building” is the building’s historical name; nuclear reactors are not assembled in this
building.

4.12.2.1.2.3 Accelerator Development Laboratory

The Accelerator Development Laboratory (Building 227) is located next to the canyon wall at the
north side of the site. The building consists of one story and a basement. The walls and roof are
constructed of prestressed concrete with a steel floor between the first floor and basement. The
principal experimental area and control room are located in the basement, which is naturally shield-
ed by the surrounding earth. The Accelerator Development Laboratory is a multipurpose experi-
mental laboratory that accommodates such activities as radiography with isotopic sources, devel-
opment of portable linear accelerators, and associated particle imaging. Other capabilities include
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further accelerator design and development, resonance adsorption imaging, and liner array imag-
ing.

4.12.2.1.2.4  Transportainers

The transportainers (Buildings 247 and 249) are used for storing encapsulated radioactive
sources.

4.12.2.2 Nonhazardous Facilities

Thirty-two other structures, consisting primarily of administrative, technical, laboratory, general
storage, trailers, and guard towers and stations are listed as nonhazardous. The Central Office
Building (Building 30) houses the main offices of several groups, as well as several counting labor-
atories, electronic assembly areas, the TA-18 machine shop, and the control rooms for the three
kivas.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-10

TA-18, PAJARITO LABORATORY

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
23 Critical Assembly SNM X
Building (Kiva 1)
26 Hillside Vault SNM X
32 Critical Assembly SNM X
Building (Kiva 2)
116 Critical Assembly SNM X
Building (Kiva 3)
127 Pulsed Accelerator SNM X
Building
129 Reactor Subassembly | SNM X
Building
227 Accelerator SNM X
Development Lab
247 Transportainer SNM X
249 Transportainer SNM X
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4.13 TA-21, Plutonium Disposal Site
4.13.1 Site Description

TA-21, called DP Site [Table 4-11 and Figure 4-13 (index map of TA-21)], has two primary re-
search areas: DP West and DP East. DP West is the site of the former radioactive-materials-pro-
cessing facility and is gradually being decontaminated and decommissioned. DP East consists of
two tritium facilities that provide space for energy, environmental, and weapons defense research.
TA-21 is on DOE-controlled land approximately 0.6 mi (1 km) from the nearest residential area. A
limited-access airstrip (TA-73) is located across a canyon, 0.37 mi (0.6 km) to the north, on a paral-
lel mesa. The main public highway to the townsite runs along the north boundary of TA-21 parallel
to the airstrip. TA-21 is isolated from other Laboratory facilities, and its only access route is
through the Los Alamos townsite. Access to the fenced site is uncontrolled; building access is
controlled by badge readers.

The Laboratory’s long-range plan is to close TA-21. Plans are currently under way to obtain fund-
ing and support to consolidate TA-21 tritium operations and activities at WETF. This consolidation
project will result in an upgrading of tritium facility safety features, more cost-effective tritium oper-
ations, and improved efficiencies in tritium operations and programs. The project is envisioned as
a consolidation that will result in new building construction, equipment changes, improved safety
designs and capabilities, and some reconfiguration of tritium operations currently conducted at
TA-21. Although processes and operations may be changed to incorporate new technology, the
primary focus is on relocating existing TA-21 tritium process equipment and operations. This
move will result in an increased tritium inventory at WETF (Section 4.11.2.1.1.1.1) and areduced
tritium inventory at the TA-21 Tritium Systems Test Assembly (TSTA) Facility and Tritium Science
and Fabrication Facility (TSFF). Following relocation, the remaining facilities at TA-21 would be-
come candidates for D&D, which would result in a short-duration increase in radioactive waste
volumes for the affected facilities. The consolidation project could begin as early as 2000 and be
completed by 2006. These planned actions would reduce the overall impact of tritium operations
on the environment and the public.

4.13.2 Facilities Description
4.13.2.1 Facility Hazard Categories

Table 4-11 identifies the facilities at TA-21 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.13.2.1.1 Nuclear Facility Hazard Categories
4,13.2.1.1.1 Hazard Category 2 Nuclear Facilities

Two Hazard Category 2 nuclear facilities are located at TA-21: the TSTA (Building 155) and the
TSFF (Building 209, Figure 4-13, Sheet 2).

4.13.2.1.1.1.1 Tritium Systems Test Assembly

Planning for TSTA began in 1977 after LANL was chosen to develop, demonstrate, and integrate
technologies related to the deuterium-tritium fuel cycle for large-scale fusion reactor systems.
Construction was completed, and pretritium testing was initiated in 1982. The first tests with triti-
um in the system were conducted in 1984.

TSTA consists of a large gas loop that simulates the proposed fuel cycle for a fusion facility. The
loop does not include any specific fuel injection system but is sufficiently versatile to allow sys-
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tems to be added as the gas-handling system design requirements for fusion reactors are better
defined. The gas loop is designed to handle up to ~360 moles/day of deuterium-tritium. This flow
provides experience with operating a cycle on a scale that is near the full-scale cycles currently be-
ing addressed for the International Thermonuclear Experimental Reactor System. To accomplish
this scale, TSTA requires an onsite tritium inventory of 180-200 g of tritium.

The main experimental tritium area (Room 5501) has a total of 1,129 ft* (344 m?) of floor area. Two
small laboratories used for nonloop experiments are connected to the ventilation system for
Room 5501, which also services the main experimental tritium area. In the same building, but in
the area surrounding the main experimental area, are an additional 1,828 ft* (557 nv) of floor area,
which is used for the control room, support center, office area, equipment rooms, an uninterrupt-
ed power supply, and a diesel generator. Another part of the building, used for offices and
shops, contains 1,165 ft? (355 m?).

In addition to the main building, 459 ft* (140 m?) of storage space is available in a metal warehouse
(Building 213) located directly north of the main experimental area. The east end of this building
has been sectioned off and is used as a storage area for tritium-contaminated equipment. A
portable building (Building 369) located on the west side of the main laboratory provides an ad-
ditional 230 ft* (70 m?) of office space.

The outside dimensions of the part of the building that houses the main experimental area are 77
ft (23.5 m) by 36 ft (11 m). The walls are constructed of 7.9-in. (20-cm) concrete masonry block.
Concrete masonry units are reinforced with No. 4 deformed reinforcing bars, placed vertically at 32
in. (81 cm) on center, and truss-type reinforcing placed horizontally at alternate courses. The
floors are 3.9-in.- (10-cm-) thick concrete on grade. The roof is 3.2-in. (8-cm) Tectum Tile T-300
and Tectum Plank P-300 over structural steel members. The main experimental area is 95 ft (29
m) long by 39.4 ft (12 m) wide and has a steel platform (mezzanine) 9.8 ft (3 m) above the floor that
provides a total of 656 ft* (200 m?) of floor space. Below the eastern portion of the mezzanine is a
4.9-ft- (1.5-m-) deep pit lined with concrete, whose width is 14.4 ft (4.4 m) and whose length is all
but 5.9 ft (1.8 m) of the length of the mezzanine. The minimum height of the main floor of the test
cell to the ceiling is 26 ft (8 m) at the sides of the room, and the height increases to 28 ft (8.5 m) at
the center of the room. When required, an additional 4.9 (1.5 m) of ceiling height can be provided
by the pit. An additional service pit 3.9 ft (1.2 m) in diameter by 20 ft (6.1 m) deep provides space
for lowering the distillation column vacuum jacket of the isotope separations system. The ceiling
height of the rooms surrounding the test cell is 13 ft (4 m).

Environmental and safety systems at the TSTA ensure personnel safety and minimal tritium re-
lease. The TSTA Project has been instrumental in developing and integrating these systems
following a philosophy of redundant containment, detection, and recovery. The environmental
and safety systems used at TSTA provide secondary containment for processing equipment,
glovebox and gaseous effluent detritiation, room air detritiation, tritium monitoring, portable venti-
lation ducting, supplied-breathing-air system, and solid and liquid waste minimization and dispos-
al. All significant quantities of tritium are triply contained; the building acts as the third and final
barrier. The triple containment makes the probability of accidental releases into the environment
extremely low. One stack, located in the northwest corner of Building 155, services the TSTA
tritium-handling areas.

4.13.2.1.1.1.2 Tritium Science and Fabrication Facility
The Tritium Science and Fabrication Facility (TSFF) (Building 209) is a tritium research and devel-
opment facility. The building is located east of the TSTA at the DP East research area. Built in

1964 as a chemistry process building, it was modified in 1974 to accommodate tritium salt synthe-
sis and to provide physical preparation of the underground nuclear testing program. The salt syn-
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thesis work was discontinued in 1993 in response to the cessation of nuclear testing, and the
facility’s name was changed from the Tritium Salt Facility to the TSFF.

The current mission of the TSFF is to support DOE and LANL by providing experimental services
such as neutron tube target loading, mass spectrometry, getter research, metal melt/tritium recov-
ery, inertial confinement fusion target studies, calorimetry, salt line D&D, generic experiments on
effluent treatment systems, and tritium storage. In the late 1990s, the neutron-tube-target-load-
ing function will be relocated in part of WETF. To accomplish these program missions and opera-
tional capabilities, the TSFF requires an inventory of 366 g of tritium, primarily in gaseous form.
Additional tritium inventory (mainly tritium gas and tritium adsorbed on solid metal storage beds) is
maintained in the storage area at the TSFF. This tritum inventory is maintained in storage/
shipping containers awaiting processing and/or transport to other locations.

The TSFF is a 3,000-ft* (300-m?) block-walled portion of Building 209, which is a one-story build-
ing with a basement. TSFF is located at the north end of the building and is divided into several
laboratory rooms. The floor consists of 6-in.- (15.2-cm-) thick, reinforced-concrete slab supported
by reinforced-concrete beams, columns, and basement walls that extend to tuff below. The TSFF
is located approximately 150 ft (46 m) east of the TSTA. The two facilities are connected by a spin-
al corridor, which also connects with adjacent office and nontritium laboratory areas.

Tritium experiments at the TSFF are performed in gloveboxes or in fume hoods, depending on
the amount of tritum being handled and process needs. The TSFF is serviced by an exhaust
ventilation system that discharges to a 75-ft- (22.9-m-) high exhaust air stack. This stack, as well as
the general room air, is continuously monitored for tritium content. The glovebox atmospheres
are also monitored for tritium, and the exhaust streams are processed by an effluent treatment
system.

4.13.2.1.1.2 Hazard Category 3 Nuclear Facility

Building 146 (Figure 4-13, Sheet 1) is categorized as a Hazard Category 3 nuclear facility. This
building is an old exhaust filter building that has been decontaminated and is awaiting DOE ap-
proval of its reclassification from a nuclear facility to a nonhazardous facility.

4.13.2.1.2 Non-Nuclear Facility Hazard Categories
4.13.2.1.2.1 Buildings Categorized M/CHEM

Two buildings at TA-21 are categorized as M/ICHEM (Figure 4-13, Sheet 1). Buildings 3 and 4
were laboratory buildings that housed the Enriched-Uranium-Processing Facility. Operations at
this facility ceased in July 1984, and the buildings were maintained under shutdown surveillance
until decommissioning began. Decommissioning began in 1994 with Buildings 3 and 4 South. All
contaminated and uncontaminated equipment—hoods, gloveboxes, tanks, and piping—was re-
moved, and the buildings’ walls and ceilings were cleaned. The buildings were then razed, and
the utility tunnels under the buildings, exhaust ventilation ductwork, and stacks were removed.
Decommissioning was completed in 1995. Decommissioning at TA-21 West is continuing as
funding is available. It is expected that remediation work will continue on Buildings 3 and 4 North.

4.13.2.1.2.2 Buildings Categorized Low Hazard
Six buildings (Figure 4-13, Sheet 1) at DP West have been categorized as low hazard (L/RAD and
L/CHEM) and are gradually being decommissioned. They include laboratory buildings (Buildings 5

and 150), which contain radiation and chemical hazards; the paint shop (Building 30), which con-
tains chlorine gas (chemical) hazards; a filter building (Building 324), which contains residual radio-
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nuclides; the Calcium Building (Building 212), which contains chemical contaminants; and the
waste disposal plant (Building 257).

4.13.2.2 Nonhazardous Facilities

Seventy-four administrative, technical, physical support, and other buildings and structures cate-
gorized as nonhazardous are located at TA-21.
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TABLE 4-11
FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-21, DP SITE
Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
3 Laboratory Building D&D X
4 Laboratory Building D&D X
5 Laboratory Building Experimental Science X
30 Paint Shop Experimental Science X
146 Filter Building D&D X
150 Molecular Chemistry Experimental Science X
Building
155 Tritium Systems Test | SNM X
Assembly
209 Tritium Science and SNM X
Fabrication Facility
212 Calcium Building Experimental Science X
257 Radioactive Liquid Physical Support X
Waste Disposal Plant
324 Filter House Physical Support X
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4.14 TA-22, TD Site

4.14.1 Site Description

Scientists at TA-22 [Table 4-12 and Figure 4-14 (index map of TA-22)] conduct research into,
develop, and fabricate high-energy detonators and related devices. Detonators, cables, and fir-
ing systems for tests at local firing sites and at the Nevada Test Site are built here. Detonator
gualification and other detonator tests are conducted at an adjacent firing site. Detonation system
components built by DOE contractors and production and surveillance of components produced
for war reserve detonation systems undergo quality assurance checks at this site.

A guard station controls access to the fenced TA-22 site. DOE clearance and a badge or personal
escort by cleared personnel are required for entry. Building access rules require that visitors sign
in and out with the receptionist.

4.14.2 Facilities Description

The buildings and structures at TA-22 compose a facility called the Explosives Detonator Facility.
Major functional areas are the Detonation Systems Laboratory, the Advanced Development Labo-
ratory, and peripheral buildings that house an electronics laboratory and storage magazines. Ca-
pabilities include detonator design; printed circuit manufacture; metal deposition and joining; plas-
tic materials technology; explosives loading; initiation; diagnostics; lasers; and safety of explos-
ives systems design, development, and manufacture.

Worker and environmental protection is provided by secondary containment around machinery
and storage tanks; reinforced-concrete construction of explosives building; and remote locations
and barricades for explosives areas to minimize risk to personnel, exclusion areas, interlocks, and
automatic sprinkler systems.

4.14.2.1 Facility Hazard Categories

Table 4-12 identifies the facilities at TA-22 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.14.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-22 have been categorized as nuclear facilities.

4.14.2.1.2 Non-Nuclear Facility Hazard Categories

4.14.2.1.2.1 Buildings Categorized L/ENS

Twenty-five buildings at TA-22 have been categorized as L/ENS (Figure 4-14, Sheet 1).
4.14.2.1.2.1.1 Loading Building

The loading building (Building 1) is one of the buildings replaced by the Detonation Systems
Laboratory. It is currently unoccupied; however, HE contamination is still present.

4.14.2.1.2.1.2 Magazines

The magazines (Buildings 7, 9-12, 14-24, 35, and 96) are HE storage facilities.
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4.14.2.1.2.1.3 Process Buildings

HE is used in Building 8. Building 25 is one of the buildings replaced by the Detonation Systems
Laboratory. It is currently unoccupied; however, HE contamination is still present.

4.14.2.1.2.1.4 Advanced Development Laboratory

The same kinds of explosives operations as those conducted at the Detonation Systems Labo-
ratory occur in the Advanced Development Laboratory (Building 34); however, the Advanced De-
velopment Laboratory also conducts test firing operations, such as pulsed-high-voltage, hot-wire,
and laser firing. The laboratory is enclosed by a fence and interlocking gates so that opening any
interlocked gate or door safely disarms the high-voltage power distribution system. These precau-
tions prevent inadvertently initiating a test.

4.14.2.1.2.1.5 Storage Building

Building 69 is another small building used to store HE.

4.14.2.1.2.1.6 Detonation Systems Laboratory

The Detonation Systems Laboratory (Buildings 91 and 93) is a 43,000-ft* (13,106-m?) structure
that provides research, development, and fabrication capabilities for detonation systems. This
structure consists of three connected buildings, one of which, Building 90, is an office building
(categorized as nonhazardous); Building 91 is a support building, and Building 93 is an HE fabrica-
tion building connected to Building 91 by an enclosed corridor. A five-compartment explosives
storage magazine and a liquid solvent storage shed are located nearby.

In Building 93, bulk explosive powder is formed into detonator subassemblies and is incorporated
in final assemblies, which are then measured, inspected, and prepared for storage or test firing.
The area around the HE wing is enclosed by a fence with a locked gate, and access to the building
is limited to authorized personnel.

4.14.2.1.2.2 Building Categorized L/CHEM

Building 95 (Figure 4-14, Sheet 1) is a solvent storage shed.

4.14.2.2 Nonhazardous Facilities

The rest of the buildings at TA-22 are categorized as honhazardous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-22, TD SITE

TABLE 4-12

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. | Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Loading Building Vacant/Unoccupied X
7 Storage Magazine High Explosives X
8 Process Building High Explosives X
9 Magazine High Explosives X
10 Magazine High Explosives X
11 Magazine High Explosives X
12 Magazine High Explosives X
14 Magazine High Explosives X
15 Storage Magazine High Explosives X
16 Magazine High Explosives X
17 Magazine High Explosives X
18 Magazine High Explosives X
19 Magazine High Explosives X
20 Magazine High Explosives X
21 Magazine High Explosives X
22 Magazine High Explosives X
23 Magazine High Explosives X
24 Magazine High Explosives X
25 Process Building High Explosives X
34 Laboratory Building High Explosives X
35 Magazine High Explosives X
69 Storage Building High Explosives X
91 Detonator Facility High Explosives X
93 High Explosives High Explosives X
95 Solvent Storage Shed | High Explosives X
96 Day Magazine High Explosives X
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4.15 TA-28, Magazine Area A

4.15.1 Site Description

TA-28, Magazine Area A [Table 13 and Figure 4-15 (index map of TA-28)], is an explosives stor-
age area located near the southern edge of TA-16. This site contains five 280-ft* (85-m?) storage
magazines (Buildings 1-5).

4.15.2 Facilities Description

4.15.2.1 Facility Hazard Categories

Table 4-13 identifies the facilities at TA-28 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.15.2.1.1 Nuclear Facility Hazard Categories
No buildings at TA-28 have been categorized as nuclear facilities.
4.15.2.1.2 Non-Nuclear Facility Hazard Categories

All five of the buildings (Figure 4-15, Sheet 1) at TA-28 are categorized L/ENS. Buildings 1, 2,
and 3 are used for storing ammunition and Buildings 4 and 5 for storing HE.

4.15.2.2 Nonhazardous Facilities

TA-28 contains no facilities other than the five categorized L/ENS described in the preceding
section.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-13

TA-28, MAGAZINE AREA A

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Magazine High Explosives X
2 Magazine High Explosives X
3 Magazine High Explosives X
4 Magazine High Explosives X
5 Magazine High Explosives X
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4.16 TA-33, HP SITE
4.16.1 Site Description

TA-33, the HP Site [Table 4-14 and Figure 4-16 (index map of TA-33)], is remotely located at the
southeastern boundary of the Laboratory and has proven ideal for experiments that do not re-
quire daily oversight and for those requiring isolation. An intelligence technology group and the
National Radioastronomy Observatory’s Very Large Array telescope are located at this site. A
guard station controls access to the part of the site that is controlled for security reasons.

4.16.2 Facilities Description
4.16.2.1 Facility Hazard Categories

Table 4-14 identifies the facilities at TA-33 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.16.2.1.1 Nuclear Facility Hazard Categories

The old High-Pressure Tritium Laboratory (Building 86), which is being decommissioned, is cate-
gorized a Hazard Category 3 nuclear facility because of tritium contamination. The laboratory was
constructed in the early 1950s to house tritium-related activities for the Nuclear Weapons Pro-
gram. The primary capabilities located in this facility were preparing and packaging tritium-contain-
ing gas mixtures to meet precise experimental specifications. Programmatic operations were sus-
pended in October 1990. The accountable tritium inventory has been transferred from Building
86, equipment has been moved to satellite storage, and the facility remains in safe-shutdown
mode pending approval and funding to proceed with D&D. The operations that used to be con-
ducted at Building 86 have been moved to the WETF at TA-16 (Section 4.11.2.1.1.1.1).

4.16.2.1.2 Non-Nuclear Facility Hazard Categories

Three buildings (Buildings 19, 95, and 114) are categorized L/ENS because of the presence of
Class 4 lasers and high-voltage equipment.

4.16.2.2 Nonhazardous Facilities
Eighty-seven administrative/technical, experimental science, and physical support buildings and

structures at TA-33 are considered nonhazardous. The majority of the buildings and structures at
TA-33 provide physical support and infrastructure.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-33, HP SITE

TABLE 4-14

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
19 Laboratory and Office | Experimental Science X
Building
86 High-Pressure Tritium | D&D X
Facility
95 Transformer Vault Physical Support X
114 Laboratory and Office | Experimental Science X

Building
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4.17 TA-35, Ten Site
4.17.1 Site Description

TA-35 [Table 4-15 and Figure 4-17 (index map of TA-35)] is used for nuclear safeguards research
and development, primarily in the areas of lasers, physics, fusion, materials development, and
chemistry research and development. Additional activities include research in reactor safety, op-
tical science, and pulsed-power systems. Metallurgy, ceramic technology, and chemical plating
also occur at this site.

4.17.2 Facilities Description
4.17.2.1 Facility Hazard Categories

Table 4-15 identifies the facilities at TA-35 that fall into a facility hazard category because of the
type of operations performed in the facility.

TA-35 is the location of the proposed Atlas Facility, which will use portions of existing Buildings
124, 125, 126, 294, and 301. These facilities currently support the National High-Magnetic-Field
Laboratory (NHMFL) and other research activities. Atlas operations will require the following major
special facilities equipment elements: 1,430-MW generator (existing at TA-35); 80-MW alternat-
ing-current to direct-current converter; 50-MJ inductive energy transfer system; 36-MJ capacitor
bank; target chamber; and various types of control, diagnostic, and data acquisition equipment.
All special facilities equipment and supporting facilities/infrastructure currently meet or will be de-
signed to meet the requirements for a low-hazard facility. Additional information on Atlas can be
found in DOE’s Final Programmatic Environmental Impact Statement for Stockpile Stewardship
and Management (DOE 1996).

For the purpose of this document, Buildings 125, 125, 126, 294, and 301 are treated as pulsed-
power facilities and are discussed together in the following sections.

4.17.2.1.1 Nuclear Facility Hazard Categories

TA-35 contains two facilities (Buildings 2 and 27) currently categorized as Hazard Category 3 nu-
clear facilities. The major purpose of both buildings is to support nonproliferation and international
security research. Other R&D includes various studies of radiation effects on materials, which are
conducted under fusion and ceramic science and technology programs. These buildings are
used primarily for R&D, engineering, technology transfer, and training for nondestructive assay
related to nuclear safeguards and hazardous materials.

4,17.2.1.1.1 Hazard Category 3 Nuclear Facilities
4.17.2.1.1.1.1 Nuclear Safeguards Research Building

The Nuclear Safeguards Research Building (Building 2, Figure 4-17, Sheet 2) contains approxi-
mately 82,000 ft* (24,994 m?) of floor space and is primarily constructed of reinforced concrete
and concrete block. The roof is constructed of stressed-concrete T-beams with a built-up roofing
system.

The building contains three wings; Wings A and C have basements. Wing A, which contains a
high bay with massive reinforced-concrete walls at the east end, is used for the Isotopic Fuels
Impact Test Facility, also known as the 7-in. launcher. The 7-in. launcher is used to impact >®Pu
heat sources, fuel materials, structural materials, and subassemblies of isotope generators to de-
termine their responses to impacts and the effects on different target materials. Most of the office
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spaces for Building 2 are located in Wing B. Wing C and the remaining portion of Wing A house
two major R&D programs: radiation effects in ceramics and fusion materials. An SNM vault is also
provided.

4.17.2.1.1.1.2 Nuclear Safeguards Research Building

Building 27 (Figure 4-17, Sheet 2), which contains approximately 45,000 ft* (13,716 m? of floor
space, is a three-story sheet metal, steel, and concrete block building. Levels 2 and 3 are under-
ground. The roof is supported by steel beams. Some portions of the roof system are composed
of sheet metal and others of built-up roofing. The underground areas are enclosed by massive
reinforced-concrete walls.

The primary activities in Building 27 are nuclear safeguards research, development, and training,
which address new ways of conducting nondestructive analysis (NDA) tests on samples of many
different sizes and shapes to determine their uranium and plutonium content. This R&D is sup-
ported by electronics development, mechanical design and fabrication, and administrative activi-
ties. The main SNM vault is located in the third floor of the building, and an alternate vault is locat-
ed on the first floor.

All radioactive sources and SNM are encapsulated to prevent any contamination of workers or the
facility. The uranium in this facility is singly contained, and plutonium is doubly contained. No nu-
clear material is processed, and samples remain sealed at all times, including when they are used
in instruments. SNM is used as a radiation source for calibrating and testing the performance of
prototype and finished instruments, as well as for the Nuclear Safeguards Technology Training
Program.

4.17.2.1.2 Non-Nuclear Facility Hazard Categories
4.17.2.1.2.1 Building Categorized M/CHEM

The Target Fabrication Facility (TFF) (Building 213, Figure 4-17, Sheet 1) is located in TA-35,
about 1.25 mi (2 km) southeast of the central technical area (TA-3) off Pajarito Road on Pecos
Road. Itis immediately to the east of TA-55 and directly north of TA-50. TFF is a restricted area
surrounded by a security fence with controlled access. At one time, the facility contained tritium.
The last of the tritium was removed in 1993.

The two-story structure is approximately 61,000 ft* (18,593 m?) with approximately 48,000 ft
(14,630 m?) of laboratory area and 13,000 ft* (3,962 m?) of office area. In general, the structure is
reinforced concrete with isolated concrete floor slabs for vibration-sensitive equipment. The
HVAC system maintains a negative pressure in the laboratories, venting both room air and hood
exhaust to the atmosphere through filtered and monitored exhaust stacks. Sanitary waste is
piped to the sanitary waste disposal plant near TA-46. Radioactive liquid waste and liquid chemical
wastes are shipped to TA-50.

The TFF laboratories and shops are specialized to provide precision machining, polymer science,
physical vapor deposition, chemical vapor deposition, and target assembly, which are supported
by industrial collaborations and energy, environment, nuclear weapons, and conventional de-
fense programs.

Potential hazards related to operations performed at TFF include handling toxic chemical vapors
and liquids associated with electroplating and other coating and fabricating processes. The po-
tential for explosions caused by releases of hydrogen or other explosive chemicals exists at this
facility.
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4.17.2.1.2.2 Building Categorized L/ENV

Building 85 (Figure 4-17, Sheet 1) was originally designed to produce high-energy, high-fre-
guency laser radiation. Several names have been associated with the building (the Mercury Laser
Laboratory, the Advanced Laser Laboratory, and the Chemical Laser Laboratory). The building is
modified periodically to meet new laser research criteria.

4.17.2.1.2.3 Building Categorized L/RAD

The Air Filter Building (Building 7, Figure 4-17, Sheet 2) is an old filter building that was part of the
physical support facilities at TA-35. The ductwork still contains plutonium contamination.

4.17.2.1.2.4 Buildings Categorized L/ENS
4.17.2.1.2.4.1 Pegasus Il Facility

The Pegasus Il Facility (also called the Laboratory and Office Building) (Building 86, Figure 4-17,
Sheet 2), a pulsed power facility, features a capacitor bank consisting of 8 Marx modules that store
up to 4.3 MJ of electrical energy. The facility houses experiments in hydrodynamics and radiation
transport.

4.17.2.1.2.4.2 Pulsed-Power Facilities

Buildings 124 and 125 (Figure 4-17, Sheet 1) were constructed in 1980 to house the Antares
Project, a laser-fusion project. Buildings 294 and 301 were constructed in 1990 as part of a more
recent project that uses a 1,430-MVA generator. Currently, these facilities are used to support
the NHMFL'’s Pulsed-Field Facility.

The Pulsed-Field Facility is one of three components of the NHMFL; the other two are at Florida
State University at Tallahassee (continuous fields, magnetic resonance, and general headquar-
ters) and the University of Florida at Gainesville (ultralow temperatures at high magnetic fields).
The National Science Foundation and the DOE are the primary sponsors of NHMFL.

The Pulsed-Field Facility is a general-user facility, open on a proposal review basis to all research-
ers who wish to perform experiments in high magnetic fields. The great majority of experiments
are directed at studying the materials and physics of condensed matter. In condensed matter and
materials research, pulsed fields are useful primarily for reaching higher fields than it is possible to
reach with steady-state magnets, which are limited to 2 Tesla for permanent magnets, 20 Tesla for
superconducting magnets, 33 Tesla for water-cooled resistive magnets, and 45 Tesla for hybrid
magnets (@ combination of the superconducting and resistive magnets). [One Tesla is equal to
10,000 oersteds or, in vacuum, 10,000 G. The earth’s magnetic field is about 1/4 to 1/2 G.]

This set of facilities is the location of the proposed Atlas Project (Section 4.17.2.1). The NHMFL
will continue to use the generator when it is not serving the Atlas Project. A firing site (PT-6) at TA-
39 also supports the NHMFL (Section 4.20.2.1.2.2.1).

4.17.2.1.2.4.3 Buildings 124 and 125

Buildings 124 and 125 (Figure 4-17, Sheet 1) have the following special features: Both buildings
were designed for large-scale experimental work and both feature high ceilings with heavy-duty
gantry cranes that can access the entire interior space. Both buildings were designed to house
the power amplifiers and target chamber of a laser fusion facility. To protect the public from the
potential hazards of this work, the buildings were constructed with concrete walls and roofs. This
type of construction is ideal for a high-energy capacitor bank because shrapnel caused by possi-
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ble defects will be contained within the building. The walls and ceiling will also contain any diag-
nostic x-rays produced. Building 124 has an electrically shielded data acquisition room that is
protected by a concrete wall. This room satisfies the requirement for a secure site for classified
data. Building 125 has a 282-ft* (86-m?) electrically shielded control and data acquisition room.
This room satisfies the requirements for machine control and unclassified data acquisition

4.17.2.1.2.4.4  Building 294

Building 294 (Figure 4-17, Sheet 1) is constructed of steel framing with synthetic stucco panels at
the east and west ends. The building fills the space between Building 124 to the north and Build-
ing 125 to the south and shares the exterior north and south walls of these buildings. The build-
ing currently houses the power supply for the Pulsed-Field Facility.

4.17.2.1.2.4.5 Building 301

Building 301 (Figure 4-17, Sheet 1) is a 3,566-ft> (1,087-m?), preengineered steel building set on
a concrete pad. The building, which houses a 1,430-MVA generator, has several significant fea-
tures to isolate generator vibrations from surrounding buildings. The generator and associated
controls and alarms currently support the Pulsed-Field Facility.

4.17.2.1.2.4.6 Physics/Laser Building

The Physics/Laser Building (Building 128, Figure 4-17, Sheet 1) is an experimental science labor-
atory.

4.17.2.1.2.4.7 Trident Laboratory

Trident (Building 189, Figure 4-17, Sheet 1) is a multipurpose laboratory for developing instru-
mentation and conducting experiments requiring high-energy-laser light pulses. It is operated
primarily for inertial confinement fusion research, weapons physics, and basic research and fea-
tures flexible-driver characteristics and illumination geometries, broad resident diagnostic capa-
bility, and flexible scheduling. The facility includes a frequency-doubled, neodymium-glass laser
driver; a high-vacuum target chamber; a basic optical and x-ray diagnostic suite; and ancillary
equipment and facilities.

4.17.2.1.2.4.8 Experimental Support Building

The Experimental Support Building (Building 207, Figure 4-17, Sheet 1) is an experimental
science laboratory.

4.17.2.2 Nonhazardous Facilities

Approximately 123 other facilities at TA-35 are categorized as nonhazardous.
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FACILITIES THAT FALL

INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-35, TEN SITE

TABLE 4-15

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
2 Nuclear Safeguards SNM X
Research Building
7 Air Filter Building Physical Support X
27 Nuclear Safeguards SNM X
Lab
85 Mercury Laser Facility | Experimental Science X
86 Laboratory and Office | Experimental Science X
Building (Pegasus II)
124° Antares Target Hall Experimental Science X
125 Laser Building Experimental Science X X
128 Physics/Laser Experimental Science X
Building
1892 Optics Evaluation Lab | Experimental Science X
(Trident)
207 Experimental Support | Experimental Science X
Building
213 Target Fabrication Experimental Science X
294° Power Supply Building | Experimental Science X
301° Generator Building Experimental Science X

a. DOE added these buildings in October of 1986: Building 86 (Pegasus) and Building 189 (Trident Laser).
b. These three buildings are not currently identified in the ESH-3 listing of hazardous facilities; however, they do contain energy sources

that have associated hazards.
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4.18 TA-36, Kappa Site
4.18.1 Site Description

TA-36 [Table 4-16 and Figure 4-18 (index map of TA-36)] has four active firing sites that support
explosives testing. The sites and associated buildings are used for a wide variety of non-nuclear
ordnance tests for DoD, which include tests of warhead designs during development, armor and
armor-defeating mechanisms, explosives vulnerability to projectile and shaped-charge attack, war-
head lethality, and tests to determine the effects of shock waves on explosives and propellants.
TA-36 is located in a remote area that is fenced and patrolled. Warning signs are provided at road-
blocks, and sirens and flashing lights warn of imminent testing and firing.

4.18.2 Facilities Description

The facilities at TA-36 accommaodate shipping, receiving, transporting, and testing HE. Hazards in
this technical area include explosives and propellants, warheads, projectiles fired from guns, de-
pleted uranium, radiation from various x-ray systems, and normal industrial hazards from handling
and transporting materials. (These hazards do not warrant categorization as moderate-, high-, or
nuclear hazard facilities.) Operations at TA-36 include

 developing diagnostic techniques for high-explosives characterizations and applications,

 conducting scaling studies that consist primarily of work on subscale models for firing tests,

« testing special armor/antiarmor that consists of chemical energy warhead tests and kinetic
energy projectile tests,

« testing nuclear weapons components,

« testing large- and small-bore guns,

« testing special-application warheads and developing and calibrating computer models bas-
ed on test results, and

« conducting insensitive munitions research that uses special techniques to evaluate frag-
mentation of military bombs.

4.18.2.1 Facility Hazard Categories

Table 4-16 identifies the facilities at TA-36 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.18.2.1.1 Nuclear Facility Hazard Categories
No buildings at TA-36 are categorized as nuclear facilities.
4.18.2.1.2 Non-Nuclear Facility Hazard Categories

A variety of diagnostic equipment is available at the four firing sites: four 2.3-MeV, six 600-keV,
four 450-keV, and twelve 150-keV flash radiographic systems are available. Rotating-mirror streak
cameras with 20-mm/us writing speed, image-intensifier cameras with 10-ns shutter times, a com-
bination streak and 2-million-frame-per-second framing camera, other framing cameras, and high-
speed digitizers are available for use at all firing sites. Nanosecond-resolution, time-interval me-
ters, and digital delay units are installed at each firing site.

Only one of the buildings (Building 86) discussed below is categorized as L/RAD; the rest are
L/ENS. For the purpose of clarity, Building 86 is discussed below with its associated firing site.
Buildings 3, 4, 5, 7, 9, 10, 11, 12, 55, 82, and 83, all of which are used for preparing and storing
HE, are categorized as L/ENS. The more significant among these are described below.
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4.18.2.1.2.1 Buildings Characterized L/ENS
4,18.2.1.2.1.1 Eenie Site

The Eenie Site (Buildings 3 and 4, Figure 4-18, Sheet 2) has the only aboveground bunker at TA-
36. This bunker allows the use of a variety of optical and electronic diagnostics. Belowgrade
bunkers at TA-36 are used to protect 35-mm streak cameras, which observe the test device
through a periscope. Image-intensifier cameras, a 70-mm streak camera, a combination streak
camera with a 2-million-frame-per-second framing camera, and a laser velocimeter are routinely
available at this site as needed for specific tests. The Eenie Site primarily performs small-bore
(less than 100 mm) gun tests against conventional, ceramic, and reactive armors; shaped-charge
jet tests against conventional, ceramic, and reactive armors; diagnostic experiments to determine
shaped-charge jet physics; deflagration-to-detonation experiments; detonation physics experi-
ments; and studies in explosives vulnerability to projectile and shaped-charge attack. The site has
a load limit of 2,000 Ib (907 kg) of HE. The Eenie Control Building (Building 3) and the Eenie Pre-
paration Building (Building 4) are categorized as L/ENS.

4.18.2.1.2.1.2 Meenie Site

Meenie Site (Building 5, Figure 4-18, Sheet 2) is a general-purpose firing site usually configured
to perform large-bore (105-mm, 120-mm, 5-in., and 7-in.) gun tests. Numerous diagnostic experi-
ments are performed to help define the characteristics of shaped-charge jet physics, deflagration-
to-detonation experiments, and explosives vulnerability to projectile and shaped-charge attack.
Primary diagnostics include portable, low-resolution flash radiography and electrical timing and
pressure measurements rather than optical observations. Meenie Site is the primary site for wea-
pons components tests that require the use of a 35-mm smear camera. The site has aload limit of
2,000 Ib (907 kg) of HE. Minie Site has also been granted a permit for treating explosive and ex-
plosive-contaminated material. The Meenie Preparation Building (Building 5) is categorized as
L/ENS.

4.18.2.1.2.1.3 Minie Site

The Minie Site (Building 7, Figure 4-18, Sheet 2) is also a general-purpose firing site used pri-
marily for shaped-charge jet tests against conventional, ceramic, and reactive armors. Some de-
flagration-to-detonation experiments and studies to determine explosives vulnerability to projec-
tile and shaped-charge attack are performed at Minie Site when the primary diagnostics required
by the customer are low-resolution flash radiography or electrical timing and pressure measure-
ments rather than optical systems. Minie Site also serves as the backup site when scheduling
conflicts preclude the use of the Meenie Site. Tests on destroying explosives and chemicals are
also performed at the Minie Site. The site has aload limit of 2,000 Ib (907 kg) of HE. The Minie
Preparation Building (Building 7) is categorized as L/ENS.

4.18.2.1.2.1.4 Lower Slobbovia

Lower Slobbovia (Buildings 11, 12, and 86; Figure 4-18, Sheet 4) is a multipurpose site. It con-
tains an upper firing site with instrumentation that is virtually identical to that found at the Minie
Site. The primary diagnostics used here are optical, electrical timing, and pressure. The explosive
load limit for the upper site is 5,000 Ib (2,268 kg).

A 1,000-ft (305-m) sled track is also located at Lower Slobbovia. In the current configuration and
the present sled design, the facility is capable of developing payloads of up to 100 Ib (45.4 kg) to
velocities slightly above Mach 1. With a moderately redesigned sled, velocities approaching Mach
2 and sled weights up to 1,000 Ib (453.6 kg) should be possible. It is also possible to increase
the track length to 2,000 ft (610 m). At that length, multirocket motor sleds could accelerate pay-
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loads of several hundred pounds above Mach 2. The use of large rocket motors, greater than the
5-in.- (12.7-cm-) diameter motors currently used, is anticipated. The diagnostics currently avail-
able at the target end of the sled track include flash x-ray, time interval meters, digital delay mod-
ules, high-speed movie capability, four independent capacitive discharge units, rotating-mirror
combination streak and framing camera, and image intensifier camera.

The Lower Slobbovia control buildings (Buildings 11 and 12) are categorized as L/IENS. Mo
(Building 9, Figure 4-18, Sheet 3), a magazine, is also located at this site and is categorized as
L/ENS. Two additional magazines are categorized as L/ENS: Building 10 (Magazine) and Building
83 (Promo Magazine).

4.18.2.1.2.2 Building Categorized L/RAD

The Pulsed Intense X-Ray Facility (P1XY), an 8-MeV flash radiographic facility (Building 86, Figure
4-18, Sheet 4), is also located at Lower Slobbovia adjacent to the target end of the sled track. The
PIXY machine enables low-to-medium resolution, deep-penetration radiography to be performed
on a variety of conventional, ceramic, and reactive targets. PIXY will be fully integrated with the
sled track and with the large-bore gun range located parallel and adjacent to the sled track to en-
able deep-penetration radiography to be performed in a variety of dynamic experiments.

4.18.2.2 Nonhazardous Facilities

The rest of the facilities at TA-36, consisting of HE storage, general storage, HE testing, and ad-
ministrative/technical areas, house activities considered to be nonhazardous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-16

TA-36, KAPPA SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
3 Eenie Control Building | High Explosives X
4 Eenie Preparation High Explosives X
Building
5 Meenie Preparation High Explosives X
Building
7 Minie Preparation High Explosives X
Building
9 Mo Magazine High Explosives X
10 Magazine High Explosives X
11 Lower Slobbovia High Explosives X
Preparation Building
12 Lower Slobbovia High Explosives X
Control Building
55 Control Building High Explosives X
82 Daisy Preparation High Explosives X
Building
83 Promo Magazine High Explosives X
86 PIXY Facility High Explosives X
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4,19 TA-37, Magazine Area C
4.19.1 Site Description

TA-37, Magazine Area C [Table 4-17 and Figure 4-19 (index map of TA-37)], is an explosives stor-
age area located at the eastern perimeter of TA-16.

4.19.2 Facilities Description

Table 4-17 identifies the facilities at TA-37 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.19.2.1 Facility Hazard Categories

4.19.2.1.1 Nuclear Facility Hazard Categories

No facilities at TA-37 are categorized as nuclear facilities.

4.19.2.1.2 Non-Nuclear Facility Hazard Categories

Twenty-four magazines (Figure 4-19, Sheet 1) are used to store high explosives and are cate-
gorized L/ENS. Buildings 3-10 have an area of 192 ft* (59 n?) each, Buildings 11-14 an area of
1,144 ft* (349 m?) each, and Buildings 15-26 an area of 800 ft* (244 m?) each.

4.19.2.2 Nonhazardous Facilities

This site contains three structures that are considered to be nonhazardous: an office building that
is closed; Magazine 2, which is nonoperational; and a storage building.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-17

TA-37, MAGAZINE AREA C

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. | Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
3 Magazine High Explosives X
4 Magazine High Explosives X
5 Magazine High Explosives X
6 Magazine High Explosives X
7 Magazine High Explosives X
8 Magazine High Explosives X
9 Magazine High Explosives X
10 Magazine High Explosives X
11 Magazine High Explosives X
12 Magazine High Explosives X
13 Magazine High Explosives X
14 Magazine High Explosives X
15 Magazine High Explosives X
16 Magazine High Explosives X
17 Magazine High Explosives X
18 Magazine High Explosives X
19 Magazine High Explosives X
20 Magazine High Explosives X
21 Magazine High Explosives X
22 Magazine High Explosives X
23 Magazine High Explosives X
24 Magazine High Explosives X
25 Magazine High Explosives X
26 Magazine High Explosives X
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4,20 TA-39, Ancho Canyon

4.20.1 Site Description

TA-39, Ancho Canyon [Table 4-18 and Figure 4-20 (index map of TA-39)], is located at the bot-
tom of Ancho Canyon off State Road 4 between Los Alamos and White Rock. The technical area
was created when explosives work at TA-15 became too crowded and a new space for shock
wave physics work was needed. This site was chosen because the deep canyon and steep walls
isolate explosives tests from the public.

The behavior of non-nuclear weapons is studied here, primarily by photographic techniques. In-
vestigators also study various phenomenological aspects of explosives, interactions of explo-
sives, explosions involving other materials, shock wave physics, equation-of-state measure-
ments, and pulsed-power systems design.

Operations at TA-39 center around three kinds of work: dynamic HE experiments, high-voltage
capacitor bank operations, and gas gun experiments supported by explosives storage and hand-
ling, machine shops, heavy equipment, laboratory preparations, data analysis, and administrative
support.

4.20.2 Facilities Description

4.20.2.1 Facility Hazard Categories

Table 4-18 identifies the facilities at TA-39 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.20.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-39 are categorized as nuclear facilities.

4.20.2.1.2 Non-Nuclear Facility Hazard Categories

Thirteen facilities at TA-39 are categorized as L/ENS, and two facilities are categorized as L/RAD.
4.20.2.1.2.1 Buildings Categorized L/RAD

4.20.2.1.2.1.1 Laboratory/Office Building

This Laboratory/Office Building (Building 2, Figure 4-20, Sheet 4) supports work involving HE,
neutron research, x-ray sources, and DU. Categorized both as L/RAD and L/ENS, it is shown on
the figure as L/RAD.

4.20.2.1.2.1.2 Neutron Flux Storage Building

The Neutron Flux Storage Building (Building 138, Figure 4-20, Sheet 2) is also located at this site.
This building is used for storing sealed plutonium/beryllium neutron sources.

4.20.2.1.2.2 Buildings Categorized L/ENS
4.20.2.1.2.2.1 Firing Site PT-6

Firing Site PT-6, also called Firing Chamber #1, Building 6 (Figure 4-20, Sheet 2), is the firing site
for the NHMFL, a consortium of LANL, the University of Florida, and Florida State University. Ex-
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periments at NHMFL usually involve HE detonations and high-voltage discharges from the energy
storage capacitor bank, which produce extremely intense magnetic fields and electromagnetic
pulses. The experiments are supported by operations involving HE storage and handling, ma-
chine shops, heavy equipment, laboratory preparations, data analyses, and administrative sup-
port. The organizations that provide these functions are located at TA-39.

4.20.2.1.2.2.2 Firing Site PT-88

TA-39 is the home of Firing Site PT-88, also called Firing Chamber #2 (Buildings 7 and 57, Figure
4-20, Sheet 1), which is used to study high-energy-density properties in experiments that use ex-
plosive-driven pulsed power. The primary diagnostic techniques are photographic methodolo-
gies and electrical measurements. Various phenomenological aspects of explosives, interactions
of explosives, and explosions acting on other materials are also investigated. In some cases, the
explosion is contained; however, open detonation is used for most tests.

4.20.2.1.2.2.3 Gas Guns

Equation-of-state experiments to determine the properties of materials at extreme conditions are
carried out in Buildings 56 (Figure 4-20, Sheet 2) and 69 (Figure 4-20, Sheet 4). These experi-
ments use the two-stage gas gun in Building 69 and the single-stage gas gun in Building 56.
Several facilities support these activities, including Building 89, the Gas Gun Support Building
(Figure 2, Sheet 4).

4.20.2.1.2.2.4 Capacitor Bank Bunker

The Capacitor Bank Bunker (Building 95, Figure 4-20, Sheet 1) is categorized as L/ENS.
4.20.2.1.2.2.5 Other TA-39 Buildings Categorized L/ENS

Buildings 3 (Magazine), 4 (Trim Building), 5 (Ready Magazine), and 77 (Magazine) (Figure 4-20,
Sheet 3) are used for HE storage. Building 54 (Transportainer, Figure 4-20, Sheet 2) is used for
storing thermite. HE is used in Building 111 (Pulsed-Power Building, Figure 4-20, Sheet 3).

4.20.2.2 Nonhazardous Facilities

The rest of the buildings at TA-39 house operations that are considered to be nonhazardous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-18

TA-39, ANCHO CANYON

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
2 Laboratory/Office High Explosives X X
Building
3 Magazine High Explosives X
4 Trim Building High Explosives X
5 Ready Magazine High Explosives X
6 PT-6 High Explosives X
7 PT-88 High Explosives X
54 Transportainer High Explosives X
56 Gun Building High Explosives X
57 Firing Chamber High Explosives X
69 Light Gas Gun Facility | High Explosives X
77 Magazine High Explosives X
89 Gas Gun Support High Explosives X
Building
95 Capacitor Bank High Explosives X
Bunker
111 Pulsed Power Building | High Explosives X
138 Neutron Flux Storage | High Explosives X

Building
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4.21 TA-40, DF Site
4.21.1 Site Description

DF Site at TA-40 [Table 4-19 and Figure 4-21 (index map of TA-40)] is used to develop special
detonators for initiating high-explosives systems. Fundamental and applied research includes
investigating phenomena associated with the physics of HE and research in rapid-shock-induced
reactions. The site is also used for investigating the physics and chemistry of detonators and
shock wave propagation. TA-40 is centrally located inside Laboratory boundaries, yet is well iso-
lated from populated areas and other Laboratory sites. The site is located at the end of Two Mile
Road on Two Mile Mesa and covers 68 acres (27.5 ha).

4.21.2 Facilities Description
4.21.2.1 Facility Hazard Categories

Table 4-19 identifies the facilities at TA-40 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.21.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-40 have been categorized as nuclear facilities.

4.21.2.1.2 Non-Nuclear Facility Hazard Categories

Twenty-two buildings at TA-40 have been categorized as L/ENS because of their use in explo-
sives testing. The explosives-testing facilities at TA-40 have been designed to protect onsite
personnel, the public, and the environment. The firing sites consist of a steel, concrete, and
earthen pad for the explosives, and a small fortified structure to protect the operator and instru-
mentation. The magazines are small, reinforced-concrete structures, whose capacities for storing
explosives range from 397 to 2,646 Ib (180 to 1,200 kg). The rooms in which the explosives are
prepared for tests are reinforced-concrete structures.

4.21.2.2 Nonhazardous Facilities

The eight nonhazardous buildings at TA-40 are an office building, a storage building, and six
miscellaneous structures.
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TABLE 4-19

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TA-40, DF SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
2 Magazine High Explosives X
3 Preparation Building High Explosives X
4 Firing Point High Explosives X
5 Firing Point High Explosives X
6 Preparation Building High Explosives X
7 Magazine High Explosives X
8 Firing Point High Explosives X
9 Firing Point High Explosives X
10 Magazine High Explosives X
11 Preparation and High Explosives X
Utilities Building
12 Firing Point High Explosives X
13 Magazine High Explosives X
14 Preparation Building High Explosives X
15 Firing Point High Explosives X
23 Machine Shop High Explosives X
36 Magazine High Explosives X
37 Magazine High Explosives X
38 Magazine High Explosives X
39 Magazine High Explosives X
40 Magazine High Explosives X
41 Laboratory Building High Explosives X
| 72 Storage Building High Explosives X
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422 TA-41, W Site
4.22.1 Site Description

TA-41 [Table 4-20 and Figure 4-22 (index map of TA-41)] encompasses approximately 40 acres
(16.2 ha) in Los Alamos Canyon and contains three major interrelated structures: an office
building, a laboratory/office building, and an underground nuclear materials storage vault. TA-41
contains approximately 42,055 ft? (12,818 m?) of usable floor space. Built in the 1950s to house
tritium work, TA-41 is currently used for a variety of administrative/technical activities and nontriti-
um research and development activities. All nuclear material had been removed from TA-41 by
1995.

4.22.2 Facilities Description

Over the approximately 40 years that TA-41 was used for work involving tritium, the facilities pro-
vided capability for the research and development of weapons subsystems (boost systems).
These capabilities included high-pressure testing, leak testing, precision volume measurement,
and testing prototype and war reserve boost systems with and without tritium. Computer-aided
design/manufacture facilities onsite were used to design hardware. Mechanical fabrication and
assembly of prototype and war-reserve-like components were possible. Long-term environmen-
tal storage of prototype and war reserve boost systems with and without trittum were available.
Some of these capabilities continue to be used in testing without tritium.

Past operations at TA-41 included handling and storing materials such as uranium, tritium, hydro-
gen, deuterium, and liquid nitrogen. Tritium gas mixtures were prepared to use in nuclear testing
at the Nevada Test Site.

4.22.2.1 Facility Hazard Categories

Table 4-20 identifies the facilities at TA-41 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.22.2.1.1 Nuclear Facility Hazard Categories

Although no buildings at TA-41 are currently categorized as nuclear facilities, two buildings were
categorized as nuclear facilities until 1994: the Laboratory portion of Building 4 and the vault
(Building 1).

4.22.2.1.2 Non-Nuclear Facilities Hazard Categories

4.22.2.1.2.1 Building Categorized M/RAD

Building 4 is currently categorized M/RAD because of plutonium and tritium residues from past
operations. Building 4 is equipped with gloveboxes and a tritium-piping system. Tritium was
collected on—and recovered from—metal tritride getters and molecular sieve beds. Scrubbed
exhaust was vented to the stack.

4.22.2.1.2.2 Building Categorized L/RAD

Building 1, the underground storage vault, is categorized L/RAD because it contains plutonium

and tritium residues. Although no special nuclear materials are stored in the vault, the building
continues to be used as a secure storage area.
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4.22.2.1.2.3 Building Categorized L/CHEM

Building 7, which contains a chlorine storage tank, is categorized as L/ICHEM.

4.22.2.2 Nonhazardous Facilities

The office and light laboratory portion of Building 4, another office building (Building 30), and the

rest of the support facilities that make up the structures at the TA are considered to be nonhazard-
ous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-41, W SITE

TABLE 4-20

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Underground Vault Experimental Science X
4 Laboratory Building Experimental Science X
7 Imhoff Tank and Physical Support X

Chlorine Room
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4.23 TA-43, Health Research Laboratory and DOE Los Alamos Area Office
4.23.1 Site Description

TA-43 [Table 4-21 and Figure 4-23 (index map of TA-43)] is a small site located adjacent to the Los
Alamos Medical Center on Diamond Drive. Two major facilities are located at the site: the Health
Research Laboratory (HRL) Complex is the focal point of biosciences and biotechnology at the
Laboratory. Research performed at HRL includes structural, molecular, and cellular radiobiology;
biophysics; mammalian radiobiology; biochemistry; and genetics. The HRL facility has no perime-
ter fence, but the dock/service area has a security fence and gate. Access to the facility is control-
led by badge reader, and the main lobby and business office area are accessible to the public dur-
ing working hours. The other major facility is the DOE'’s local area office (Building 39), where the
contract for operating the Laboratory is managed.

4.23.2 Facilities Description

The HRL Complex at TA-43 is the location of the Laboratory’s core competency in bioscience and
biotechnology. Originally, the Atomic Energy Commission sponsored research at the Laboratory
on how radionuclides associated with the Manhattan Project were taken up, transported, deposit-
ed, and eliminated by the human body. This research was needed to protect workers. Studies
were also begun on the ways different types of radiation affect living systems. Later, the Labora-
tory established the Center for Human Genome Studies to provide the massive computer capabili-
ty needed for mapping the human genome. These early research activities have evolved into
HRL’s current research programs.

At the HRL Complex, investigators seek to understand the relationships between energy and
health through research on the effects of different types of radiation and chemicals on cells and
subcellular components. This research is important because of DOE’s work in nuclear fission and
fossil fuels, both of which can generate by-products that damage deoxyribonucleic acid (DNA)
and lead to carcinogenesis. HRL research addresses the molecular basis of mutagenesis, repair
of DNA, and regulation of gene expression.

HRL also supports DOE’s national security needs. One research area addresses the mechanisms
by which the pulmonary system protects itself and repairs itself after having been damaged by for-
eign materials, including toxic inhalants. Finally, researchers in microbial ecology and plant genet-
ics seek to identify and understand responses of microorganism communities and plants to envi-
ronmental stressors, including drought and the aftermath of national-defense-related activities.

Although LANL personnel have participated in human radiation experiments in the past, this re-
search has been discontinued. Two operations currently conducted at HRL, neurobiology and in-
vivo monitoring, involve monitoring humans; neither procedure is invasive. Neurobiology re-
search involves measuring magnetic waves emanating from the brain. In-vivo monitoring detects
any incorporation of radioactive material in personnel, which usually occurs as the result of acci-
dental inhalation. These operations are part of the Laboratory’s radiation protection program.

The HRL Complex includes offices and laboratories (Buildings 1, 20, 24, and 37); a sewage lift sta-
tion (Building 10); storage buildings (Buildings 12, 28, 36, and 46); a cooling tower (Building 44);
a computer and instrument building (Building 45); and chemical storage structures (Buildings 47,
49, and 61).

4.23.2.1 Facility Hazard Categories

Table 4-21 identifies the facilities at TA-43 that fall into a facility hazard category because of the
type of operations performed in the facility.
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4.23.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-43 are categorized as nuclear facilities.
4.23.2.1.2 Non-Nuclear Facility Hazard Categories
4.23.2.1.2.1 Buildings Categorized L/CHEM
4.23.2.1.2.1.1 Health Research Laboratory

Building 1 (Figure 4-23, Sheet 1) is categorized both as L/RAD and L/ICHEM. However, Figure 4-
23 shows the building as L/ICHEM because chemical contaminants are the greater concern. The
main building consists of three stories with offices and laboratories; an equipment penthouse;
and a subbasement that houses equipment, shops, and the Laboratory’s in-vivo monitoring
operation. It has atotal area of ~93,000 ft* (~28,346 m?), of which ~53,000 ft* (~16,154 m?) are
devoted to offices and research laboratories. The original building, constructed in 1953 of rein-
forced concrete, has five additions of concrete block and/or reinforced concrete construction.

In addition to chemical and radiological operations, the main building houses a small ~3,000 ft?
(~914 m?) live-animal colony composed of rats, mice, and rabbits used in cell and tissue studies.
The animals are not used for studies of infectious agents. No other mammals, including primates,
are housed in the animal colony.

The building has several HVAC systems that heat or cool air drawn in from outside. The condition-
ed air is distributed to individual rooms within the complex. Exhaust air is drawn from individual
rooms and corridors and is channeled out of the building through several stacks. These stacks
are not monitored for toxic or radiological materials, nor do they contain filters. Chemical fume
hoods throughout the building serve simple, laboratory-scale, organic chemistry operations. Ra-
diological operations are restricted to five labs located on the first floor of the northeast wing.
These operations are not conducted in hoods or gloveboxes, nor do they require special air-
handling equipment. The building is classed as L/RAD (x-ray generating equipment, experimen-
tal and diagnostic x-ray machines, and lasers) and L/CHEM.

In mid-1996, a 5,300-ft?> (1,615-m?) two-floor addition was constructed off the northwest corner of
the existing structure. The flow cytometry research and instrument development program and the
structural biology program will move into the addition in late 1997. This addition will contain five
instrument laboratories, three computer rooms, six offices, a computer graphics room, restrooms,
mechanical and electrical service rooms, and other necessary support closets. The laboratories
will be on the ground floor, where equipment, including lasers, will be isolated from vibration and
the flooring will support heavy loads. Existing plant utilities will be extended from the main build-
ing into the addition, except that the addition will have its own HVAC unit and a new water chiller
system will be installed; the chilled water will cool instruments, mainly lasers.

4.23.2.1.2.1.2 Safety Storage Shed

Building 47 (Figure 4-23, Sheet 1), a safety storage shed where chemical waste is stored, has a
classification of L/ICHEM.

4.23.2.1.2.2 Building Categorized L/ENS
One transportable building (Building 20, Figure 4-23, Sheet 1), which houses lasers, is categoriz-

ed L/ENS.
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4.23.2.2 Nonhazardous Facilities

The rest of the buildings that make up the HRL Complex (Figure 4-23) contain operations consid-

ered to be nonhazardous. The DOE’s Los Alamos Area Office (Building 39) is also considered to
be a nonhazardous facility.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-21

TA-43, HEALTH RESEARCH LABORATORY AND DOE LOS ALAMOS AREA OFFICE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Health Research Experimental Science X
Laboratory
20 Transportable Experimental Science X
47 Chemical Shed Experimental Science X
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4.24 TA-46, WA SITE
4.24.1 Site Description

TA-46 [Table 4-22 and Figure 4-24 (index map of TA-46)] is one of the Laboratory’s basic research
sites. Over the years, the operations at this site have focused on applied photochemistry opera-
tions and have included development of technologies for laser isotope separation and laser en-
hancement of chemical processes. The Sanitary Wastewater Consolidation System is located at
the east end of this site.

4.24.2 Facilities Description

Because TA-46 is one of the Laboratory’s basic research sites, research activities can change fre-
guently. The description of the activities that follows for the various buildings in which research is
conducted represents information from the early part of the 1990s. Although it can be expected
that similar types of operations occur there currently, such assumptions should be verified.

4.24.2.1 Facility Hazard Categories

Table 4-22 identifies the facilities at TA-46 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.24.2.1.1 Nuclear Facility Hazard Categories
No buildings at TA-46 are categorized as nuclear facilities.
4.24.2.1.2 Non-Nuclear Facility Hazard Categories
4.24.2.1.2.1 Building Categorized M/CHEM

The Chlorine Storage Building (Building 340, Figure 4-24, Sheet 1), part of the Sanitary Waste-
water Treatment Facility, is the only building at TA-46 categorized M/CHEM.

The Sanitary Wastewater Treatment Facility is located in a canyon in TA-46. Because it is isolated
from other Laboratory facilities, it poses little to no hazard to personnel. The facility uses a chlorine
gas process (widely used in the public sector) to disinfect plant effluents before releasing them in-
to a holding pond. The process uses quantities of chlorine that exceed Occupational Safety and
Health Administration threshold quantities; no other facility at the Laboratory uses this amount of
chlorine. Although these quantities are significant, the process is a proven technology that incor-
porates a state-of-the art, fail-safe process. The effluent-chlorinating system is equipped with in-
fluent and effluent chlorinators, chlorinators for water to be recycled, standby chlorinators, cylin-
der-mounted regulators, and stored cylinders of chlorine. The system contains various fail-safe
leak detectors, breathing apparatus, and chlorine cylinder emergency repair kits.

At the time that this document was being prepared, plans were being implemented to replace the
chlorine gas process with a new water disinfection process that does not use gaseous chlorine.
This change will eliminate the potential for accidental release of large quantities of chlorine.

4.24.2.1.2.2 Building Categorized L/CHEM

Building 324 (Figure 4-24, Sheet 1) is a transportainer used to store uranium hexafluoride.
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4.24.2.1.2.3 Buildings Categorized L/ENS

4.24.2.1.2.3.1 Laboratory/Office Building

Building 24 (Figure 4-24, Sheet 1) is used for experimental work involving lasers and UF,,.
4.24.2.1.2.3.2  Electronics Laboratory

The Electronics Laboratory, also called the Hydraulics Laboratory (Building 30, Figure 4-24,
Sheet 1), is used for experimental work involving lasers.

4.24.2.1.2.3.3 Test Building #2

Test Building #2 (Building 31, Figure 4-24, Sheet 1) is used for experimental work involving
lasers.

4.24.2.1.2.3.4  Aerochemistry/Diagnostics Building

The Aerochemistry/Diagnostics Building, also called the Laser Isotope Separation Building
(Building 41, Figure 4-24, Sheet 1), is used for experimental work involving lasers.

4.24.2.1.2.3.5 Laser Laboratory

The Laser Laboratory (Building 76, Figure 4-24, Sheet 1) is used for experimental work involving
lasers.

4.24.2.1.2.3.6 Physical Chemistry Laboratory

The Physical Chemistry Laboratory, also called the Applied Photochemistry Building (Building
154, Figure 4-24, Sheet 1), consists of a 5,000-ft*> (1,524-m?), prefabricated metal structure pri-
marily used for conducting large-scale photochemical experiments. The experiments performed
at this facility involve some hazardous operations and high-powered gas laser energy sources in
which toxic and/or corrosive gases are used. High-voltage hazards also are present. Small quan-
tities of high explosives have been used in this facility.

4.24.2.1.2.3.7 Laser-Induced-Chemistry Laboratory

The Laser-Induced-Chemistry Laboratory (Building 158, Figure 4-24, Sheet 1) is used for experi-
mental work involving lasers.

4.24.2.1.2.3.8 Chemistry/Laser Laboratory

The Chemistry/Laser Laboratory, also called the Fourier Transform Spectrometer Facility (Building
200, Figure 4-24, Sheet 1), has an area of 3,340 ft* (1,018 m?) and contains a small laboratory de-
voted to handling tiny quantities of radioactive materials used for spectroscopic study of atoms
and molecules, applied photochemistry, and photophysics. Although Building 200 is the primary
location of these functions, several other buildings at TA-46 also accommodate some of these
functions.

4.24.2.1.2.3.9 Analytical Chemistry Building
The Analytical Chemistry Building (Building 250, Figure 4-24, Sheet 1) is used for experimental

work involving lasers.
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4.24.2.1.2.4 Buildings Categorized L/RAD
4.24.2.1.2.4.1 Accelerator Vault Building

The Accelerator Vault Building (Building 161, Figure 4-24, Sheet 1) is used for experimental work
involving an accelerator and lasers.

4.24.2.1.2.4.2 Free-Electron Laser Laboratory

The Free-Electron Laser Laboratory (Building 208, Figure 4-24, Sheet 1) is used for experimental
work involving a radiofrequency generator (x-rays).

4.24.2.2 Nonhazardous Facilities
One hundred fifteen other buildings at TA-46 are categorized as nonhazardous. These facilities

house administrative, technical, general storage, experimental science, and physical support
functions.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-46, WA SITE

TABLE 4-22

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
24 Laboratory/Office Experimental Science X
30 Electronics Lab Experimental Science X
31 Test Building 2 Experimental Science X
41 Aerochemistry/ Experimental Science X
Diagnostics Building
76 Laser Laboratory Experimental Science X
154 Physical Chemistry High Explosives X
Laboratory
158 Laser-Induced- Experimental Science X
Chemistry Laboratory
161 Accelerator Vault Experimental Science X
Building
200 Chemistry/Laser Lab | Experimental Science X
208 Free-Electron Laser Experimental Science X
Laboratory Building
250 Analytical Chemistry | Experimental Science X
Building
324 Transportainer Experimental Science X
340 Chlorine Storage Waste Management X

Facility




886T UdIeiN

GGt

suonduasaq sanijioe pue v

-

i TA-52 - T

‘
Iy
Iy
;

"

TA-5

—
—
i AL RN R RN RN RRRNRNRRRRRRNLY|

7\11

San lldefonso
Indian
Reservation

[ Building
Paved road

————————— Dirt road
= = = TA-46 boundary

—— — — TA boundary
tinnnnn LANL boundary

FEET
CcARTography by A. Kron 12/4/96
(data from FIMAD G104850 7/2/96)

Location of
TA-46 at LANL

it |-\ Index Map

Figure 4-24. Map of TA-46, WA Site—Index Map.




886T UdIeiN

94T

suonduosaq sajioed pue i

See TA-46 Sheet 1

f—— e -—__TAS

o TA-46\-\‘\__”” :] Building .
. 3 I _____1Underground building
7\\7\ Paved road
K Dirt road

Industrial fence
Security fence
= = = = TA-46 boundary
i L ANL boundary
Facility hazard classification:

L/CHEM
[ Juens
v/////] LIRAD
EXXX] MICHEM

) @Sewagé SIIEN
lagoon th

I

. 'y
Drying L
beds Ij::l -

324-L/ICHEM

161-L/RAD

177

340-M/CHEM

an ‘% Drying bed

Drying bed

O Sewage
2041 lagoons

0 250 500
i
[

-
Tl
FEET

CARTography by A. Kron 12/4/96 (data from FIMAD G104850 7/2/96)

Figure 4-24. Map of TA-46, WA Site—Sheet 1.



4.25 TA-48, Radiochemistry Site
4.25.1 Site Description

The Radiochemistry Site [Table 4-23 and Figure 4-25 (index map of TA-48)] is an R&D facility es-
tablished and constructed between 1955 and 1957. Itis located 1.1 mi (1.77 km) from the TA-3
Administration Building on an unnamed access road, just off Pajarito Road and immediately north-
east of TA-55. The entire technical area covers 115.9 acres (46.9 ha), and the main buildings are
located in an 8.59-acre (3.48-ha) area enclosed behind a security fence.

4.25.2 Facilities Description

The facilities at TA-48 support research and development in nuclear and radiochemistry. Measure-
ments of radioactive substances are taken in hot cells equipped for remote handling of radioactive
materials. Although radiochemical operations are conducted primarily in Buildings 1, 8, 28, 45,
and 107, only Building 1 contains sufficient radioactive materials to be considered hazardous. All
remaining buildings are devoted to administrative and technical activities.

4.25.2.1 Facility Hazard Categories

Table 4-23 identifies the facilities within TA-48 that fall into a facility hazard category because of
the type of operations performed in the facility.

4.25.2.1.1 Nuclear Facility Hazard Categories

Although Building 1, Radiochemistry Laboratory (Figure 4-25, Sheet 1), is currently categorized
as a L/RAD, it is a candidate for nuclear facility status. Therefore, it will be discussed here as a
Hazard Category 3 nuclear facility.

The majority of TA-48's radiochemistry R&D, medical radioisotope production, development of
waste management technologies, and counting room operations take place in Building 1. The
building is divided into an office wing, light-chemistry laboratories for performing low-level radio-
chemistry, a hot-cell complex to produce medical radioisotopes, an alpha wing used for proces-
sing alpha-emitting radioactive and toxic materials, and a counting room complex. There is also a
secure-data wing with a classified computer and vault containing historical weapons data.

Activities at Building 1 include small-scale radiochemistry in the laboratories area, chemical re-
search of high-alpha-activity materials in the alpha facility, final analysis of samples in the counting
room, and small-scale production of medical radioisotopes in the hot-cells area.

This building is a single-story structure with a basement. The exterior walls are constructed of var-
ious materials, including masonry, stucco, block, and metal siding. The roof is a flat, built-up de-
sign. Most radiochemical operations are conducted on the main floor. The basement is used for
limited radiochemical activities, chemical storage, and facility utilities and support systems.

Compressor systems supply air for laboratory processes and instrumentation. The main compo-
nents of the ventilation system date from the original building. Additional dedicated systems are
provided for the hot cells and dissolution areas. Exhaust fans are located in the basement and ex-
haust through roof stacks. The alpha facility and hot-cells areas are ventilated by a HEPA filter sys-
tem. A redundant exhaust system is provided for the hot-cells areas.

The dissolution area houses a high-activity-chemistry area. The activities conducted here involve
the largest amounts of beta-gamma radioactivity outside of the hot-cells area. Most of the debris
analyzed at TA-48 is transported in Department of Transportation (DOT) Type B containers. Since
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the moratorium on nuclear testing, activities in this area primarily consist of high-activity-chemistry
research.

The laboratory area in Building 1 contains space for small-scale radiochemistry that supports the
medical radioisotopes program. A vacuum system is provided for counting equipment, fixed-head
air monitors, and drying processes. Other laboratory space is used for research in inorganic chem-
istry, actinide chemistry, organometallic chemistry, environmental chemistry, and geochemistry.

The Alpha Facility in the northeast portion of Building 1 consists of several rooms designated as
controlled areas. The facility houses those activities involving the largest amounts of alpha radio-
activity and other offices and ancillary areas.

The counting rooms are in the east end of the building. This area contains a mix of low-level radia-
tion detectors and counting systems for quantitatively evaluating radioactive samples from the var-
ious weapons, medical, and environmental programs. The counting systems measure radioactive
emissions of alpha, beta, gamma, and x-rays and also function as fission detectors.

The hot-cells area is used for small-scale production of selected radioisotopes for various medical
and research purposes. Target materials that have been irradiated to produce desired radionu-
clides are required to be processed in a series of interconnected and highly shielded hot cells.
Hot-cell activities can involve both radioactive and toxic materials. Toxic materials are present in
such small quantities that they present little or no concern for explosive accidents. Quantities of
radioactive materials are substantially larger; however, the hot cells feature substantial shielding
and various safety systems and alarms, which together mitigate the potential for accidents.

4.25.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-48 have been categorized as non-nuclear facilities.

4.25.2.2 Nonhazardous Facilities

4.25.2.2.1 Isotope Separator Facility

Operations at the Isotope Separator Facility (Building 8, Figure 4-25, Sheet 1) include isotope
separation from element samples, which involves separating and collecting radioactive isotopes
for analytical quantification and developing equipment used for isotope separation. Separated
and collected isotope samples are used in ongoing Laboratory research programs.

4.25.2.2.2 Diagnostic Instrumentation and Development Facility

The Diagnostic Instrumentation and Development Facility (Building 28, Figure 4-25, Sheet 1)
contains two laboratories. One lab houses five laser systems and two mass spectrometers used
for environmental research experiments. The other lab is used for processing water samples from
locations where radioactive contamination is present.

4.25.2.2.3 Advanced Radiochemical Diagnostics Facility

The Advanced Radiochemical Diagnostics Facility (Building 45, Figure 4-25, Sheet 1) contains
11 chemistry and 7 instrument laboratories. These laboratories are Class 100 clean-room areas
designed to minimize the effect of environmental factors on the accuracy of isotope ratio mea-

surements. The wide range of operations at this facility includes isotope ratio measurements from
experiments in solar physics, geosciences, biology, and atmospheric science.
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4.25.2.2.4 Analytical Facility

The Analytical Facility (Building 107, Figure 4-25, Sheet 1) contains four light-chemistry laborator-
ies and a laser laboratory. Operations in this facility support environmental research programs, cat-
alysis research, and inorganic chemistry.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-23

TA-48, RADIOCHEMISTRY SITE

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. | Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV

1 Radiochemistry Experimental Science X
Laboratory
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4.26 TA-49, Frijoles Mesa Site
4.26.1 Site Description

Because the Frijoles Mesa Site [Table 4-24 and Figure 4-26 (index map of TA-48)] is located near
Bandelier National Monument, activities conducted there are restricted to carefully selected Lab-
oratory functions. Currently, the Laboratory’s Hazardous Devices Team uses the site as a training
area and as an isolated location for blowing up suspect packages. The site is also the location of
the Laboratory’s Antenna and Pulse Power Outdoor Range User Facility, where a spectrum of
outdoor tests is carried out on materials and equipment components that involve generating and
receiving short bursts of high-energy, broad-spectrum microwaves.

TA-49 is surrounded by a locked security fence, which prevents accidental intrusion. When ex-
periments are conducted, personnel install barriers that exclude any individuals from access to
areas where unsafe levels of energy could be encountered.

In 1960 and 1961, a series of experiments involving high explosives and radioactive materials was
conducted at the site. These experiments, which were primarily designed to improve the under-
standing of certain safety aspects of operational nuclear weapons, were conducted underground
in large-diameter holes as deep as 120 ft (36.6 m). The Laboratory report, Environmental Status
of Technical Area 49, Los Alamos, New Mexico (LANL 1987), provides more information.

4.26.2 Facilities Description

4.26.2.1 Facility Hazard Categories

Table 24 identifies the facilities at TA-49 that fall into a facility hazard category because of the type
of operations performed in the facility.

4.26.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-49 are categorized as nuclear facilities.

4.26.2.1.2 Non-Nuclear Facility Hazard Categories

Three facilities at TA-49 (Buildings 0, 128, and 130) are categorized L/ENS. Buildings 0, 128, and
130 are portable trailers and therefore do not appear on Figure 4-26. These trailers contain equip-
ment being used for a microwave experiment.

4.26.2.2 Nonhazardous Facilities

Nine facilities at TA-49, consisting of general storage sheds, trailers, and semitrailers used by the
Hazardous Devices Team, are categorized as nonhazardous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-24

TA-49, FRIJOLES MESA SITE

Nuclear

Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories

Cat. | Cat.

2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV

0* Microwave Test Experimental Science X
Equipment

128* Semitrailer Experimental Science X
130* Semitrailer Experimental Science X

*These buildings do not show up on the maps.
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4.27 TA-50, Waste Management Site
4.27.1 Site Description

TA-50 is located near the center of the Laboratory [Table 4-25 and Figure 4-27 (index map of TA-
50)]. The site contains 33 waste management structures, including office trailers, tanks, storage
sheds, and four buildings.

Approximately 110 persons participate in the following waste management activities:

« treating radioactive liquid waste;

« decontaminating respirators, equipment, instruments, vehicles, and waste items;
* reducing the size of transuranic wastes; and

« characterizing transuranic wastes.

4.27.2 Facilities Description

The facilities at TA-50 support the Laboratory’s waste management activities for several types of
waste, including storing or disposing of solid and liquid, low-level radioactive waste (LLW), low-
level mixed waste, transuranic (TRU) waste, and hazardous waste. The major facilities at TA-50 are
the Radioactive Liquid Waste Treatment Facility (RLWTF); Waste Characterization, Reduction, and
Repackaging Facility (WCRRF), formerly known as the Size Reduction Facility; and the Radioac-
tive Materials Research, Operations, and Demonstration (RAMROD) Facility, formerly known as
the Controlled Air Incinerator (CAl).

4.27.2.1 Facility Hazard Categories

Table 4-25 identifies the facilities at TA-50 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.27.2.1.1 Nuclear Facility Hazard Categories
Two buildings at TA-50 are categorized as Hazard Category 2 nuclear facilities.
4.27.2.1.1.1 Radioactive Liquid Waste Treatment Facility

The RLWTF (Building 1, Figure 4-27, Sheet 1) provides waste treatment services for organiza-
tions throughout the Laboratory, including concentrating radioactive components and removing
them from liquid waste. Pipelines throughout the Laboratory connect facilities to the RLWTF.
The RLWTF also includes wastewater analytical laboratories, environmental chemistry laborator-
ies, and associated decontamination operations and holding tanks. The 40,000-ft*> (12,192 m?)
RLWTF is composed of the following areas: radioactive liquid waste treatment areas, wastewater
analytical laboratories, environmental chemistry laboratories, decontamination operations, and
several holding tanks.

The original structure of the RLWTF is reinforced concrete and pumice block walls with steel joists
for roof support. Various additions to the original facility are of prefabricated metal construction
with steel framing and insulated metal roofing and siding. The basic shell of the structure sur-
rounds the facility and protects the environment from dispersal of any radioactive or hazardous
materials. The storage and treatment areas in this facility have several features to prevent leaks,
spills, and overflows of radioactive and hazardous materials from reaching the environment:
curbs, underground location, and overflow pipes to nearby tanks and/or floor drains leading to
holding tanks.
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Two waste treatment operations are housed in the RLWTF: a main treatment operation and a pre-
treatment operation for acid and caustic radioactive liquid wastes piped from TA-55 (the Plutonium
Facility). The main liquid waste treatment operation includes two clariflocculators operated in se-
ries and five concrete holding tanks with a pumping station, which form the underground concrete
structure designated as Building 2. An additional steel holding tank (Building 90) provides extra
capacity for incoming, untreated radioactive liquid waste. Influents are transported to the RLWTF
in a passive, gravity-fed pipeline system made up of a network of four major pipelines that run to
various parts of the Laboratory. All waste transfer piping is double-encased (except for a cross-
country line from TA-21 and TA-2) to mitigate the possibility of release of radioactive materials.
Sludge from the RLWTF is dewatered, drummed, and transported to TA-54 for disposal. The
south wing of the basement houses equipment for decontaminating personnel respirators, vehi-
cles, large equipment such as drill rigs, and other equipment such as gloveboxes. Decontamina-
tion solutions drain to influent tanks for LLW operations.

The acid and caustic wastes generated at TA-55 generally have much higher americium and plu-
tonium content than other wastes processed at RLWTF. The pretreatment operation for these
wastes is similar to the main treatment operation, except that a single, smaller clariflocculator unit is
used. Special lines transport the acid and caustic wastes generated at TA-55 to the RLWTF. An
underground, reinforced-concrete vault (Building 66) contains two tanks that hold untreated acid
and caustic wastes from TA-55.

Laboratories in a portion of RLWTF characterize samples of influent and effluent obtained from li-
guid waste treatment operations, and small amounts of samples and chemicals are stored in this
portion of the facility. Other analytical laboratories equipped with spectrometers and counting in-
struments analyze environmental media, particularly soil samples. Samples and chemicals are
stored in small quantities in this area.

A variety of decontamination operations are performed in a high bay in the RLWTF. Equipment of
all sizes is cleaned by means of acids, steam, water, or nonhazardous commercial cleaners. Liquid
discharged from decontamination operations is piped to Building 2.

4.27.2.1.1.2 Waste Characterization, Reduction, and Repackaging Facility

The WCRRF (Building 69, Figure 4-27, Sheet 1) is a one-story building with a floor area of 2,712
ft? (827 m?). The exterior load-bearing walls are constructed of structural steel framing with an in-
sulated plastic veneer finish, and the floor is a reinforced-concrete slab on compacted fill. The roof
and mezzanine are constructed of reinforced concrete over steel joists and metal decking.

The WCRRF consists of two independent segments. The exterior segment, adjacent to Building
69, consists of a container storage area and a storage tank for liquid waste. The interior of Building
69 houses waste characterization, reduction, and repackaging operations. The physical barriers
provided by the building, the waste containers, and the facility's administrative controls ensure
that materials in the two segments cannot interact.

DOT Type 7A drums are staged in the container storage area until they are moved into the build-
ing to be characterized. All of the drums in the storage area contain only solid waste and are cov-
ered to prevent rain water intrusion. A portable liquid waste storage tank holds water from decon-
tamination activities performed in this area until the water can be transported to the RLWTF for
treatment.

The interior of the facility consists of a vehicle air-lock area, an unpacking/welding area, a partial
mezzanine area, and a high-bay area that houses a large glovebox enclosure. A large open area
around the enclosure provides the space for support functions, as well as an additional level of
containment and radiation protection. The glovebox enclosure occupies 452 ft*> (138 nv) of floor
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area and is constructed of stainless steel with an external skeleton of mild-steel rectangular tub-
ing. The enclosure in which gloveboxes and other waste items are cut apart with a plasma torch is
divided into air-lock, disassembly, cutting, and packaging/bag-out modules, which are bolted to-
gether and seal-welded.

The glovebox enclosure, air locks, and waste containers are the primary containment systems in
the WCRRF. The glovebox enclosure provides the primary confinement system. The glovebox is
maintained at a negative pressure with respect to the building, and the building is maintained at
negative pressure with respect to the outside environment.

Waste packages arrive at the receiving area, which is equipped with a vehicle air lock isolated from
both the outside environment and the interior unpacking area. A set of vehicle air-lock doors and
glovebox enclosure air-lock doors are electronically interlocked so that the two sets of doors can-
not be opened simultaneously, which ensures that the facility containment system is not breach-
ed. The waste containers also provide an effective containment system. Bulky waste materials
arrive packaged inside a fire-retardant, fiberglass-reinforced plywood crate, which is custom-built
to fit around the waste items. Waste containers with processed TRU waste are placed in metal
containers for solid wastes (solid waste boxes). These solid waste boxes are sealed with a metal
lid secured by 42 flathead bolts and are then transported to TA-54 for retrievable storage and sub-
sequent shipment to a long-term-storage facility.

The WCRREF cuts apart TRU-contaminated, large-volume metallic items (e.g., gloveboxes) and re-
packages the pieces in containers for storage and eventual shipment to a long-term-storage faci-
lity. Another operation is the visual inspection of the contents of TRU waste drums that have al-
ready been characterized. A variety of solid wastes (e.g., laboratory trash and solidified liquid) are
accepted for characterization, as well as hazardous and mixed wastes, which are not generated at
WCRRF but are received from other Laboratory facilities.

Activities at the WCRRF generate various types of gaseous, liquid, and solid wastes. Routine
operations at WCRRF produce significant quantities of TRU waste and LLW, including TRU waste
generated by reduction and repackaging activities. LLW is packaged and transported to TA-54 for
proper disposal, and TRU waste is packaged and transported to TA-54, Area G, for interim storage
until it can be shipped to a long-term-storage facility.

Hazardous gases may be produced by activities such as plasma-torch cutting and welding; how-
ever, radioactive gases are not produced by WCRRF activities. Routine operations at the WCRRF
produce minor amounts of radioactive liquid waste, which are transported to the RLWTF for treat-
ment, but no hazardous or mixed-waste liquids are generated at the WCRRF.

4.27.2.1.2 Non-Nuclear Facility Hazard Categories

One building at TA-50 (RAMROD, Building 37, Figure 4-27, Sheet 1) is categorized as L/RAD.
Formerly known as the Controlled Air Incinerator (CAl), the RAMROD facility was initially developed
to demonstrate combustion-based volume reduction and chemical stabilization of TRU-contami-
nated solid wastes and polychlorinated biphenyls (PCBs). Subsequent process modifications
have extended the CAI process to successfully treat other waste streams, including solid and li-
quid low-level combus-tible wastes, mixed waste, PCBs, and hazardous chemical wastes.

The RAMROD facility is currently categorized as L/RAD; however, it is a candidate Hazard Cate-
gory 2 nuclear facility. Equipment for characterizing TRU waste and for treating low-level mixed
waste will be installed, beginning in FY97. This facility is also a general host for any other process
that requires the containment and controls of a candidate nuclear facility.
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4.27.2.2 Nonhazardous Facilities

The other facilities at TA-50, consisting of office trailers, storage sheds, a pump station, and a
guard station, are categorized as being nonhazardous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-25

TA-50, WASTE MANAGEMENT SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Radioactive Liquid Waste Management X
Waste Treatment
Facility
37 Radioactive Materials | Waste Management X
Research Operations
and Demonstration
Facility
69 Waste Characteri- Waste Management X
zation, Reduction,
and Repackaging
Facility
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4.28 TA-51, Environmental Research Site

4.28.1 Site Description

Located on Pajarito Road, TA-51 is used for research and experimental studies on the long-term
impact of radioactive waste on the environment. Various types of waste storage and coverings
are studied at this site. TA-51 [Figure 4-28 (index map of TA-51)] is a relatively small technical area
located near the eastern border of the Laboratory, approximately 300 ft (91 m) from Pajarito Road.
4.28.2 Facilities Description

4.28.2.1 Facility Hazard Categories

4.28.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-51 are categorized as nuclear facilities.

4.28.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-51 are categorized as non-nuclear facilities.

4.28.2.2 Nonhazardous Facilities

The facility contains 17 structures (Figure 4-28, Sheet 1) that provide a total of 21,125 ft* (6,439
m?) of space. Most of the structures are transportables and trailers used for administrative offices.

Buildings 11 and 12 are laboratories. All the structures are listed as containing nonhazardous
activities.

March 1998 174 TA and Facilities Descriptions



Location of
TA-51 at LANL

[ Building/structure
—— Paved road
777777777 Dirt road or trail
= = = TA-51 boundary
—— — — TA boundary

v LANL boundary
0 400 800

t
FEET
cARTography by A. Kron 12/4/96
(data from FIMAD G104898 7/12/96)

TA-51
Index Map

Figure 4-28. Map of TA-51, Radiation Exposure Facility—Index Map.

March 1988

175

TA and Facilities Descriptions



886T UdJeiN

9.7

suonduosaq sanjioed pue i

Parking
area

TA-51 Sheet 1

[ Building/structure

Paved road
”””””” Dirt road or trail

Industrial fence
= = == TA-51 boundary

0 200
!
[

FEET

CcARTography by A. Kron 7/30/96 (data from FIMAD G104898 7/12/96)

Figure 4-28. Map of TA-51, Radiation Exposure Facility—Sheet 1.



4.29 TA-52, Reactor Development Site

4.29.1 Site Description

A wide variety of theoretical and computational R&D activities related to nuclear reactor perform-
ance and safety, as well as to several environment, safety, and health activities, are carried out at
the Reactor Development Site [Figure 4-29 (index map of TA-52)]. The work carried out at this
site involves both classified and unclassified activities. Classified work is carried out in an area of
the site protected by a security fence.

4.29.2 Facilities Description

4.29.2.1 Facility Hazard Categories

4.29.2.1.1 Nuclear Facility Hazard Categories

Currently, no buildings at TA-52 are categorized as nuclear facilities. At one time, TA-52 housed
a reactor, which has been dismantled. The building it once occupied has been decontaminated
and is used for offices and research activities.

4.29.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-52 are categorized as non-nuclear facilities.

4.29.2.2 Nonhazardous Facilities

The site (Figure 4-29, Sheet 1) has 22 buildings, trailers, and structures, all categorized as non-
hazardous.
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4.30 TA-53, Los Alamos Neutron Science Center
4.30.1 Site Description

TA-53 [Table 4-26 and Figure 4-30 (index map of TA-53)] was originally developed as the Clinton
P. Anderson Meson Physics Facility (also called the Los Alamos Meson Physics Facility). Recent-
ly, the facility was renamed the Los Alamos Neutron Science Center (LANSCE) to reflect the pro-
grams currently carried out at TA-53.

The Los Alamos Meson Physics Facility was first proposed in 1962 for research into subatomic
particles and physics. Congress funded the concept three years later, and construction was com-
pleted in 1970. Today, the facility is one of the largest research accelerators in the world; the ac-
celerator itself generates a proton beam more intense than that combined from all comparable ac-
celerators in the world. Researchers from 300 institutions from the United States and more than
30 other countries provide input to the goals and policies governing the facility.

LANSCE currently supports both basic and applied research programs. Basic research has in-
cluded studies of subatomic and particle physics, atomic physics, neutrinos, and the chemistry of
subatomic interactions. Applied research programs include the production of radioisotopes for
medical research and use, materials science studies that use neutron spallation, and contributions
to defense programs such as stockpile stewardship and the production of tritum. LANSCE also
supports programs for accelerator-related technologies such as radiofrequency power sources,
high-power microwaves, and free-electron lasers.

TA-53 (Figure 4-30, Sheet 1) occupies a 750-acre (304-ha) mesa top, which has approximately
400 buildings and other structures and houses about 800 personnel. This population can
increase by several hundred when the linear accelerator is in operation as visiting scientists from
around the globe come to Los Alamos to monitor and participate in experiments.

Site workers are protected by shielding, fencing, access controls and sweep procedures, beam
shutoff mechanisms, monitoring devices and dosimetry, posted safety information, training, ad-
ministrative controls, and emergency response mechanisms. Restricted site access, site isola-
tion, and on- and offsite monitoring provide additional protection for the public. Shielding, con-
tainment, isolation, and safe storage procedures for hazardous or activated materials—together
with drainage and waste treatment systems, stack filtering, and emergency response and cleanup
procedures—provide protection for the environment.

4.30.2 Facilities Description

LANSCE programs and activities are housed in three kinds of buildings. The first is the linear
accelerator building itself (Building 3, Figure 4-30, Sheets 2 and 3). The second houses experi-
mental areas and laboratories. The high-energy proton beam is transported from the accelerator
building to six of the experimental areas; several experimental areas exist. These buildings house
the large, complex, state-of-the-art instrumentation and equipment needed for the basic and ap-
plied research conducted at TA-53. The third houses the experimental support operations and
advanced technology programs.

4.30.2.1 Facility Hazard Categories

Table 4-26 identifies the facilities at TA-53 that fall into a facility hazard category because of the
type of operations performed in the facility.
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4.30.2.1.1 Nuclear Facility Hazard Categories

TA-53 contains one Hazard Category 3 nuclear facility located in Building 3M in Experimental Area
A, which currently houses the Isotope Production Facility. The facility is not nuclear at the time the
nonirradiated targets, whose radioactive inventory is zero, are initially inserted in the beam line. It
is not until irradiation begins and activation products in the isotope production targets reach Cate-
gory 3 levels that the area is considered to be nuclear.

Isotope production refers to the ongoing process in which valuable radioisotopes, including
those for medical use, are produced by the linear accelerator. Materials irradiation is a similar pro-
cess conducted to ascertain the effects of beam irradiation on material properties. Because in-
ventories of radioactive materials in the isotope production facility develop as a result of irradiation
and cannot be measured beforehand, an inventory limit is calculated to ensure that the hazard
category does not rise to levels beyond that projected.

4.30.2.1.2 Non-Nuclear Facility Hazard Categories

Twenty-two L/RAD facilities and 5 L/ENS facilities are located at TA-53. Only the more significant
facilities are discussed below; the rest of the facilities are identified in Table 4-26 and on the
accompanying figures.

4.30.2.1.2.1 Buildings Categorized L/RAD
4.30.2.1.2.1.1 Laboratory and Office Building

The Laboratory and Office Building (Building 1, Figure 4-30, Sheet 2) houses both offices and
laboratories. The laboratories have been used for radiochemistry activities and therefore are cate-
gorized as L/RAD. The offices are normally separated from the laboratories.

4.30.2.1.2.1.2 Linear Accelerator

The Linear Accelerator (Building 3, Sectors A,B,C,D, E, F, G, H, J, N, P, R, and S) (Figure 4-30,
Sheets 2 and 3) is more than a half-mile in length and has 316,000 ft* (96,317 n?) of floor space,
which is about one-third of the total area under roof at TA-53. The building contains equipment to
form H* and H proton ion beams and to accelerate the beams to 84% of the speed of light. Ancil-
lary equipment is used to transport the proton ion beam; maintain vacuum conditions in the beam
transport system; and provide heating, ventilation, and cooling. The beam tunnel itself is located
35 ft (10.7 m) below grade to provide radiation protection. Abovesurface structures house the
radiofrequency power sources used to accelerate the beam.

Experimental Area A is the largest [~32,000 ft* (~9,754 m?)] of the experimental areas at TA-53.
This area has housed numerous meson experiment stations in the past. By 1998, all experimen-
tal stations will be dismantled and removed, to be replaced by a major new experimental facility,
the Long-Pulse Spallation Source (LPSS). LPSS will include the use of ultracold neutrons as a
research tool, an area of research that is just beginning to emerge. LPSS will be designed to have
14 beam lines for neutron-scattering research and another for high-energy neutron research.

Sector N (Experimental Area B) currently houses several experimental stations that are no longer
funded. Facilities for the production of exotic medical isotopes may be located here within the
next five years. Sector P (Experimental Area C) currently holds the High-Resolution Spectrome-
ter, which will be dismantled and removed by 1998. A Proton Radiography Firing Site will be con-
structed in its stead as part of the Laboratory’s Science-Based Stockpile Stewardship Program.
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4.30.2.1.2.1.3 Weapons Neutron Research Facility

The ion beam from the linear accelerator can be delivered directly to the Weapons Neutron Re-
search (WNR) Facility (Buildings 7, 29, 369, and 541; Figure 4-30, Sheet 3), both to irradiate pro-
tons and to produce neutrons for investigating nuclear structures and reactions, as needed. The
facility can also produce secondary beams containing pulsed neutrons, which allows precise mea-
surement of neutron energy in various physics and materials science experiments. Targets 2 and
4 are housed at WNR.

4.30.2.1.2.1.4 Proton Storage Ring Laboratory

The proton linear accelerator sends 75 of its 1,000 pA of beam current to this 295-ft- (90-m-) dia-
meter storage ring (Building 8, Figure 4-30, Sheet 3). The ring compresses the time structure of
the proton beam from several hundred microseconds to 270 ns, which is then directed to down-
stream experimental stations.

4.30.2.1.2.1.5 Detector Development Laboratory

The Detector Development Laboratory, also called the High-Resolution-Beam Facility (Building
10, Figure 4-30, Sheet 3), houses equipment and stations for advancing the art of detecting par-
ticles created by spallation experiments.

4.30.2.1.2.1.6 Radiofrequency and High-Power Microwave Laboratories

The Radiofrequency and High-Power Microwave laboratories [Accelerator Technology Laboratory
(Building 14), Proton Storage Ring Facility (Building 17), and the Building 18 warehouse; Figure
4-30, Sheet 3] house equipment and instrumentation used for the research, development, and
testing of advanced concepts for radiofrequency power sources, high-power microwaves, and ad-
vanced accelerator and injection systems.

4.30.2.1.2.1.7 Neutrino Experiment Facility

Currently a liquid scintillator neutrino detector is housed in the Neutrino Experiment Facility, also
called Neutron Experiment Service Building (Building 364, Figure 4-30, Sheet 3). The scintillator
neutrino detector is scheduled to be removed after 1997 and will be replaced with one or more
LPSS experimental stations.

4.30.2.1.2.2 Building Categorized L/ENS

The Low-Level Energy Demonstration Accelerator (LEDA) Project is housed in Building 365 (Fig-
ure 4-30, Sheets 2 and 3). This building originally housed projects started under the Reagan Ad-
ministration as part of the Star Wars initiative. Initial work in the building focused on the Accelerator
Test Stand Upgrade Project, which evolved into the Ground Test Accelerator Project. It now is
slated to be home to LEDA, a 40-MW, low-energy accelerator currently under construction. LEDA
will be the proving ground and demonstration center for the concept of tritium production in which
a continuous-wave proton accelerator is used (instead of a nuclear reactor as in the past).

4.30.2.2 Nonhazardous Facilities

In addition to the facilities described above are approximately 375 administrative, technical,
physical support, and other buildings and structures categorized as nonhazardous.
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-26

TA-53, LOS ALAMOS NEUTRON SCIENCE CENTER

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
1 Laboratory & Office Experimental Science X
3 Linear Accelerator
Building
3A Sector A Experimental Science X
3B Sector B Experimental Science X
3C Sector C Experimental Science X
3D Sector D Experimental Science X
3E Sector E Experimental Science X
3F Sector F Experimental Science X
3G Sector G Experimental Science X
3H Sector H Experimental Science X
3J Sector J Experimental Science X
3M Sector M Experimental Science X
3N Sector N Experimental Science X
3P Sector P Experimental Science X
3R Sector R Experimental Science X
3S Sector S Experimental Science X
7 Weapons Neutron Experimental Science X
Research Building
8 Proton Storage Ring Experimental Science X
Lab
10 High-Resolution- Experimental Science X
Beam Facility
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-26 (Continued)

TA-53, LOS ALAMOS NEUTRON SCIENCE CENTER

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/ICHEM L/ENV
14 Accelerator Experimental Science X
Technology Lab
17 Proton Storage Ring Experimental Science X
Facility
18 Warehouse Experimental Science X
19 Accelerator Experimental Science X
Technology Lab
29 40-Meter Experiment | Experimental Science X
Station
30 Neutron Scattering Experimental Science X
Hall
34 Service Building Experimental Science X
(Detector Building)
315 Monitored Retrievable | Experimental Science X
Storage Counting
House
364 Neutron Experiment Experimental Science X
Service Building
365 Accelerated Test Experimental Science X
Stand Upgrade
Facility
369 Weapons Neutron Experimental Science X
Research Building
Target Cell 4
370 Detector Shed Experimental Science X
371 Detector Shed Experimental Science X
372 Storage Shed Experimental Science X
374 Metal Shed Experimental Science X
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-26 (Concluded)

TA-53, LOS ALAMOS NEUTRON SCIENCE CENTER

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
382 Detector Shed Experimental Science X
541 Experiment Station Experimental Science X
616 Detector Shed Experimental Science X
633 Trailer (Lab) Experimental Science X
757 Cryogenic Building Experimental Science
761° Semitrailer Physical Support X
823 Weapons Neutron Experimental Science X
Research Building
Building 7
1031 Storage Shed Physical Support X

a. The Linear Accelerator Building is broken up in sectors, which are listed individually.

b. This semitrailer does not appear on the map.
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4.31 TA-54, Waste Disposal Site
4.31.1 Site Description

TA-54 [Table 4-27 and Figure 4-31 (index map of TA-54)] is one of the largest [943 acres (382
ha)] and most environmentally significant TAs at Los Alamos. Its primary function is management
of radioactive solid and hazardous chemical wastes. The site’s 3-mi (4.8-km) northern border
forms the boundary between the Laboratory and San Idlefonso Pueblo, and its southeastern
boundary borders the part of Los Alamos County known as White Rock. Nearly 70 archaeological
sites have been found in the TA. Its disposal operations have a permanent environmental effect.

Many of the operations at the Laboratory generate liquid, solid, and gaseous wastes that contain
radioactive materials, nonradioactive but potentially hazardous materials, or a combination of the
two. All of these types of wastes are characterized, stored, and/or disposed at TA-54. Waste
handled at the site is characterized as LLW, low-level mixed waste, TRU waste, hazardous waste,
PCB waste, and nonregulated chemical wastes.

TA-54 has 120 structures, of which 101 house waste management personnel and operations.
Approximately 130 workers are needed to perform these treatment, storage, and disposal opera-
tions.

4.31.2 Facilities Description

TA-54's facilities are grouped in various areas according to the type of waste managed. Area Gis
the LLW management area. Area H, a site at which radioactive wastes were disposed up until
1986, is designated for cleanup under the Resource Conservation and Recovery Act. Area Jis
an administratively controlled waste management area set aside for solid and nonhazardous
wastes that must be managed separately for security reasons. Area L is the chemical waste
management area.

4.31.2.1 Facility Hazard Categories

Table 4-27 identifies the facilities at TA-54 that fall into a facility hazard category because of the
type of operations performed in the facility. The following discussion of facility hazard categories
focuses on the various areas rather than on individual buildings. Unless noted otherwise, all the
buildings involved in handling waste in a given area bear the same hazard category as that of the
area.

4.31.2.1.1 Nuclear Facility Hazard Categories

All of Area G is categorized as a Hazard Category 2 nuclear facility. However, on the accompany-
ing facility maps, only significant buildings in this category are shaded. In addition, Building 38,
the Radioassay and Nondestructive Testing Facility, in Area G West is categorized as a Hazard
Category 2 nuclear facility.

4.31.2.1.1.1 Area G

Area G (Figure 4-31, Sheet 3) is a 63-acre (25.5-ha) site located at the east end of TA-54. The
area provides intermediate and long-term storage sites for wastes generated at the Laboratory.
Major Area G waste management units include numerous LLW disposal pits and waste storage
and disposal shafts, most of which have been closed; TRU waste pads and storage domes, which
may include low-level mixed waste, if needed; a facility for decontaminating radioactive waste con-
tainers and contaminated equipment; two compactor facilities for LLW; and an administrative sup-
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port building that contains a locker room and a decontamination shower. The area has been in
use since 1957 and is expected to remain active for the foreseeable future.

In 1977, the active portion of Area G was expanded to its current 63 acres (25.5 ha). Before 1985,
low-level mixed waste was disposed in pits at this site. The surface structures are predominantly
membrane-covered domes supported by arch frames, which are used for waste storage. Subsur-
face structures include waste disposal pits excavated in volcanic rock and auger-bored shafts for
storing and disposing of radioactive wastes in various forms. Entry is permitted through a monitor-
ed gate at the west end of Area G.

Processes at Area G include waste receipt, handling, storage, compaction, and disposal. These
low-complexity operations involve trucks, forklifts, and heavy equipment to safely convey, manip-
ulate, handle, and/or dispose of containers of waste. Other routine operations include decontam-
inating vehicles, equipment, and metal waste containers, as necessary; sanding and painting
drums; overpacking damaged or potentially degraded waste containers; auditing and inspecting
waste disposal and storage operations; constructing or closing pits and shafts; and conducting
general facility maintenance activities.

» Disposal Pits and Shafts. At present, subsurface disposal units include 35 pits, approxi-
mately 260 shafts, and 4 trenches. Guidelines for constructing disposal units at Los Alamos
were developed in conjunction with the US Geological Survey. Pits typically cover 24,608
ft? (7,500 m?) and are approximately 65.6 ft (20 m) deep. Shafts range from 0.98-8.3 ft
(0.3-2.5 m) in diameter and are up to 65.6 ft (20 m) in depth. Pits are excavated in at least
50 ft (15 m) from the edge of the mesa, and their bottoms are at least 9.84 ft (3 m) above the
floor of adjacent canyons.

» Buried Wastes. Area G consists of 80 acres (32 ha), of which 37 acres (15 ha) has been de-
veloped and is the currently active radioactive waste management area. This 37-acre (15-
ha) area holds legacy waste, including TRU waste disposed before 1971 and mixed LLW
disposed before the passage of the Resource Conservation and Recovery Act in 1976, as
well as LLW buried since 1958. Five pits (15, 31, 37, 38, 39) in the 37-acre (15-ha) area are
active, all of which are used for disposal of LLW. As of January 30, 1997, the 5 pits had a re-
maining disposal capacity of about 85,306 ft* (26,000 m®). Enough space remains in this
area to provide pit capacity for about another 32,810 ft® (10,000 m®) of wastes. After this ca-
pacity has been used, continued disposal of LLW at TA-54 would require expansion of dis-
posal operations beyond the current 37 acres (15 ha).

» Temporary Retrieval Dome (Building 226, Figure 4-31, Sheet 3). This large [approximately
21,000 ft? (6,400 m?)], fabric-covered structure is the site of the TRU Waste Inspectable
Storage Project (TWISP), which involves inspecting the approximately 17,000 drums of
TRU waste that have been stored and covered with earth at TA-54 awaiting shipping to the
DOE'’s Waste Isolation Pilot Plant (WIPP). The dome provides an enclosure and weather
protection for workers during the time required to retrieve the containers and inspect them.

» Drum Preparation Facility (Building 33, Figure 4-31, Sheet 3). This building houses activi-
ties that are part of the Drum Recovery Project. The facility provides (1) bays for steam
cleaning and painting drums of TRU waste retrieved during the TWISP, (2) water sedimen-
tation pits and collection tanks, (3) a drum-venting system that will safely puncture and vent
retrieved drums of TRU waste, and (4) a general-treatment bay that will be used for reducing
the volume of gloveboxes and similar large waste items and for segregating the different
waste types.

» Compactor Facility (Building 281, Figure 4-31, Sheet 3). This building houses a waste com-
pactor that has 200 tons (181,440 kg) of compressive force, which can reduce volume as
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much as eight times. Compacting waste helps to conserve disposal space and minimizes
soil subsidence at the disposal pit. A smaller compactor is used to crush items such as emp-
ty drums.

e Tension Support Buildings (Buildings 49 and 224, Figure 4-31, Sheet 3). These domes are
used for storing mixed LLW. An asphalt pad adjacent to Building 49 is used for outdoor
storage of pyrophoric uranium waste chips.

» Sheds (Buildings 144, 145, 146, and 177). The sheds (which are too small to show up on
the maps) are used for storing mixed tritiated wastes.

e Tension Support Buildings: Buildings 48, 153, and 283 (Figure 4-31, Sheet 3). These
domes are used for newly generated TRU waste.

e Tension Support Buildings (Buildings 229, 230, 231, and 232, Figure 4-31, Sheet 3).
These domes [16,000 ft* (4,877 m?) each] are used for legacy TRU waste retrieved during
the TWISP.

e Storage Pads 2, 3, and 4 (Figure 4-31, Sheet 3). These asphalt pads hold legacy TRU
waste in drums and other containers. During the 1970s and 1980s, the pads and contain-
ers were covered with earth. Wastes are currently (1997) being retrieved and placed in
abovesurface storage domes to permit inspections required by the Resource Conservation
and Recovery Act and to ensure that wastes and containers are in a form suitable for dis-
posal.

4.31.2.1.1.2 Area G West

Area G West (also called TA-54 West) is the site of the Radioassay and Nondestructive Testing
(RANT) Facility (Building 38, Figure 4-31, Sheet 1). The functions of the RANT Facility (formerly
known as the Nondestructive Assay/Nondestructive Examination Facility) are to determine the
characteristics of packaged waste, which involves detecting liquids, void spaces, and fissionable
materials. RANT will also serve as the loading station for shipments of TRU waste when WIPP be-
gins disposal operations.

All radioactive and mixed waste received at this site must meet waste acceptance criteria to ensure
safety, environmental protection, and regulatory compliance. TRU waste must also be shown to
meet the waste acceptance criteria applicable to WIPP. In lieu of opening and examining waste
containers, nondestructive techniques are used to verify the contents of waste to prevent worker
exposure and escape of contaminants to the environment.

Verification assay and radiographic examination of unopened containers of radioactive and mixed
waste take place at RANT. The facility will also serve as a certification and staging facility for TRU
waste to be transported to WIPP.

The major assay and examination equipment includes a 320-keV real-time radiography system, a
passive/active neutron interrogation assay system, an airport-type x-ray system, a platform scale,
and a gas proportional smear counter. Other equipment in the facility includes powerlift trucks, a
dock leveler, and various types of rigging and materials-handling equipment. The airport x-ray, ra-
diography, and neutron systems are each contained in separate shielded cabinets.

The RANT Facility, which is divided into two high-bay areas, is approximately 6,400 ft’ (1,951 m?).
One of the bays has a mezzanine that houses offices and rest rooms. The waste drums are re-
ceived at the loading dock attached to this bay. The other bay area, originally built for loading TRU
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waste into TRUPACT-II containers, can be used to store and assay waste in the future and will be
used as a staging area for mobile assay equipment. The exterior load-bearing walls are precast
concrete panels. The floor is a reinforced-concrete slab on compacted fill. The roof of the facility
is a single-ply membrane roof with ballast over prestressed-concrete double T-beams. Utilities in-
clude electrical power and water for domestic, industrial, and fire-fighting purposes. Emergency
support services are accessible by radio and telephone.

All radioactive and mixed wastes are contained. TRU solid wastes and mixed wastes are contained
in metal drums. Compactable LLW may be packaged in cardboard boxes. Containers with exces-
sive removable surface contamination and leaking containers are not permitted inside this facility.

4.31.2.1.2 Non-Nuclear Facility Hazard Categories
4.31.2.1.2.1 Building Categorized M/CHEM

Building 1008 (Figure 4-31, Sheet 1), a drinking water chlorination station, is categorized as
M/CHEM.

4.31.2.1.2.2 Areas Categorized L/CHEM

Area L (Figure 4-31, Sheet 2), an area of 2.65 acres (1.07 ha), provides storage and shipment of
wastes managed under permits required by the Toxic Substances Control Act and the Resource
Conservation and Recovery Act. It also stores liquid waste and waste containing volatile organic
compounds, both of which are also contaminated with hazardous and/or radioactive components.
A portion of Area L is used for storing nonradioactive, PCB-contaminated waste oils and empty
transformers. In addition to permitted storage, Area L houses treatment tanks for barium-contami-
nated sand and ammonium bifluoride. The waste stored and/or treated at Area L is ultimately ship-
ped to other locations, both on- and offsite, for disposal, treatment, or recycling.

Chemical wastes were disposed at Area L from the 1950s until December 1986. Inactive disposal
units include 1 pit, 3 surface impoundments, and 34 shafts, with a total disposal capacity of 6,575
ft* (2,004 m?®). Noncontainerized solids and liquids drummed without absorbent were disposed in
unlined pit and shafts. Unlined surface impoundments were used to evaporate treated salt solu-
tions such as ammonium biofluoride and electroplating waste solutions. An unlined impound-
ment was also used to react lithium hydride with water and to serve as secondary containment for
waste oil tanks. These former operations are being investigated as part of Operable Unit 1148 in
the Environmental Restoration Program at the Laboratory.

Important structures at Area L are discussed below.

4.31.2.1.2.2.1 Liquid-Low-Level-Mixed-Waste-Storage Building

The Liquid-Low-Level Mixed Waste Storage Building (Building 215) is a large [16,000-ft> (4,877-
m?)] new structure used for storing drums of liquid low-level mixed wastes. The building has a
bermed asphalt floor, an unfiltered exhaust stack, interior lighting, and an overhead fire suppres-
sion system.

4.31.2.1.2.2.2 Gas Cylinder Canopy

The Gas Cylinder Canopy (Building 216) is a roofed facility of 4,000 ft* (1,220 m?) with a single wall
used to store gas cylinders until they can be shipped offsite for treatment and disposal.
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4.31.2.1.2.2.3 PCB Building

Liquid and solid PCB wastes are stored at the PCB Building (Building 39) until they are shipped
for treatment and disposal. Some of the liquid wastes are also contaminated with hazardous and/
or radioactive wastes.

4.31.2.1.2.2.4 Liquid Chemical Storage Canopy

The Liquid Chemical Storage Canopy (Building 32) is an open structure in which drums of liquid
chemical wastes are stored. The drums are segregated for chemical compatibility and stored in
the appropriate section.

4.31.2.1.2.2.5 Lab Pack Storage Units

Small quantities of hazardous wastes are placed in 5-gal. (19-L) lab packs, which are placed in
small storage units (Buildings 68, 69, and 70). Lab packs are segregated for chemical compatibility
and stored in these small sheds until they are shipped for treatment and disposal. The storage
units are equipped with secondary containment.

4.31.2.1.2.2.6 Sampling, Shipment, and Treatment Canopies

The sampling, shipment, and treatment canopies (Buildings 35, 36, and 58) are sheltered pads
that have overhead covering but no sides. Building 35 contains two treatment tanks that are not
currently in use. Canopy 36 holds equipment used to survey and sort mixed wastes.

4.31.2.1.3 Building Categorized L/RAD

Samples of mixed waste from environmental restoration and waste management operations are
analyzed for organic hazardous constituents at the Mixed-Waste Analysis Laboratory (Building
1009, Figure 4-31, Sheet 1). The samples consist of extractions of small amounts of water, soil,
and sludge.

4.31.2.2 Nonhazardous Facilities
4.31.2.2.1 Area H

Radioactive wastes were disposed in nine shafts at Area H [Figure 4-31 (index map of TA-54)]
until 1986, when disposal was discontinued. The Environmental Restoration Program is now
investigating this small, 0.3-acre (0.12-ha) site as a solid waste management unit under the Re-
source Conservation and Recovery Act. There are no aboveground structures at Area H.

4.31.2.2.2 Area J

Area J (Figure 4-31, index map of TA-54) is 2.65 acres (1.07 ha) and has been used since 1961
for disposal of industrial solid wastes. The area has six disposal pits and four disposal shafts. Pits
1 and 2 are filled and capped with soil. Pit 3 is filled and capped with asphalt, and an asbestos
transfer station is located on the asphalt. Pit 4, the largest, is 70% filled. Pits 5 and 6 are less than
10% filled. Two of the four shafts are filled and capped with concrete. Shafts 3 and 4 are less than
10% filled. The shafts are 6 ft (1.8 m) in diameter and 60 ft (18.3 m) deep. The size of the pits
varies.

Five kinds of waste management operations are conducted at Area J:
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» Administratively controlled industrial solid wastes are disposed. Three pits are open, three
had been filled as of January 1997. The State of New Mexico permits disposal at Area J
under an interim permit.

 Previously hazardous wastes are disposed at Area J. In the past, barium-contaminated soils
were neutralized at TA-54, Area L, then disposed at Area J in the same pits used for indus-
trial wastes. The last such disposal occurred in 1993.

« Classified industrial wastes are disposed in shafts. There are four shafts, each 60 ft (18.3 m)
deep and 5 ft (1.5 m) in diameter. Two of the shafts are filled, and two are nearly empty.

» An asbestos transfer station is operated pursuant to New Mexico Environment Department
(NMED) regulations. Two roll-off containers are used to store friable asbestos wastes, and
nonfriable asbestos wastes are stored on an asphalt pad. All asbestos wastes are shipped
offsite to permitted asbestos disposal facilities.

« Qil-contaminated soils are land-farmed under interim permit from NMED. Soil is turned peri-
odically, and soils are sampled for hydrocarbon content. The land farm covers an area of
8,200 ft* (2,500 m?). Oil-contaminated soils have not been added to the land farm area
since 1992.

4.31.2.2.3 Other TA-54 Facilities
A number of buildings at TA-54, which consist mainly of offices, general storage, passageways,

and pump stations, are not considered to be hazardous. These buildings are located outside of
the various hazardous areas.
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TABLE 4-27

FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES
TA-54, WASTE DISPOSAL SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category | Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
Area G | Low-Level Radio- Waste Management X
Build- | active Waste Dis-
ings posal Area and TRU
Waste Storage Site
2 Operations Building X
33 TRU Waste Drum X
Preparation Facility
48 Tension Support X
Dome
49 Tension Support X
Dome
144 Shed X
145 Shed X
146 Shed X
153 Tension Support X
Dome
177 Shed X
224 Tension Support
Dome
226 Temporary Retrieval X
Dome
229 Tension Support X
Dome
230 Tension Support X
Dome
231 Tension Support X
Dome
232 Tension Support X
Dome
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-27 (Continued)

TA-54, WASTE DISPOSAL SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
281 Compactor Facility X
283 Tension Support X
Dome
Pad 2 Storage Pad X
Pad 3 Storage Pad X
Pad 4 Storage Pad X
Area G Waste Management
West
Build-
ings
38 Radioassay and X
Nondestructive
Testing Facility
Area L
Build- Hazardous Chemical
ings Waste Management Waste Management
31 Morgan Shed Waste Management X
32 Canopy and Pad X
35 Treatment Pad X
36 Sampling Pad X
39 PCB Waste Storage X
46 Morgan Shed X
50 Morgan Shed X
55 Morgan Shed X
58 Transportation Pad X
62 Canopy X
68 Transportainer X
69 Transportainer X
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FACILITIES THAT FALL INTO NUCLEAR AND NON-NUCLEAR HAZARD CATEGORIES

TABLE 4-27 (Concluded)

TA-54, WASTE DISPOSAL SITE

Nuclear
Facilities
Facility Building Hazard
Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
70 Transportainer X
82 Drum Crusher Shed X
174 Mixed-Waste Storage X
215 Tension Support X
Dome
216 Tension Support X
Dome
Other
TA-54
Build-
ings
1008 Chlorination Station Physical Support X
1009 Chemistry Lab Waste Management X
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Figure 4-31. Map of TA-54, Waste Disposal Site—Index Map.
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4.32 TA-55, Plutonium Facility Site
4.32.1 Site Description

The Plutonium Facility Site at TA-55 [Table 4-28, Figure 4-32 (index map of TA-55)] is located on
40 acres (16.18 ha) about 1 mi (1.6 km) southeast of the central technical area (TA-3). Most of TA-
55 is situated inside a restricted area surrounded by a double security fence. The main complex
has five connected buildings: the Administration Building (Building 1), the Support Office Build-
ing (Building 2), the Support Building (Building 3), the Plutonium Facility (Building 4), and the
Warehouse (Building 5). The Nuclear Materials Storage Facility (Building 41) is separate from the
main complex but shares an underground transfer tunnel with Building 4. Various support, stor-
age, security, and training structures are located throughout the main complex.

4.32.2 Facilities Description

To meet the varied needs of research and development and plutonium-processing programs at
the Laboratory, TA-55 provides chemical and metallurgical processes for recovering, purifying,
and converting plutonium and other actinides into many compounds and forms. Additional capa-
bilities include the means to safely and securely ship, receive, handle, and store nuclear materials,
as well as manage the wastes and residues produced by TA-55 operations. A core capability is
basic and applied research in plutonium and actinide chemistry.

Core competencies are maintained in the Plutonium Facility for each type of plutonium-proces-
sing activity. Extensive plutonium recovery processes are maintained, as well as the ability to con-
vert the recovered material to plutonium metal. A separate portion of the facility is dedicated to
fabricating ceramic-based reactor fuels and to processing ?*®Pu used to produce radioisotope heat
sources. In addition, analytical capabilities, materials control and accountability techniques, and a
substantial R&D base are available to support these core capabilities.

A sophisticated nuclear materials measurement and accountability system is used at TA-55. The
system includes nuclear materials accounting, nuclear materials management and modeling, a
measurement support operation, operation of a nondestructive assay laboratory, nuclear materials
packaging and transfer, and nuclear materials storage. All nuclear materials that are in process or
are stored onsite are monitored to ensure that material balances are properly maintained and in-
ventoried on areal-time basis. The nuclear-materials-packaging and transfer operation receives
nuclear material into the facility and transfers shipments out of the facility. The nuclear materials
storage operation provides a safe storage location for the actinide materials at the Plutonium Facili-

ty.

The Plutonium Facility has extensive capabilities for treating, packaging, storing, and transporting
the radioactive waste produced by TA-55 operations. Liquid wastes are converted to solids or are
piped to the RLWTF at TA-50. Some solid TRU wastes are immobilized in cement in 55-gal. (208-
L) drums. Other TRU waste is consolidated in 15-gal. (57-L) or 30-gal. (114-L) drums or is packag-
ed in waste boxes. Low-level wastes are also packaged at this facility. Solid wastes of all types are
stored at TA-55 until they are shipped to Laboratory waste storage or disposal locations, primarily
at TA-54.

4.32.2.1 Facility Hazard Categories

Table 4-28 identifies the facilities at TA-55 that fall into a facility hazard category because of the
type of operations performed in the facility.
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4.32.2.1.1 Nuclear Facility Hazard Categories

The Plutonium Building (Building 4) is categorized as a Hazard Category 2 nuclear facility. Al-
though not currently operational, the Nuclear Materials Storage Facility will also be a Hazard Cate-
gory 2 nuclear facility and is shown as such on the accompanying maps.

4.32.2.1.1.1 Plutonium Building

Plutonium processing is performed in the Plutonium Building (Building 4, Figure 4-32, Sheet 1),
which is a two-story laboratory of approximately 151,000 ft* (46,025 m?. The exterior walls and
roof are of reinforced concrete. A concrete fire wall divides the building into two halves, each of
which contains its own ventilation systems and electrical substations. One half of the process
floor is divided by a central corridor into Areas 100 and 200. This half contains the plutonium re-
search and development laboratories, the #8Pu operations, and the personnel decontamination
area. The other half is divided into Areas 300 and 400 by another corridor. This half houses plu-
tonium recovery, metal preparation and fabrication, and nondestructive analysis laboratories.
Each of the processing areas is further divided into a number of rooms that contain the glove-
boxes for plutonium work. The ventilation systems that service the gloveboxes and all other utili-
ties are located in the basement of the facility. The basement also houses critical support equip-
ment, including all other ventilation equipment, the packing/unpacking room, waste-handling
areas, the isopress laboratory, and the plutonium storage vault.

Three levels of containment are provided for plutonium processing. The primary confinement
system includes gloveboxes, hoods, vessels, tanks, piping, and the glovebox ventilation exhaust
system. The secondary confinement system includes the walls, floors, ceiling, and doors of the
laboratories containing the gloveboxes, as well as the laboratory recirculation and bleed-off ex-
haust system. The exterior walls, floor, roof, and doors of the structure, along with the basement
exhaust system, provide the tertiary confinement system.

The ventilation system in the facility has four zones, all of which are maintained at a lower pressure
than that of the outside air. Air enters the two halves of the facility through an intake stack that has
four ducts. Two ducts supply air to each half of the building. The ventilation system is designed
so that each zone operates as a separate building with its own filtered exhaust stack. Exhaust
from each confinement area is sent through at least two stages of HEPA filtration to prevent radio-
active particles from being discharged to the environment.

The conveyor system in the facility transports contaminated material and equipment to almost any
point on the first floor. Elevated stainless steel tunnels equipped with a trolley hoist system con-
nect the gloveboxes. The vertical portions of the tunnels connect the overhead system to the
gloveboxes at drop boxes located on the first floor. These drop boxes are the transfer points in
which items are hoisted up to the trolley in the overhead tunnel system for eventual offsite waste
disposal.

The criticality detection system monitors operations on the main processing floor of the Plutonium
Facility and in the basement vault to detect gamma energy released from fission of SNM. The sys-
tem is designed to detect conditions that could lead to a criticality accident in this facility and to
sound an audible alarm. The alarm initiates immediate evacuation to minimize personnel expo-
sure. This system consists of 20 Geiger-Mueller detector heads and associated circuitry located
throughout the first-floor process areas and basement vault.

A continuous air-monitoring system is used to sample and analyze air from multiple points
throughout the laboratory areas, basement, ductwork, and exhaust stacks. A continuous stream
of sample air is drawn to a solid-state alpha detector, whose data are used for man/machine inter-
face (lights, meter, squealer) and for monitoring by the operations center.
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Other supporting systems include fire detection and suppression systems, a chilled-water sys-
tem, an instrument air system, electrical power, water distribution systems, and a vacuum system.
Voice communication is provided by a paging system and atelephone system. The emergency
system provides paging throughout the TA-55 area and sounds the criticality and fire alarms.

4.32.2.1.1.2 Nuclear Materials Storage Facility

The Nuclear Materials Storage Facility (Building 41, Figure 4-32, Sheet 1) will eventually contain a
significant amount of stored nuclear material. This facility is primarily intended for intermediate and
long-term storage of SNM. Although completed in 1987, the Nuclear Materials Storage Facility
has never operated because of design and construction deficiencies. A major renovation project
is being planned to correct those deficiencies so that the facility can operate. The renovation pro-
ject is expected to be completed by 2001.

4.32.2.1.2 Non-Nuclear Facility Hazard Categories

Two facilities, Buildings 3 and 5, are categorized L/CHEM, and one facility, Building 7, is L/ENS.
Building 3 (the Support Building) contains some laboratories that use chemicals. Building 5 (the
Warehouse) is used to store chemicals. Building 7 (the Calcium Building) is used to store calcium
(Figure 4-32, Sheet 1).

4.32.2.2 Nonhazardous Facilities

Approximately 55 other facilities exist at TA-55, all of which have been categorized nonhazardous.

These buildings are administrative, technical, and general storage buildings; passageways; and
pump stations.
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4.33 TA-57, Fenton Hill Site
4.33.1 Site Description

TA-57 [Figure 4-33 (index map of TA-57)] is located about 28 mi (45 km) west of Los Alamos on
the southern edge of the Valles Caldera in the Jemez Mountains. The 15-acre (6-ha) site lies on
land leased from the US Forest Service, and the Laboratory’s use of the land is governed by a
memorandum of understanding between the Laboratory and the Forest Service. The site in-
cludes the main area; a 2-acre (0.81-ha), 5-million-gallon (18,927,060-L) pond and two smaller
ponds; and a housing area shared with the Forest Service. TA-57 is the location of environmental
research, including the Laboratory’s Hot Dry Rock Geothermal Project and the Milagro Project,
which investigates astronomical events.

Fenton Hill was originally developed to study the use of hot dry rocks to generate geothermal en-
ergy. The Geothermal Project has been completed, and the site is now being proposed as the
location for an astrophysics observatory. The proposed observatory would be dedicated to ob-
servations of objects that brighten in the night sky then quickly fade away. These objects include
supernovae, flare stars, and brief, very-high-energy flashes from space called gamma-ray bursts.
The proposed facility may also contribute to catalogs of near-Earth objects, including potential
Earth-crossing comets and asteroids.

The instruments planned for the Fenton Hill site are designed specifically to observe and record
ephemeral flickers and flashes. As envisioned, the site will be home to a suite of telescopes dedi-
cated to optical observations set for short time scales—from fractions of a second to hours. The
short-time-scale exposures will allow broad searches of the sky and a chance to catch transient
optical events before they vanish.

The first optical telescope planned for Fenton Hill will be the Research and Education Automatic-
ally Controlled Telescope (REACT). REACT will be an automatic and robotic telescope that allows
astronomers and astronomy students to search the sky from their computer terminals. REACT will
have a narrow, one-half-degree field of view with high resolution. In its event-alert mode, REACT
will automatically swing around to take a series of 1-min exposures to catch any optical signals co-
inciding with gamma-ray transients seen by other sky-watching instruments. REACT will be hous-
ed in a weather-sensing dome that will automatically close in the rain.

The next instrument proposed for the site will be the Robotic Optical Transient Search Experi-
ment (ROTSE ), a four-barreled system with 200-mm, wide-field lenses on electronic cameras. It
will have an intermediate 15° field of view. ROTSE will use telemetry data from the National Aero-
nautics and Space Administration’s (NASA’s) Compton Gamma-Ray Observatory to direct its array
of cameras toward burst events as they occur. Alerts will come from the fast-alert system develop-
ed by NASA at Goddard Space Flight Center. ROTSE will respond within 10 s of a burst onset.

ROTSE will probably respond to alerts from BACODINE about once aweek. The rest of the time
ROTSE will spend its time watching comets. If a comet in the Kuiper Belt beyond Neptune hap-
pens to pass in front of our view of a star, ROTSE will record the tenth-of-a-second dip in light in-
tensity from that star. The data may help detect and track comets long before they can be spotted
from their own optical emissions.

The new telescopes will stand beside an unusual observatory already in place at Fenton Hill called
Milagro (the Milagro Project). Using more than 700 sensitive light detectors submerged in a 5-mil-
lion-gallon (18,927,060-L) artificial pond, plus another 200 detectors arrayed around the pond,
Milagro will record signals from high-energy cosmic emissions, including gamma-ray bursts. Mila-
gro will stare continuously at the sky from horizon to horizon, day and night, acting like a camera
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whose shutter is always open. When Milagro alerts ROTSE, it will be watching the same piece of
the sky, increasing the odds of capturing transient flashes.

The water in the main pond is filtered to maintain its purity for use in environmental research.
4.33.2 Facilities Description

4.33.2.1 Facility Hazard Categories

4.33.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-57 are categorized as nuclear facilities.

4.33.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-57 are categorized as non-nuclear facilities.

4.33.2.2 Nonhazardous Facilities

The Fenton Hill Site has 25 structures, including an office, a laboratory, storage sheds, a ware-
house, wells, pump houses, and a guard station, all of which are designated nonhazardous.
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4.34 TA-58, Two Mile North Site

4.34.1 Site Description

The Two Mile North Site at TA-58 [Figure 4-34 (index map of TA-58)], which is reserved for future
use, is located near the Laboratory’s northwest border on Two Mile Mesa North. Three structures,
all trailers used for storage, are located at the site, which is otherwise unoccupied. A fitness trall
passes through TA-58, so there are often walkers, joggers, and bicyclists at the site.

4.34.2 Facilities Description

4.34.2.1 Facility Hazard Categories

4.34.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-58 are categorized as nuclear facilities.

4.34.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-58 are categorized as non-nuclear facilities.

4.34.2.2 Nonhazardous Facilities

The three storage trailers (which do not appear on the map) are considered to be nonhazardous
facilities.

March 1998 211 TA and Facilities Descriptions



886T YdIeiN

[AX4

suonduasaq saiiioe pue vi

i

N To Pajarito Mtn —> ToTA-3 |
7 Ski Area

Santa Fe
National

[ Building/structure
Paved road
777777777 Dirt road or trail
— = —— TA-58 boundary
—— — —— TA boundary
teerereeennnnr LANL boundary

0 500 1000

TA-58

cARTography by A. Kron 12/4/96

(data from FIMAD G104888 7/12/96) I n d ex M ap

Figure 4-34. Map of TA-58, Two Mile North Site—Index Map.

Location of
TA-58 at LANL




4.35 TA-59, Occupational Health Site

4.35.1 Site Description

TA-59 [Figure 4-35 (index map of TA-39)] is located on the south side of Pajarito Road adjacent to
TA-3 and contains 23 facilities, all of which are categorized as nonhazardous. Groups at TA-59
provide support services for the entire Laboratory in the areas of health physics, risk manage-
ment, industrial hygiene and safety, policy and program analysis, air quality, water quality and hy-
drology, hazardous and solid waste analysis, and radiation protection.

4.35.2 Facilities Description

4.35.2.1 Facility Hazard Categories

4.35.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-59 are categorized as nuclear facilities.

4.35.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-59 are categorized as non-nuclear facilities.

4.35.2.2 Nonhazardous Facilities

The Occupational Health Laboratory (Building 1, Figure 4-35, Sheet 1) and administrative and
other office operations occupy most of the buildings at TA-59. Building 1 houses a combination
of offices and laboratories. The laboratories include low-level radiochemistry and chemical analy-

sis in support of the Laboratory’s environment, safety, and health programs. The Laboratory’s
emergency operations center is also housed in the basement of Building 1.
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4.36 TA-60, Sigma Mesa Site

4.36.1 Site Description

TA-60 [Figure 4-36 (index map of TA-60)] lies between Mortandad Canyon and Sandia Canyon
southeast of TA-3. The site is primarily used for physical support and infrastructure activities.
Some support services and physical support areas for subcontractors are also located at TA-60.
The Nevada Test Site Test Fabrication Facility and a test tower (Buildings 17 and 18, Figure 4-36,
Sheet 1) are located in TA-60. Because of the moratorium on testing, these buildings are not cur-
rently in use but are being maintained for future use, should testing again become a part of the
Laboratory’s mission.

4.36.2 Facilities Description

4.36.2.1 Facility Hazard Categories

4.36.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-60 are categorized as nuclear facilities.

4.36.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-60 are categorized as non-nuclear facilities.

4.36.2.2 Nonhazardous Facilities

Approximately 80 buildings and structures are located at TA-60, all of which are categorized as
nonhazardous. Although categorized as nonhazardous, a pesticide storage facility (Building 28,
Figure 4-36, Sheet 1), a number of fuel tanks, and a fuel pumping station (Structure 13) are

among these 80 buildings. TA-60 is used as a storage area (Figure 4-36, Sheets 2 and 3) with a
number of transportainers, trailers, and storage buildings.

March 1998 216 TA and Facilities Descriptions



886T YdIeiN

LT¢C

suonduasaq saiiioe pue vi

Ny

Py

CEEmANTATY,
[

= [ BN

\\
—\

—
>

N s T T ey e T

TA-60 Sheet 2

Building/structure
Paved road
************ Dirt road or trail
TA-60 boundary
TA boundary
tinnnr LANL boundary

0 500 1000 1500 2000

““““““ FEET TA-60

cARTography by A. Kron 12/4/96

Location of
TA-60 at LANL

(data from FIMAD G104904 7/12/96) I N d ex M ap

Figure 4-36. Map of TA-60, Sigma Mesa Site—Index Map.



886T UdJeiN

8T¢

suonduasaq saniioe pue vi

TA-60 Sheet 1

[ Building/structure
L_71 Underground structure
Paved road
********* Dirt road or trail
Industrial fence
Security fence
=—— = — TA-60 boundary

S

-~
— — — TAboundary =~ 7&60

T. o
nunnnn LANL boundary Agg ~~~ ~. CcARTography by A. Kron 12/4/96 (data from FIMAD G104904 7/12/96)

Figure 4-36. Map of TA-60, Sigma Mesa Site—Sheet 1.



TA-60 Sheet 2

[ Building/structure

B
A e s Dirt road or trail
T Tt RN
N i
H ' . Dmum \ “\
;! Lo 79 33 o
(- [ [
! 1 1 1 1 !
! T 1 1 1 1
[ L i
477'05 “ 1 ‘I : |I :
________ 'z /We[OkD”'Ve . o Vo
_________ Ttee-ll L / /108 . H
---- ¢+ Bio7 . 3 36
el T n BT I i
AR ‘—;__‘_ i : o
\"‘~~_\ ~“‘~.\“’: ! I: ‘:
[Jiss - I
\ \\“~~
! //<\“~. —~~“—‘
! I R R
! ' Teeall "‘~‘~_
| 93 ) ...
92 94
0 100 200 300
} | } = } 1
FEET
cARTography by A. Kron 8/5/96 (data from FIMAD G104904 7/12/96)
[ Building/structure
fffffffff Dirt road or trail
Industrial fence
ek
e 41
0 100 200 300
B i \
FEET
cARTography by A. Kron 8/5/96 (data from FIMAD G104904 7/12/96)

Figure 4-36. Map of TA-60, Sigma Mesa Site—Sheets 2 and 3.

March 1988

219

TA and Facilities Descriptions




4.37 TA-61, East Jemez Site

4.37.1 Site Description

TA-61 [Figure 4-37 (index map of TA-61)] is a relatively small site that contains physical support
and infrastructure facilities. It contains 9 facilities, all designated nonhazardous, which include the
sanitary landfill, sewer pump stations, computer model shop, general storage sheds, blower
house, and general warehouse storage for maintenance activities performed throughout the Lab-
oratory.

The sanitary landfill (Figure 4-37, Sheet 1) occupies most of TA-61. Its main purpose is to serve as
a permanent repository for nontoxic waste—radionuclides and toxic chemical wastes are not ac-
cepted at the landfill. Although significant environmental impacts could be associated with the
landfill, there appears to be little or no opportunity for accidents that would cause unusual impacts
either on- or offsite. The sanitary landfill is operated by the County of Los Alamos.

In cooperation with the county, the Laboratory has installed radiological monitoring equipment to
ensure that any radioactive materials that might get into any waste going to the landfill are identifi-
ed by alarm.

4.37.2 Facilities Description

4.37.2.1 Facility Hazard Categories

4.37.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-61 are categorized as nuclear facilities.

4.37.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-61 are categorized as non-nuclear facilities.

4.37.2.2 Nonhazardous Facilities

All of the buildings located at TA-61 are designated nonhazardous, i.e., no unusual hazards exist
that the public does not normally encounter; however, the potential exists for industrial accidents.
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4.38 TA-62, Northwest Site

4.38.1 Site Description

TA-62 [Figure 4-38 (index map of TA-62)], which currently has no major structures, is reserved as
a multiple-use area for such future needs as experimental science, office space for industrial part-
ners, environmental research, and buffer zones. It is located along the northwest corner of the
Laboratory, adjacent to Forest Service and Los Alamos County land.

4.38.2 Facilities Description

4.38.2.1 Facility Hazard Categories

4.38.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-62 are categorized as nuclear facilities.

4.38.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-62 are categorized as non-nuclear facilities.

4.38.2.2 Nonhazardous Facilities

One structure has been identified at TA-62—a water tank, which is designated nonhazardous.
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4.39 TA-63, Pajarito Service Area

4.39.1 Site Description

Currently, physical support facilities and trailer and transportable office space are located at TA-63
[Figure 4-39 (index map of TA-63 and Sheet 1)]. All of these buildings (approximately 30 struc-
tures) are considered nonhazardous.

The technical area is currently expanding to accommodate environmental and waste management
functions and facilities. Future plans for the site include a hazardous waste treatment facility and a
radioactive liquid waste treatment facility. Both of these projects are currently in the planning and
design phase.

4.39.2 Facilities Description

4.39.2.1 Facility Hazard Categories

4.39.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-63 are categorized as nuclear facilities.

4.39.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-63 are categorized as non-nuclear facilities.

4.39.2.2 Nonhazardous Facilities

All of the buildings at TA-46 are considered to be nonhazardous.
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4.40 TA-64, Central Guard Site

4.40.1 Site Description

TA-64 [Figure 4-40 (index map of TA-64 and Sheet 1)] is the site of the Central Guard Facility,
which is operated by the Laboratory’s subcontractor for security (currently, Protection Technology
of Los Alamos). This facility’s primary function is housing the subcontractor's administrative of-
fices. In addition, 26 other structures are located at TA-64, all of which are categorized as nonhaz-
ardous.

When this TA was originally set up, the guard facility, some storage sheds, and several water tanks
were already present. Today, the site also provides office and storage space for the Laboratory’s
Hazardous Materials Response Team (Buildings 39 and 43). The remaining facilities consist of
trailers, transportainers, sheds, and military shelters used for general storage by the Laboratory
and Protection Technology of Los Alamos.

4.40.2 Facilities Description

4.40.2.1 Facility Hazard Categories

4.40.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-64 are categorized as nuclear facilities.

4.40.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-64 are categorized as non-nuclear facilities.

4.40.2.2 Nonhazardous Facilities

All 27 of the structures at TA-64 are categorized as nonhazardous.
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4.41 TA-66, Central Technical Support Site

4.41.1 Site Description

TA-66 [Figure 4-41 (index map of TA-66)], located on the southeast side of Pajarito Road, is the
site of the Laboratory’s industrial partnership programs. The Advanced Technology Assessment
Center—the only facility at this site—provides office and technical space for technical transfer and
other industrial partnership activities.

4.41.2 Facilities Description

4.41.2.1 Facility Hazard Categories

4.41.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-66 are categorized as nuclear facilities.

4.41.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-66 are categorized as non-nuclear facilities.

4.4.2.2 Nonhazardous Facilities

Building 1 (the Advanced Technology Assessment Center) is categorized as nonhazardous.
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4.42 TA-67, Pajarito Mesa Site

4.42.1 Site Description

TA-67 [Figure 4-42 (index map of TA-67)] is a buffer zone, which was designated as a technical
area in 1989. No operations or facilities are currently located there. TA-67 includes the location of
the former TA-12 (also known as L Site), which was used from the 1940s to the mid-1950s as a fir-
ing site and dynamic testing area. The facilities associated with TA-12 activities have long been re-
moved. The area also contains significant archaeological sites.

4.42.2 Facilities Description

Because there are no structures at TA-67, discussion in this section is omitted.

March 1998 234 TA and Facilities Descriptions



886T YdIeiN

GE¢

suonduasaq saiiioe pue vi

Location of
TA-67 at LANL

0 200 400 600 800

[ Building/structure

Paved road

fffffffff Dirt road or trail
= = TA-67 boundary
— — — TA boundary

FEET
cARTography by A. Kron 8/4/96
(data from FIMAD G104879 7/11/96)

Figure 4-42. Map of TA-67, Pajarito Mesa Site—Index Map.

TA-67
Index Map



4.43 TA-68, Water Canyon Site

4.43.1 Site Description

TA-68, Water Canyon Site [Figure 4-43 (index map of TA-68)], which is located in the southern
portion of the Laboratory, is a dynamic testing area that contains archaeological and environmental
study areas. TA-68 has no structures.

4.43.2 Facilities Description

Because there are no structures at TA-68, discussion in this section is omitted.
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4.44 TA-69, Anchor North Site
4.44.1 Site Description

TA-69, Anchor North Site [Figure 4-44 (index map of TA-69)], is located at the entrance to TAs-6,
-8, -9 ,-22, and -58 and serves as an environmental buffer for the dynamic testing area.

4.44.2 Facilities Description

4.44.2.1 Facility Hazard Categories

4.44.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-69 are categorized as nuclear facilities.
4.44.2.1.2 Non-Nuclear Facility Hazard Categories
No buildings at TA-69 are categorized as non-nuclear facilities.
4.44.2.2 Nonhazardous Facilities

Eight buildings and structures (Figure 4-44, Sheet 1) are located at this site. These buildings pro-
vide physical support and are categorized as nonhazardous.
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4.45 TA-70, Rio Grande Site

4.45.1 Site Description

TA-70, the Rio Grande Site [Figure 4-45 (index map of TA-70)], is an undeveloped technical area
that serves as an environmental buffer zone for the high-explosives test area. Adjacent technical
areas include TA-33 and TA-39 to the west and the community of White Rock to the east. No faci-
lities are located at this site, no operations have been conducted in the past, and no future
operations are currently planned.

4.45.2 Facilities Description

Because there are no structures at TA-68, discussion in this section is omitted.
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4.46 TA-71, Southeast Site

4.46.1 Site Description

TA-71, Southeast Site [(Figure 4-46 (index map of TA-71)], is an undeveloped technical area
located along the southeastern boundary of the Laboratory near White Rock. It serves as an en-
vironmental buffer for the high-explosives test area. There are no structures at TA-71.

4.46.2 Facilities Description

Because there are no structures at TA-68, discussion in this section is omitted.
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4.47 TA-72, East Entry Site
4.47.1 Site Description

TA-72, also known as the Target Range [Table 4-29 and Figure 4-47 (index map of TA-72)], is lo-
cated on the north side of East Jemez Road. TA-72 is the site of the Laboratory’s Live Firing
Range. Protective force personnel use the site for required training.

4.47.2 Facilities Description

The Live Firing Range comprises an administrative/training area; a skeet range; Ranges 1, 2, 3,
and 4; atower; bullet impact berms; and a storage magazine. Safety and protection systems in
place at the firing range include range orientation, bullet impact berms, filled-cinder-block safety
walls, bullet-retardant canopies and baffles, limit-of-fire markers, flashing warning lights when live
firing is in progress, and a communication system for coordinating firing times and target changing
on the ranges.

4.47.2.1 Facility Hazard Categories

Table 4-29 identifies the facilities at TA-72 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.47.2.1.1 Nuclear Facility Hazard Categories
No buildings at TA-72 are categorized as nuclear facilities.
4.47.2.1.2 Non-Nuclear Facility Hazard Categories
4.47.2.1.2.1 Building Categorized M/CHEM

Building 3, a well chlorination station (Figure 4-47, Sheet 2), is categorized as M/ICHEM because
of the presence of chlorine gas.

4.47.2.1.2.2 Buildings Categorized L/ENS

Two areas of the firing range, Pistol Range 3 and Rifle Range 4 (Figure 4-47, Sheet 1), are cate-
gorized L/ENS because of the presence and firing of small arms ammunition. Firing Range 3, the
pistol range, is used to conduct DOE handgun qualification courses and M-16 and submachine
gun qualifications. The primary purpose of Rifle Range 4 is training in the use of M-16 and M-60
machine guns. These two buildings are categorized L/ENS because of the presence of activation
products.

4.47.2.2 Nonhazardous Facilities

The administrative and training area includes the Administrative/Training Building (Building 39),
which houses offices and a classroom, and two small storage and target maintenance buildings
(Buildings 13 and 14). No ammunition is stored in this area. The Skeet Range (Buildings 15 and
16) consists of two cinder block target houses connected by an asphalt walkway. This range has
been inactive since 1991. The training tower (Building 41) houses the observation and control
room, atarget storage and maintenance room, a training room, and a rappelling platform. Bullet
impact berms are located at the rear of each range except the skeet range. Their purpose is to
capture projectiles after they have passed through the target area to ensure a minimum ricochet
hazard and effective containment of lead in spent projectiles. A sandbagged, aboveground am-
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munition storage magazine is located southwest of Building 13, which is used to store limited
guantities of ammunition to support training operations at the Live Firing Range.

Firing Ranges 1 and 2 are used for training the Special Response Team and ground-level target
training and practice. A wood frame canopy at the rear of Range 2 covers a bench used for wea-
pons cleaning.

Although these facilities are considered to be nonhazardous from the standpoint that there are no
unusual hazards that the public would not encounter at a similar operation, anywhere firearms are
used should be considered a potentially hazardous location. The range is behind a security
fence, and access is strictly controlled, especially when the range is in use.
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Number Name Operations Category Categories Non-Nuclear Facility Hazard Categories
Cat. Cat.
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4.48 TA-73, Airport Site
4.48.1 Site Description

TA-73 [Table 4-30 and Figure 4-48 (index map of TA-73)], the Los Alamos Airport, consists of
83.2 acres (33.7 ha) along the northern boundary of the Laboratory adjacent to Highway 502
(East Road). DOE owns the airport, and the County of Los Alamos manages, operates, and main-
tains it under a leasing arrangement with the DOE. Use of the airport by private individuals is per-
mitted with special restrictions. The airport is required to comply with Federal Aviation Administra-
tion requirements governing security, airspace, and aircraft safety. TA-73 also includes DOE-con-
trolled land that is not part of the airport.

4.48.2 Facilities Description

The airport (Figure 4-48, Sheet 1) has a single runway and several partial parallel taxiways, con-
nectors, and parking aprons. There are 72 aircraft parking positions, including T-hangars, one
two-aircraft hangar, aprons, and tie-down positions. A one-story terminal building contains offices,
a service counter, dispatch area, car rental counter, and a waiting area. Other structures include a
government storage building not associated with the airport and a fuel pump and storage tank
owned by a pilots’ cooperative. All aviation-related buildings and aircraft storage hangars are lo-
cated on the north side of the airport. Building 4 is the airport fire station. Although fire protection
is provided by the Los Alamos County Fire Department, the building is owned by the DOE. The
rest of the TA is more or less vacant land (Figure 4-48, Sheet 2), except for some physical support
facilities that are part of the Laboratory and county water system.

4.48.2.1 Facility Hazard Categories

Table 4-30 identifies the facilities at TA-73 that fall into a facility hazard category because of the
type of operations performed in the facility.

4.48.2.1.1 Nuclear Facility Hazard Categories
No buildings at TA-73 are categorized as nuclear facilities.
4.48.2.1.2 Non-Nuclear Facility Hazard Categories

Building 9, a chlorination station (Figure 4-48, Sheet 2), is categorized M/CHEM. The chlorination
station is part of the DOE-owned utility system and is not related to airport activities.

4.48.2.2 Nonhazardous Facilities

The rest of the facilities at TA-73 are considered nonhazardous from the standpoint of unusual
hazards. Any airport is a potentially dangerous place.
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Cat. | Cat.
2 3 M/RAD M/CHEM L/RAD L/ENS L/CHEM L/ENV
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4.49 TA-74, Otowi Site

4.49.1 Site Description

TA-74 [Figure 4-49 (index map of TA-74)] is a large undeveloped area that borders the San lide-
fonso Pueblo on the east and is isolated from most of the Laboratory. It contains a significant
number of archaeological sites and an endangered species breeding area. Laboratory water wells
and future well fields are also located here.

4.49.2 Facilities Description

4.49.2.1 Facility Hazard Categories

4,49.2.1.1 Nuclear Facility Hazard Categories

No buildings at TA-74 are categorized as nuclear facilities.

4.49.2.1.2 Non-Nuclear Facility Hazard Categories

No buildings at TA-74 are categorized as nuclear facilities.

4.49.2.2 Nonhazardous Facilities

The structures at TA-74 are considered to be nonhazardous.
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American National Standards Institute
Controlled-air incinerator

(Hazardous) chemical source

Chemistry and Metallurgy Research (Facility)
Dual-Axis Radiographic Hydrodynamic Test (Facility)
Decontamination and decommissioning
Department of Defense

Department of Energy

Department of Transportation

Depleted uranium

(Hazardous) energy source

(Hazardous) environmental source
Environment, Safety, and Health (Division)
Environment, safety, and health

Facilities, Security, and Safeguards (Division)
High

High explosives

High-efficiency particulate air (filter)

Human Resources (Division)

Health Research Laboratory

Heating, ventilation, and air conditioning
Johnson Controls, Inc., of Northern New Mexico
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Los Alamos Critical Experiments Facility

Los Alamos National Laboratory

Los Alamos Neutron Science Center

Low-level chemical (hazard category)
Low-energy-demonstration accelerator
Low-level energy source (hazard category)
Low-level environmental (hazard category)
Low-level waste

Long-pulse spallation source

Low-level radioactive (hazard category)
Moderate

Moderate-level chemical (hazard category)
Moderate-level radioactive (hazard category)
Material Sciences Laboratory

National Aeronautics and Space Administration
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National High-Magnetic-Field Laboratory

New Mexico Environment Department
Operational safety guide

Polychlorinated biphenyl

Pulsed High-Energy Radiographic Machine Emitting X-Rays
Pulsed intense x-ray

Radioactive materials research, operations, and demonstration
Radioassay and nondestructive testing
Research and development

Research and Education Automatically Controlled Telescope
Radioactive Liquid Waste Treatment Facility
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ROTSE Robotic Optical Transient Search Experiment

SNM Special nuclear material

STD Standard

TA Technical area

TFF Target Fabrication Facility

TGCS Tritium gas cleanup system

TGHS Tritium-gas-handling system

TRU Transuranic waste

TSFF Tritium Science and Fabrication Facility
TSTA Tritium systems test assembly

TWISP TRU Waste Inspectable Storage Project
WCRRF Waste Characterization, Reduction, and Repackaging Facility
WETF Weapons Engineering Tritium Facility
WIPP Waste Isolation Pilot Plant

WM Waste management

WNR Weapons neutron research
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